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SECTION 01592 – SITE SECURITY AND HEALTH REQUIREMENTS (DOC)

This section shall be used for Department of Corrections’ Projects only.  This section uses the term architect, change this term as necessary to match the actual term used to identify the design professional as defined in the General and Supplementary Conditions.

PART 1 -  GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions, Bid Form and other Division 1 Specification Sections, apply to this Section.

1.2 SUBMITTALS

A. List of required submittals

Revise list to include all required submittals

1. Submit names, date of birth and social security numbers for all personnel for security clearance checks.

2. Tuberculin skin test results.

PART 2 -  PRODUCTS (Not Applicable)

PART 3 -  EXECUTION

3.1 GENERAL RULES OF THE INSTITUTION

A. The contractor shall arrange with institution officials to establish procedures for the controlled entry of workers and materials into the work areas.

B. The contractor shall establish regular working hours with the institution officials.  Working hour changes or overtime are to be reported and approved 24 hours ahead of time.  Emergency overtime is to be reported as soon as it is evident that overtime is needed.  All work after dark must receive special approval.

C. Twenty-four (24) hour notice will need to be given prior to any possible vehicle entry and/or for the need of an escort.  Delays in gaining entrance (due to lack of an escort) to the facility shall be documented in a time log which is to be submitted monthly with the pay request materials.  The purpose of this log is to establish a basis for a change order if it is required.  The log shall contain: Date of delay, time of request of entry time of delay, men delayed (name and occupation), and name of Correction’s Officer, if possible.  Any delay on entry must be validated by the prison.  Claims for delays must be validated by sallyport and pass office personnel.  Only delays greater than thirty (30) minutes will be considered.  A 30-minute delay upon arrival with vehicle to enter sallyport should be expected.

D. The Contractor shall provide name and phone number of the individual who is in charge on site; who can be contacted in case of emergency.  He must be able to furnish names and address of all employees upon request.

E. The Contractor and employees shall cooperate with the institution officials in observing the following regulations:

1. There shall be no fraternization with inmates.

2. No intoxicating drinks shall be brought onto institution grounds.

3. No firearms or other weapons shall be carried onto institution grounds.

4. No prescription drugs above one day’s prescription shall be carried on the premises.

5. Any vehicle or individual will be subject to search at any time while on institution grounds.

6. Contractor’s or employees’ vehicles shall be locked whenever unattended.

7. All tools and equipment such as, but not limited to, ropes, ladders, cutting torches, files, hacksaws, etc., shall be tightly secured during non-working hours in the contractors’ storage trailer or assigned area.

8. The institution will not be responsible for the contractor’s tools, equipment, or materials.  The contractor shall report any missing tools immediately.

9. Any interruption of utilities or roadways shall be approved at least 48 hours in advance.

10. Smoking is not permitted in State operated buildings.  Smoking on grounds shall be in accordance with the local facility regulations.

11. Possession or use of smokeless tobacco or smokeless non-tobacco alternatives is strictly prohibited

F. All workers shall be required to sign an acknowledgement of receipt of these rules.

3.2 SECURITY CLEARANCES AND RESTRICTIONS

A. All construction personnel shall be identified to the institution, and when the institution feels it is necessary, they will be issued identification cards.

Security restrictions may vary between different institutions.  Verify and revise paragraph below if facility  requirement for construction personnel differ.

B. Prior to the commencement of any onsite work, the Contractor shall submit a list containing the name, date of birth and social security number of all construction personnel. The Contractor shall submit this information to the institution for the purpose of obtaining security clearances.  Any construction personnel with pending warrants or felony convictions within the last five years shall not be allowed on site.

C. The institution reserves the right to refuse admission to any individual they feel may be detrimental to the security of the institution.

3.3 TOOL INVENTORY REQUIREMENTS

A. Contractor shall be required to keep and maintain a current tool inventory.  The tool inventory shall be made available upon request.

3.4 FIRE PROTECTION, SAFETY AND HEALTH CONTROLS

Revise items below as necessary to satisfy facility requirements.

A. The contractor shall be responsible and take all necessary precautions to guard against and eliminate possible fire hazards.  On-site burning is prohibited.

B. Store all flammable or hazardous materials in proper container located outside the buildings or off site if possible.

C. Provide and maintain in good order, during construction, all fire extinguishers as required by the National Fire Protection Association.  In areas of flammable liquids, asphalt, or electrical hazards, extinguishers of the 15-pound carbon dioxide type or 20-pound dry chemical type shall be provided.

D. Do not obstruct streets or walks without permission from the Construction Representative and facility representative.

E. Construction personnel shall not exceed the facility speed limit of 15 M.P.H. unless posted otherwise.

F. Take all necessary reasonable measures to reduce air and water pollution by any material or equipment use during construction.  Keep volatile wastes in covered containers.  Do not dispose of volatile wastes or oils in storm or sanitary drains.

G. Keep project neat, orderly, and in a safe condition at all times.  Immediately remove all hazardous waste.  Do not allow rubbish to accumulate.  Provide on-site containers for collection of rubbish and dispose of it at frequent intervals during progress of work.

3.5 TUBERCULOSIS TESTING REQUIREMENTS

A. All workers assigned to perform tasks, the duration of which will cause the worker to be in the confines of the correctional facility for more than ten consecutive work days must provide proof of a negative tuberculin skin test.  The test results must be no more than six months old at the commencement of construction.  Cost of the test must be born by the contractor or the worker, not the Owner.  If the construction contract period extends for more than twelve months, all workers must be tested again on the anniversary of the contract commencement date.

B. Any workers required to have a tuberculin skin test and who fails or refuses to do so will be denied admission to the facility until such time as proof of the test results are provided.

C. If any worker has a tuberculin skin test which has positive results, the worker shall be refused access to the facility until the worker produces a certificate from a physician licensed to practice in the State of Missouri that the worker does not have infectious tuberculosis.

D. The contractor shall not be entitled to any additional time or compensation as a result of denial of access to any of its workforce as a result of the failure to produce negative tuberculin skin test results.

E. The Contractor hall submit to the facility current tuberculin skin test results of the contractor’s workforce who are required to have such a test in accordance with paragraph A above.  Failure or refusal to maintain and produce the required records shall be a material breach of this contract which shall subject the Contractor to a declaration of default in accordance with Article 7.2.
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