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REMOVE EXISTING 1 1/2" BALLAST, SINGLE—PLY
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SOUTH ROOF CANOPY

REMOVE EXISTING 1 1/2" BALLAST, SINGLE—PLY
ROOFING MEMBRANE DOWN TO CONCRETE ROOF DECK

GENERAL NOTES — DEMOLITION ROOF PLAN:

THE CONTRACTOR IS TO VISIT THE SITE DURING THE BIDDING PERIOD AND IS TO ADVISE THE ARCHITECT
OF ANY SITUATION OR DISCREPANCY WHICH WILL NOT ALLOW SUCCESSFUL COMPLETION OF THE WORK.

THE ARCHITECTS DECISION WILL CLARIFY THE SCOPE OF WORK.

INFORMATION IS TAKEN FROM OWNER PROVIDED AS—BUILT DOCUMENTS AND SITE INVESTIGATION.

THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS PRIOR TO

FABRICATION AND INSTALLATION OF NEW WORK.

PRIOR TO BIDDING, CONTRACTOR IS REQUIRED TO BE FAMILIAR ON SITE WITH THE STATUS OF THE EXISTING
ROOF AND VERIFY ALL INFORMATION INDICATED IN THE DOCUMENTS.

CONTRACTOR SHALL VERIFY LOCATION OF ROOF DRAINS AND ROOF SLOPES FOR PROPER DRAINAGE OF ROOF,
EXHAUST FANS, PITCH PANS, VENT STACKS, AND ALL MECHANICAL, PLUMBING, ELECTRICAL AND SECURITY
ITEMS THROUGH OR ON THE ROOF.

THE CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING ITEMS TO REMAIN DURING DEMOLITION AND
NEW CONSTRUCTION.

PATCH EXISTING TO MATCH ADJACENT MATERIALS WERE DEMOLITION AND NEW CONSTRUCTION OCCUR.
DIMENSIONS ARE +/— AND ARE SHOWN FOR INFORMATION ONLY, FIELD VERIFY.

ALL DIMENSIONS REQUIRED FOR WORK SHALL BE VERIFIED BY CONTRACTOR IN THE FIELD PRIOR TO WORK.
ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE APPLIED, INSTALLED, CONNECTED
ERECTED, CLEANED AND CONDITIONED AS DIRECTED BY THE MANUFACTURER, UNLESS INDICATED OTHERWISE.
CURRENT STANDARDS OF ROOFING INSTALLATION, CONSTRUCTION AND WATERPROOFING, NRCA AND ASHRAE
APPLY TO THE PERFORMANCE AND DETAILS OF ROOFING CONSTRUCTION INDICATED IN THESE DOCUMENTS.
ALL ROOF WALKWAY PADS TO BE REMOVED WITH THE EXISTING ROOF.

THE CONTRACTOR SHALL COORDINATE WITH THE FACILITY TO ESTABLISH PROCEDURES FOR THE CONTROLLED
ENTRY OF MEN AND MATERIALS INTO THE WORK AREA AND SHALL COMPLY WITH ALL RULES AND
REGULATIONS ESTABLISHED BY THE FACILITY. THE INTERRUPTION OF SECURITY AND COMMUNICATIONS WILL
NOT BE PERMITTED. CONTRACTOR SHALL INFORM AND COORDINATE WITH SECURITY OFFICIALS 48 HOURS IN
ADVANCE OF ANY WORK RELATED TO SECURITY OR COMMUNICTIONS.

KEYED NOTES — DEMOLITION ROOF PLAN:

EXISTING BRICK MASONRY PARAPET AND STONE COPING TO REMAIN, REMOVE EXISTING

FLASHING AND TERMINATION BARS.

DISCONNECT/REMOVE EXISTING MECHANICAL UNIT AS REQUIRED FOR INSTALLATION OF NEW ROOFING,
RETAIN FOR REINSTALLATION, SEE MECHANICAL, PLUMBING AND ELECTRICAL NOTES THIS SHEET.
REMOVE EXISTING ROOF NUMBER SIGNAGE, RETAIN FOR RELOCATION.

EXISTING VENT TO REMAIN, REMOVE EXISTING BOOT AND FLASHING, SEE PLUMBING NOTES THIS SHEET.
REMOVE EXISTING COPPER FLASHING.

EXISTING SCUPPER, ADJUST ELEVATION AS REQUIRED FOR NEW ROOF SYSTEM INSTALLATION.

REMOVE EXISTING TERMINATION BARS AND FLASHING.

PREVIOUS SCUPPER LOCATION PATCH, REMOVE PATCH TO PROVIDE NEW SCUPPER.

EXISTING SCUTTLE TO REMAIN, REMOVE EXISTING FLASHING AS REQUIRED FOR NEW ROOF INSTALLATION.
REMOVE EXISTING FLASHING, SEE MECHANICAL, ELECTRICAL AND PLUMBING NOTES THIS SHEET.
REMOVE EXISTING FLASHING AS REQUIRED FOR THE INSTALLATION OF NEW ROOFING SYSTEM.

m#ZQ B _SIDE DINING ROOM BUILDING — ROOF DEMOLITION PLAN

32’-0"

@

g

NOTE:
REMOVAL/REPLACEMENT OF EXISTING METAL BUILDING STANDING
STANDING SEAM ROOF AND FLASHING IS ALTERNATE #1.

50'-0"

SINGLE STORY DINING ADDITION

REMOVE EXISTING 24 GA METAL ROOF PANELS AND INSULATION

GENERAL NOTES — ABATEMENT:

A. THE ABATEMENT SCOPE OF WORK CONSISTS OF REMOVING NON-—ASBESTOS RUBBER ROOFING MEMBRANE AND ASBESTOS PAPER
INSULATION FROM PARAPET WALLS. ASBESTOS PAPER INSULATION WILL BE REMOVED USING HAND TOOLS INSIDE A REGULATED AREA.
ONLY REMOVE ENOUGH OF THE RUBBER MEMBRANE TO EXPOSE THE ASBESTOS PAPER INSULATION.

B. ALL ABATEMENT WORK SHALL BE CONDUCTED IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS AND THE
CONTRACT SPECIFICATIONS.

C. THE LOCATIONS AND QUANTITIES OF ASBESTOS MATERIALS SHALL BE FIELD VERIFIED BY THE ABATEMENT CONTRACTOR.

D. ALL ABATEMENT WORK SHALL BE CONDUCTED DURING DAYLIGHT HOURS (7:00 AM TO 5:00 PM) MONDAY — FRIDAY, EXCLUDING
FEDERAL HOLIDAYS. WORK SCHEDULES SHALL BE COORDINATED WITH THE CORRECTIONAL CENTER AND/OR THE CORRECTIONAL
CENTER'S REPRESENTATIVE.

E. THE ABATEMENT CONTRACTOR SHALL SUBMIT A DETAILED WORK PLAN AND ABATEMENT SCHEDULE WITH THE REQUIRED SUBMITTALS.

F.  THE LOCATIONS OF WASTE DISPOSAL CONTAINERS AND LOADOUT PROCEDURES SHALL BE FIELD VERIFIED WITH THE CORRECTIONAL
CENTER AND/OR THE CORRECTIONAL CENTER'S REPRESENTATIVE.

G. STRICT COORDINATION BETWEEN THE CORRECTIONAL CENTER, CORRECTIONAL CENTER’S REPRESENTATIVE, ABATEMENT CONTRACTOR
AND GENERAL CONTRACTOR WILL BE REQUIRED FOR SUCCESSFUL COMPLETION OF THE WORK.

KEYED NOTES — ABATEMENT:

Al. REMOVE RUBBER MEMBRANE TO EXPOSE ASBESTOS PAPER INSULATION ON PARAPET WALLS. REMOVE ASBESTOS PAPER INSULATION
FROM PARAPET WALLS USING HAND TOOLS INSIDE A REGULATED AREA. — 1,600 SF OF ASBESTOS PAPER INSULATION

GENERAL NOTES — MECHANICAL:

TEMPORARILY REMOVE EXISTING ROOF MOUNTED EXHAUST FANS AS NEEDED TO PERMIT REMOVAL OF EXISTING ROOF AND INSTALL
NEW ROOF. REINSTALL THE EXHAUST FAN AFTER THE NEW ROOF IS IN PLACE. ISOLATE THE UNIT FROM ELECTRICAL POWER AND
MAKE SAFE PRIOR TO REMOVAL. RECONNECT TO EXISTING POWER AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL. CAP
ALL OPEN-ENDED DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT
PERFORMS SATISFACTORILY AFTER REINSTALLATION.

TEMPORARILY REMOVE EXISTING ROOF MOUNTED HVAC PACKAGED UNIT AS NEEDED TO DEMOLISH EXISTING ROOF AND INSTALL NEW
ROOF. REINSTALL THE UNIT AFTER THE NEW ROOF IS IN PLACE. ISOLATE THE UNIT FROM ELECTRICAL POWER AND MAKE SAFE PRIOR
TO REMOVAL. RECONNECT TO EXISTING POWER, DUCTWORK, PIPING AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL.
CAP ALL OPEN—ENDED PIPING, DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE
EQUIPMENT PERFORMS SATISFACTORILY AFTER INSTALLATION.

TEMPORARILY REMOVE EXISTING ROOF MOUNTED INTAKE AND RELIEF VENTILATION HOODS AS NEEDED FOR REMOVAL OF EXISTING
ROOF AND REINSTALLATION OF NEW ROOF. RECONNECT TO EXISTING DUCTING, POWER AND OTHER SERVICES TO MAKE THE UNIT
FULLY FUNCTIONAL. CAP ALL OPEN—ENDED PIPING AND DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE
EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORILY AFTER REINSTALLATION.

REMOVE EXISTING STEAM AND CONDENSATE DRAIN PIPING FROM EXISTING ROOF MOUNTED HVAC UNITS AS REQUIRED TO ALLOW
REMOVAL OF EXISTING ROOF AND INSTALLATION OF NEW ROOF. REINSTALL THE STEAM AND CONDENSATE DRAIN PIPING, PIPING
SUPPORTS AND REINSULATE AND COVER WITH METAL JACKETING.

REMOVE FLASHING AT ALL ROOF CURBS AS REQUIRED FOR REMOVAL OF THE EXISTING ROOF. FLASH AND SEAL AFTER THE NEW
ROOF IS INSTALLED TO MAKE THE INSTALLATION WATER TIGHT.

CAP ALL OPEN-ENDED PIPING, DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE
EQUIPMENT PERFORMS SATISFACTORY.

PROTECT EQUIPMENT TO PREVENT FROM DAMAGE DUE THE ROOF REMOVAL AND NEW ROOF INSTALLATION WORK TO ENSURE THAT
THE EQUIPMENT IS NOT DAMAGED.

GENERAL NOTES — PLUMBING:

REMOVE ALL EXISTING ROOF DRAINS INCLUDING ROOF DRAIN SCREENS TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF
NEW ROOF. REINSTALL EXISTING ROOF DRAIN AND ROOF DRAIN SCREENS ONCE NEW ROOF HAS BEEN INSTALLED. INSTALL NEW
BOLTS. ENSURE THERE ARE NO OBSTRUCTIONS FROM NEW ROOF MEMBRANE INTO EXISTING ROOF DRAIN.

REMOVE EXISTING VENT THROUGH ROOF FLASHING TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF NEW ROOF.
COORDINATE NEW VENT THROUGH ROOF FLASHING AND SEALANT WITH NEW ROOF BEING INSTALLED.

GENERAL NOTES — ELECTRICAL:

REMOVE EXISTING ROOF MOUNTED EXHAUST FANS FROM POWER AND LIGHTNING PROTECTION SYSTEM AND MAKE SAFE FOR
REMOVAL TO PERMIT REMOVAL OF EXISTING ROOF. RECONNECT THE EXHAUST FAN AFTER THE NEW ROOF IS IN PLACE TO
EXISTING POWER AND LIGHTNING PROTECTION SYSTEM WITH WEATHERPROOF MATERIALS AS REQUIRED AND MAKE THE UNIT FULLY
FUNCTIONAL.

REMOVE EXISTING ROOF MOUNTED HVAC PACKAGED UNIT FROM POWER, LIGHTNING PROTECTION SYSTEM, AND FIRE ALARM SYSTEM
DUCT MOUNTED SMOKE DETECTORS AND INTERLOCKS AND MAKE SAFE FOR REMOVAL TO PERMIT REMOVAL OF EXISTING ROOF.
RECONNECT THE UNIT TO POWER, LIGHTNING PROTECTION, AND FIRE ALARM SYSTEM WITH WEATHERPROOF MATERIALS AS REQUIRED
AFTER THE NEW ROOF IS IN PLACE TO MAKE THE UNIT FULLY FUNCTIONAL AND CODE COMPLIANT. TEST THE FIRE ALARM SMOKE
DETECTORS AND INTERLOCKS TO ENSURE THE SYSTEM PERFORMS SATISFACTORILY.
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A. TEMPORARILY REMOVE EXISTING ROOF MOUNTED EXHAUST FANS AS NEEDED TO PERMIT REMOVAL OF EXISTING ROOF AND INSTALL TEMPORARILY REMOVE EXISTING ROOF MOUNTED EXHAUST FANS AS NEEDED TO PERMIT REMOVAL OF EXISTING ROOF AND INSTALL NEW ROOF. REINSTALL THE EXHAUST FAN AFTER THE NEW ROOF IS IN PLACE. ISOLATE THE UNIT FROM ELECTRICAL POWER AND MAKE SAFE PRIOR TO REMOVAL. RECONNECT TO EXISTING POWER AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL. CAP ALL OPEN-ENDED DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORILY AFTER REINSTALLATION. B. TEMPORARILY REMOVE EXISTING ROOF MOUNTED HVAC PACKAGED UNIT AS NEEDED TO DEMOLISH EXISTING ROOF AND INSTALL NEW TEMPORARILY REMOVE EXISTING ROOF MOUNTED HVAC PACKAGED UNIT AS NEEDED TO DEMOLISH EXISTING ROOF AND INSTALL NEW ROOF. REINSTALL THE UNIT AFTER THE NEW ROOF IS IN PLACE. ISOLATE THE UNIT FROM ELECTRICAL POWER AND MAKE SAFE PRIOR TO REMOVAL. RECONNECT TO EXISTING POWER, DUCTWORK, PIPING AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL. CAP ALL OPEN-ENDED PIPING, DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORILY AFTER INSTALLATION. C. TEMPORARILY REMOVE EXISTING ROOF MOUNTED INTAKE AND RELIEF VENTILATION HOODS AS NEEDED FOR REMOVAL OF EXISTING TEMPORARILY REMOVE EXISTING ROOF MOUNTED INTAKE AND RELIEF VENTILATION HOODS AS NEEDED FOR REMOVAL OF EXISTING ROOF AND REINSTALLATION OF NEW ROOF. RECONNECT TO EXISTING DUCTING, POWER AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL. CAP ALL OPEN-ENDED PIPING AND DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORILY AFTER REINSTALLATION. D. REMOVE EXISTING STEAM AND CONDENSATE DRAIN PIPING FROM EXISTING ROOF MOUNTED HVAC UNITS AS REQUIRED TO ALLOW REMOVE EXISTING STEAM AND CONDENSATE DRAIN PIPING FROM EXISTING ROOF MOUNTED HVAC UNITS AS REQUIRED TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF NEW ROOF. REINSTALL THE STEAM AND CONDENSATE DRAIN PIPING, PIPING SUPPORTS AND REINSULATE AND COVER WITH METAL JACKETING. E. REMOVE FLASHING AT ALL ROOF CURBS AS REQUIRED FOR REMOVAL OF THE EXISTING ROOF. FLASH AND SEAL AFTER THE NEW REMOVE FLASHING AT ALL ROOF CURBS AS REQUIRED FOR REMOVAL OF THE EXISTING ROOF. FLASH AND SEAL AFTER THE NEW ROOF IS INSTALLED TO MAKE THE INSTALLATION WATER TIGHT. F. CAP ALL OPEN-ENDED PIPING, DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE CAP ALL OPEN-ENDED PIPING, DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORY. G. PROTECT EQUIPMENT TO PREVENT FROM DAMAGE DUE THE ROOF REMOVAL AND NEW ROOF INSTALLATION WORK TO ENSURE THAT PROTECT EQUIPMENT TO PREVENT FROM DAMAGE DUE THE ROOF REMOVAL AND NEW ROOF INSTALLATION WORK TO ENSURE THAT THE EQUIPMENT IS NOT DAMAGED.
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A. REMOVE ALL EXISTING ROOF DRAINS INCLUDING ROOF DRAIN SCREENS TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF REMOVE ALL EXISTING ROOF DRAINS INCLUDING ROOF DRAIN SCREENS TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF NEW ROOF. REINSTALL EXISTING ROOF DRAIN AND ROOF DRAIN SCREENS ONCE NEW ROOF HAS BEEN INSTALLED. INSTALL NEW BOLTS. ENSURE THERE ARE NO OBSTRUCTIONS FROM NEW ROOF MEMBRANE INTO EXISTING ROOF DRAIN. B. REMOVE EXISTING VENT THROUGH ROOF FLASHING TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF NEW ROOF. REMOVE EXISTING VENT THROUGH ROOF FLASHING TO ALLOW REMOVAL OF EXISTING ROOF AND INSTALLATION OF NEW ROOF. COORDINATE NEW VENT THROUGH ROOF FLASHING AND SEALANT WITH NEW ROOF BEING INSTALLED.
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A. REMOVE EXISTING ROOF MOUNTED EXHAUST FANS FROM POWER AND LIGHTNING PROTECTION SYSTEM AND MAKE SAFE FOR REMOVE EXISTING ROOF MOUNTED EXHAUST FANS FROM POWER AND LIGHTNING PROTECTION SYSTEM AND MAKE SAFE FOR REMOVAL TO PERMIT REMOVAL OF EXISTING ROOF.  RECONNECT THE EXHAUST FAN AFTER THE NEW ROOF IS IN PLACE TO EXISTING POWER AND LIGHTNING PROTECTION SYSTEM WITH WEATHERPROOF MATERIALS AS REQUIRED AND MAKE THE UNIT FULLY FUNCTIONAL.  B. REMOVE EXISTING ROOF MOUNTED HVAC PACKAGED UNIT FROM POWER, LIGHTNING PROTECTION SYSTEM, AND FIRE ALARM SYSTEM REMOVE EXISTING ROOF MOUNTED HVAC PACKAGED UNIT FROM POWER, LIGHTNING PROTECTION SYSTEM, AND FIRE ALARM SYSTEM DUCT MOUNTED SMOKE DETECTORS AND INTERLOCKS AND MAKE SAFE FOR REMOVAL TO PERMIT REMOVAL OF EXISTING ROOF.  RECONNECT THE UNIT TO POWER, LIGHTNING PROTECTION, AND FIRE ALARM SYSTEM WITH WEATHERPROOF MATERIALS AS REQUIRED AFTER THE NEW ROOF IS IN PLACE TO MAKE THE UNIT FULLY FUNCTIONAL AND CODE COMPLIANT.  TEST THE FIRE ALARM SMOKE DETECTORS AND INTERLOCKS TO ENSURE THE SYSTEM PERFORMS SATISFACTORILY.
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A. THE ABATEMENT SCOPE OF WORK CONSISTS OF REMOVING NON-ASBESTOS RUBBER ROOFING MEMBRANE AND ASBESTOS PAPER THE ABATEMENT SCOPE OF WORK CONSISTS OF REMOVING NON-ASBESTOS RUBBER ROOFING MEMBRANE AND ASBESTOS PAPER INSULATION FROM PARAPET WALLS. ASBESTOS PAPER INSULATION WILL BE REMOVED USING HAND TOOLS INSIDE A REGULATED AREA. ONLY REMOVE ENOUGH OF THE RUBBER MEMBRANE TO EXPOSE THE ASBESTOS PAPER INSULATION. B. ALL ABATEMENT WORK SHALL BE CONDUCTED IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS AND THE ALL ABATEMENT WORK SHALL BE CONDUCTED IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS AND THE CONTRACT SPECIFICATIONS. C. THE LOCATIONS AND QUANTITIES OF ASBESTOS MATERIALS SHALL BE FIELD VERIFIED BY THE ABATEMENT CONTRACTOR.  THE LOCATIONS AND QUANTITIES OF ASBESTOS MATERIALS SHALL BE FIELD VERIFIED BY THE ABATEMENT CONTRACTOR.  D. ALL ABATEMENT WORK SHALL BE CONDUCTED DURING DAYLIGHT HOURS (7:00 AM TO 5:00 PM) MONDAY - FRIDAY, EXCLUDING ALL ABATEMENT WORK SHALL BE CONDUCTED DURING DAYLIGHT HOURS (7:00 AM TO 5:00 PM) MONDAY - FRIDAY, EXCLUDING FEDERAL HOLIDAYS. WORK SCHEDULES SHALL BE COORDINATED WITH THE CORRECTIONAL CENTER AND/OR THE CORRECTIONAL CENTER'S REPRESENTATIVE. E. THE ABATEMENT CONTRACTOR SHALL SUBMIT A DETAILED WORK PLAN AND ABATEMENT SCHEDULE WITH THE REQUIRED SUBMITTALS.  THE ABATEMENT CONTRACTOR SHALL SUBMIT A DETAILED WORK PLAN AND ABATEMENT SCHEDULE WITH THE REQUIRED SUBMITTALS.  F. THE LOCATIONS OF WASTE DISPOSAL CONTAINERS  AND LOADOUT PROCEDURES SHALL BE FIELD VERIFIED WITH THE CORRECTIONAL THE LOCATIONS OF WASTE DISPOSAL CONTAINERS  AND LOADOUT PROCEDURES SHALL BE FIELD VERIFIED WITH THE CORRECTIONAL AND LOADOUT PROCEDURES SHALL BE FIELD VERIFIED WITH THE CORRECTIONAL CENTER AND/OR THE CORRECTIONAL CENTER'S REPRESENTATIVE. G. STRICT COORDINATION BETWEEN THE CORRECTIONAL CENTER, CORRECTIONAL CENTER'S REPRESENTATIVE, ABATEMENT CONTRACTOR STRICT COORDINATION BETWEEN THE CORRECTIONAL CENTER, CORRECTIONAL CENTER'S REPRESENTATIVE, ABATEMENT CONTRACTOR AND GENERAL CONTRACTOR WILL BE REQUIRED FOR SUCCESSFUL COMPLETION OF THE WORK.
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2—-STORY MAIN ROOF

NEW SINGLE—PLY TPO ROOFING SYSTEM ON R-30 TAPERED INSULATION
1/4" PER 1°-0" SLOPE OVER EXISTING CONCRETE ROOF DECK
SEE TYPICAL ROOF CONSTRUCTION DETAIL 2/A500
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SINGLE STORY NORTH ROOF

NEW SINGLE—-PLY TPO ROOFING SYSTEM ON R-30
TAPERED INSULATION 1/4” PER 1°—0" SLOPE
OVER EXISTING CONCRETE ROOF DECK

SEE TYPICAL ROOF CONSTRUCTION DETAIL 2/A500
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GENERAL NOTES — ROOF PLAN:

A.  THE CONTRACTOR IS TO VISIT THE SITE DURING THE BIDDING PERIOD AND IS TO ADVISE THE ARCHITECT
OF ANY SITUATION OR DISCREPANCY WHICH WILL NOT ALLOW SUCCESSFUL COMPLETION OF THE WORK.
THE ARCHITECTS DECISION WILL CLARIFY THE SCOPE OF WORK.

B.  INFORMATION IS TAKEN FROM OWNER PROVIDED AS—BUILT DOCUMENTS AND SITE INVESTIGATION.

©_/

32'-0"

THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS PRIOR TO

FABRICATION AND INSTALLATION OF NEW WORK.
C.  PRIOR TO BIDDING, CONTRACTOR IS REQUIRED TO BE FAMILIAR ON SITE WITH THE STATUS OF THE EXISTING
ROOF AND VERIFY ALL INFORMATION INDICATED IN THE DOCUMENTS.
CONTRACTOR SHALL VERIFY LOCATION OF ROOF DRAINS AND ROOF SLOPES FOR PROPER DRAINAGE OF ROOF,
EXHAUST FANS, PITCH PANS, VENT STACKS, AND ALL MECHANICAL, PLUMBING, ELECTRICAL AND SECURITY
SECURITY ITEMS THROUGH OR ON THE ROOF.

o

THE CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING ITEMS TO REMAIN DURING DEMOLITION AND
NEW CONSTRUCTION.
PATCH EXISTING TO MATCH ADJACENT MATERIALS WERE DEMOLITION AND NEW CONSTRUCTION OCCUR.

7Y

DIMENSIONS ARE +/— AND ARE SHOWN FOR INFORMATION ONLY, FIELD VERIFY.

ALL DIMENSIONS REQUIRED FOR WORK SHALL BE VERIFIED BY CONTRACTOR IN THE FIELD PRIOR TO WORK.

ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE APPLIED, INSTALLED, CONNECTED 5 SINGLE STORY DINING ADDITION

APPLY TO THE PERFORMANCE AND DETAILS OF ROOFING CONSTRUCTION INDICATED IN THESE DOCUMENTS.
THE CONTRACTOR SHALL COORDINATE WITH THE FACILITY TO ESTABLISH PROCEDURES FOR THE CONTROLLED

x & T om m

ENTRY OF MEN AND MATERIALS INTO THE WORK AREA AND SHALL COMPLY WITH ALL RULES AND 500"

ERECTED, CLEANED AND CONDITIONED AS DIRECTED BY THE MANUFACTURER, UNLESS INDICATED OTHERWISE. N
2 ) NEW STANDING SEAM METAL PANEL ROOF SYSTEM WITH R-30
CURRENT STANDARDS OF ROOFING INSTALLATION, CONSTRUCTION AND WATERPROOFING, NRCA AND ASHRAE INSULATION INSTALLED OVER EXISTING METAL BUILDING STRUCTURE

REGULATIONS ESTABLISHED BY THE FACILITY. THE INTERRUPTION OF SECURITY AND COMMUNICATIONS WILL
NOT BE PERMITTED. CONTRACTOR SHALL INFORM AND COORDINATE WITH SECURITY OFFICIALS 48 HOURS IN
ADVANCE OF ANY WORK RELATED TO SECURITY OR COMMUNICTIONS.

<<>KEYED NOTES — ROOF PLAN:
1.
2
3
4
5

EXISTING BRICK MASONRY PARAPET AND STONE COPING TO REMAIN, PROVIDE NEW SHEET METAL FLASHING AND TERMINATION BARS WITH NEW ROOF SYSTEM INSTALLATION.
REINSTALL EXISTING MECHANICAL UNIT AFTER INSTALLATION OF NEW ROOF SYSTEM, SEE MECHANICAL, PLUMBING AND ELECTRICAL NOTES THIS SHEET.

EXTEND EQUIPMENT CURBS AND FLASH AS REQUIRED TO PROVIDE FOR THE INSTALLATION OF THE NEW ROOFING SYSTEM AND INSULATION, SEE DETAIL 8/A500.
PROVIDE NEW BUILDING SIGNAGE. SIGN SHALL BE 36”x36” SQUARE. THE BUILDNIG NUMBER 29 SHALL BE BLACK WITH A REFLECTIVE WHITE BACKGROUND.

FONT SIZE SHALL FIT THE 36"x36” SIGN. PROVIDE TPO PROTECTIVE LAYER BETWEEN SIGNAGE AND NEW ROOF INSTALLATION.

CONTRACTOR TO INSTALL/SECURE SIGNAGE PER MANUFACTURER'S RECOMMENDATIONS SO AS NOT TO VOID ROOFING WARRANTY OR COMPROMISE ROOFING SYSTEM.
NEW WALKWAY PADS PER ROOFING MANUFACTURER, ADHERE TO MEMBRANE ROOFING SYSTEM PER MANUFACTURER’S DETAILS/RECOMMENDATIONS.

RD (TYP) — EXISTING ROOF DRAIN LOCATIONS TO REMAIN, COORDINATE ROOF DRAIN ELEVATION WITH NEW MEMBRANE ROOFING SYSTEM,

ADJUST ROOF DRAIN ELEVATION AS REQUIRED FOR NEW ROOFING SYSTEM AND INSULATION INSTALLATION TO PROVIDE PROPER DRAINAGE, SEE PLUMBING NOTES THIS SHEET.

PROVIDE 1/2" PER FOOT SLOPE SUMP AT 4'x4’ AREA AROUND ROOF DRAIN LOCATIONS. SEE DETAIL 6/A500.

6. V (TYP) — EXISTING VENT LOCATIONS TO REMAIN, PROVIDE NEW BOOT/FLASHING WITH INSTALLATION OF NEW ROOFING SYSTEM, SEE DETAIL 3/A500.

7. EXISTING SCUPPER, ADJUST ELEVATION AS REQUIRED FOR INSTALLATION OF NEW ROOFING SYSTEM AND INSULATION. SEE DETAIL 2/A501.

8.  FLASHING AND TERMINATION BARS INSTALLED WITH THE INSTALLATION OF NEW ROOF SYSTEM MEMBRANE PER MANUFACTURER.

9.  EXISTING HATCH, FLASH AS REQUIRED WITH THE INSTALLATION OF NEW ROOFING SYSTEM AND INSULATION, SEE DETAIL 5/A500.

10. PREVIOUSLY PATCHED SCUPPER LOCATIONS, PROVIDE NEW SCUPPERS, ADJUST ELEVATION PER NEW INSULATION ELEVATION. SEE DETAIL 2/A501.

11. PROVIDE NEW FLASHING WITH INSTALLATION OF NEW ROOFING SYSTEM.

12. SEE MECHANICAL, PLUMBING AND ELECTRICAL NOTES THIS SHEET, PROVIDE NEW FLASHING WITH INSTALLATION OF NEW ROOFING SYSTEM. SEE DETAIL 8/A500 SIM

13. CRICKET LOCATION, 1/2” PER FOOT SLOPE

14. V (TYP) — EXISTING VENT LOCATIONS TO REMAIN, PROVIDE NEW BOOT/FLASHING PER METAL ROOFING SYSTEM MFGR, SEAL WATERTIGHT.

15. REINSTALL EXISTING MECHANICAL UNIT AFTER INSTALLATION OF NEW ROOF SYSTEM, SEE MECHANICAL, PLUMBING AND ELECTRICAL NOTES THIS SHEET.
PROVIDE EQUIPMENT CURBS PER METAL ROOF MANUFACTURER AND FLASHING WATERTIGHT.

16. NEW GUTTER AND FLASHING PER STANDING SEAM METAL ROOF MANUFACTURER.

17. DOWNSPOUT, ATTACH TO EXISTING METAL BUILDING CONSTRUCTION.

18. PROVIDE SNOW GUARDS AT NEW STANDING SEAM METAL ROOF EDGE PER ROOFING SYSTEM MANUFACTURER. SNOW GUARDS SHOULD BE INSTALLED

' ALONG THE ENTIRE LENGTH OF THE ROOF EDGE AS INDICATED ON THE DRAWINGS, - — — — — — — — — — — — — — — — —
m#zg B SIDE DI

NING ROOM BUILDING — ROOF PLAN
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SOUTH ROOF CANOPY

NEW SINGLE—-PLY ROOFING SYSTEM OVER EXISTING
CONCRETE ROOF CANOPY

NOTE:

REMOVAL/REPLACEMENT OF EXISTING METAL BUILDING STANDING
STANDING SEAM ROOF AND FLASHING IS ALTERNATE #1.
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ow

GENERAL NOTES — MECHANICAL:

REINSTALL EXHAUST FAN AFTER THE NEW ROOF IS IN PLACE. RECONNECT TO EXISTING POWER AND OTHER SERVICES TO MAKE THE
UNIT FULLY FUNCTIONAL. CAP ALL OPEN—ENDED DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE
EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORILY AFTER REINSTALLATION.

REINSTALL EXISTING ROOF MOUNTED HVAC PACKAGED UNIT AFTER THE NEW ROOF IS IN PLACE. RECONNECT TO EXISTING POWER,
DUCTWORK, PIPING AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL. CAP ALL OPEN—ENDED PIPING, DUCTWORK TO
PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT PERFORMS SATISFACTORILY AFTER
INSTALLATION.

RECONNECT TO EXISTING DUCTING, POWER AND OTHER SERVICES TO MAKE THE UNIT FULLY FUNCTIONAL. CAP ALL OPEN-ENDED
PIPING AND DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE EQUIPMENT
PERFORMS SATISFACTORILY AFTER REINSTALLATION.

REINSTALL THE STEAM AND CONDENSATE DRAIN PIPING, PIPING SUPPORTS AND REINSULATE AND COVER WITH METAL JACKETING.
FLASH AND SEAL ALL EQUIPMENT CURBS AFTER THE NEW ROOF IS INSTALLED TO MAKE THE INSTALLATION WATER TIGHT.

CAP ALL OPEN-ENDED PIPING, DUCTWORK TO PREVENT DEBRIS FROM ENTERING THE SYSTEM. TEST THE EQUIPMENT TO ENSURE THE
EQUIPMENT PERFORMS SATISFACTORY.

PROTECT EQUIPMENT TO PREVENT FROM DAMAGE DUE THE ROOF REMOVAL AND NEW ROOF INSTALLATION WORK TO ENSURE THAT
THE EQUIPMENT IS NOT DAMAGED.

GENERAL NOTES — PLUMBING:

REINSTALL EXISTING ROOF DRAIN ONCE NEW ROOF HAS BEEN INSTALLED. INSTALL NEW BOLTS. ENSURE THERE ARE NO
OBSTRUCTIONS FROM NEW ROOF MEMBRANE INTO EXISTING ROOF DRAIN.

PROVIDE NEW METAL ROOF DRAIN SCREENS AT EXISTING ROOF DRAIN LOCATIONS.

COORDINATE NEW VENT THROUGH ROOF FLASHING AND SEALANT WITH NEW ROOF BEING INSTALLED.

GENERAL NOTES — ELECTRICAL:

RECONNECT THE EXHAUST FAN AFTER THE NEW ROOF IS IN PLACE TO EXISTING POWER AND LIGHTNING PROTECTION SYSTEM WITH
WEATHERPROOF MATERIALS AS REQUIRED AND MAKE THE UNIT FULLY FUNCTIONAL.
RECONNECT THE UNIT TO POWER, LIGHTNING PROTECTION, AND FIRE ALARM SYSTEM WITH WEATHERPROOF MATERIALS AS REQUIRED

AFTER THE NEW ROOF IS IN PLACE TO MAKE THE UNIT FULLY FUNCTIONAL AND CODE COMPLIANT. TEST THE FIRE ALARM SMOKE
DETECTORS AND INTERLOCKS TO ENSURE THE SYSTEM PERFORMS SATISFACTORILY.
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