WARRENTON READINESS CENTER
REPLACE ROOF SYSTEM & PAVING
WARRENTON, MISSOURI

OWNER: STATE OF MISSOURI
MICHAEL L. PARSON,
GOVERNOR
DEPARTMENT OF MISSOURI NATIONAL GUARD
OFFICE OF THE ADJUTANT GENERAL FACILITIES
MANAGEMENT OFFICE

PROJECT MANAGEMENT: STATE OF MISSOURI OFFICE OF ADMINISTRATION (OA)
DIVISION OF FACILITIES MANAGEMENT, DESIGN,
AND CONSTRUCTION (FMDC)

TO SCALE

DEVELOPMENT OF MISSOURI NATIONAL GUARD
OFFICE OF THE ADJUTANT GENERAL FACILITIES
MANAGEMENT OFFICE

PROJECT NUMBER: T1902-01
SITE NUMBER: 6305
ASSET NUMBER: 8136305012

DESIGNER: ARCHITECT
WEDEMEYER CERNIK CORRUBIA, INC.
ENGINEER
HEIDEMAN & ASSOCIATES

SHEET INDEX:
G-001 COVER SHEET
C-101 SITE PAVING PLAN (BASE BID)
C-102 SITE PAVING PLAN (ALTERNATE #1)
C-103 SITE PAVING PLAN (ALTERNATE #2)
C-104 PAVING STRIPING PLAN
A-101 ROOF PLAN
A-002 ASBESTOS ROOF PLAN, CORE SAMPLES, ABBREV. & NOTES
A-503 ROOF DETAILS
A-504 ROOF DETAILS
A-605 ROOF DESIGN INFO. & ROOF WIND GRAPHIC PLANS

SHEET NUMBER: G-001
DATE ISSUED: DECEMBER 3, 2019
CONTRACTOR SHALL PROVIDE SHOP DRAWINGS SHOWING PROPOSED SLOPES OF SUFFICIENT LENGTH TO PENETRATE INTO STEEL 1/2" AND INTO WOOD 1"..

SELF-DRILLING WITH LOW PROFILE HEADS. FASTENERS ARE TO BE 1/4" THICK MIN. AND TO REMOVAL AND REPLACEMENT OF NEW ROOFING.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE GOVERNING AUTHORITY AFTER COMPLETE TEAR-OFF. ROOF DECK SHALL BE INSPECTED BY ROOF MANUFACTURER.

ALL FLASHING SHALL EXTEND A MINIMUM OF 8" ABOVE FINISHED ROOF LEVEL.

THE FOLLOWING REQUIREMENTS OF ROOF ASSEMBLIES ARE SUPPLEMENTS OF THE SPECIFICATIONS, RECOMMENDATIONS, AND IN COMPLIANCE WITH FACTORY MUTUAL EDITION, AND FM GLOBAL TEST STANDARDS 4450 AND 4470.

CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS & ALL EXIST. DIMENSIONS & ALL APPLICABLE CODES.

PROTECT EXIST. PAVING FROM HEAVY EQUIPMENT. PATCH ALL DAMAGED PAVING TO BE COMPLETED BY THE OWNER OR ARCHITECT THROUGH ANOTHER CONTRACT.

DISCONNECT ALL ROOF-TOP CABLE, WIRES, CONDUITS, SUPPORT BLK'G. ETC. (AS REQUIRED) TO REQUIRE THAT THE ROOF ASSEMBLY SHALL COMPLY WITH FACTORY MUTUAL SIMILAR TO THE END OF THE WORK DAY OR WHEN RAIN IS EXPECTED THE CONTRACTOR SHALL PROVIDE WEATHERTIGHT CONDITION.

DISCONNECT ALL ROOF-TOP CABLE, WIRES, CONDUITS, SUPPORT BLK'G. ETC. (AS REQUIRED) TO REQUIRE THAT THE ROOF EXTERIOR SHALL COMPLY WITH THE UNDERWRITER'S MANUAL PRACTICES.

CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS & ALL EXIST. DIMENSIONS & ALL APPLICABLE CODES.

PROTECT EXIST. PAVING FROM HEAVY EQUIPMENT. PATCH ALL DAMAGED PAVING TO BE COMPLETED BY THE OWNER OR ARCHITECT THROUGH ANOTHER CONTRACT.

DISCONNECT ALL ROOF-TOP CABLE, WIRES, CONDUITS, SUPPORT BLK'G. ETC. (AS REQUIRED) TO REQUIRE THAT THE ROOF EXTERIOR SHALL COMPLY WITH THE UNDERWRITER'S MANUAL PRACTICES.

DISCONNECT ALL ROOF-TOP CABLE, WIRES, CONDUITS, SUPPORT BLK'G. ETC. (AS REQUIRED) TO REQUIRE THAT THE ROOF EXTERIOR SHALL COMPLY WITH THE UNDERWRITER'S MANUAL PRACTICES.

DISCONNECT ALL ROOF-TOP CABLE, WIRES, CONDUITS, SUPPORT BLK'G. ETC. (AS REQUIRED) TO REQUIRE THAT THE ROOF EXTERIOR SHALL COMPLY WITH THE UNDERWRITER'S MANUAL PRACTICES.