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GENERAL NOTES:  

A. EXISTING CONDITIONS INFORMATION SHOWN WITHIN

THE PROJECT HAVE BEEN REPRODUCED FROM

EXISTING DRAWINGS & FIELD MEASURING.

B. THESE DOCUMENTS, JOINTLY & TOGETHER WITH THE

SPECIFICATIONS FORM THE CONTRACT DOCUMENTS

& ARE USED SUBJECT TO THE OWNER'S GENERAL &

SUPPLEMENTAL CONDITIONS.

C. PRIOR TO BID, THE CONTRACTOR SHALL VISIT THE

SITE & FIELD VERIFY ALL DIMENSIONS & CONDITIONS

AFFECTING THE WORK DESCRIBED IN THESE

DOCUMENTS.  IF ANY DISCREPANCIES ARE FOUND,

GENERAL CONTRACTOR SHALL NOTIFY THE

ARCHITECT  7 DAYS PRIOR TO BID DATE.  THE

CONTRACTOR IS OBLIGATED TO OBSERVE THE

DESIGN & INTENT OF THE CONTRACT DOCUMENTS &

TO NOTIFY THE OWNER OF ANY INFORMATION WHICH

HE BELIEVES IS A DISCREPANCY PRIOR TO ORDERING

MATERIALS AND/OR INITIATING WORK.  AFTER WORK

IS INITIATED, CONTRACTOR ASSUMES ALL

RESPONSIBILITY FOR THE WORK.

D. CONTRACTOR SHALL INSTALL ALL MATERIALS IN

STRICT COMPLIANCE WITH MANUFACTURER'S

RECOMMENDATIONS & INSTRUCTIONS.

E. THE BUILDING WILL BE OCCUPIED DURING THE

DEMOLITION & CONSTRUCTION WORK.

F. CONTRACTOR SHALL MAINTAIN & PROTECT THE

EXISTING BUILDING IN A WEATHERPROOF CONDITION

AT ALL TIMES.

G. CONTRACTOR SHALL KEEP CLEAR ALL BUILDING

ACCESSES.

H. ALL DEMOLITION & CONSTRUCTION ACTIVITIES SHALL

BE COORDINATED WITH THE OWNER'S

REPRESENTATIVE  & FACILITY PERSONNEL TO

MINIMIZE DISRUPTION OF THE NORMAL DAILY

FUNCTIONING OF THE FACILITY.

I. TEMPORARY BARRICADES AS PERTAINING TO

CONTRACTOR'S ACTIVITIES SHALL BE INSTALLED TO

PREVENT POSSIBLE INJURY TO PERSONS IN &

AROUND DEMOLITION & CONSTRUCTION IN

ACCORDANCE WITH OSHA REQUIREMENTS.

COORDINATE w/ THE OWNER'S REPRESENTATIVE &

FACILITY.

J. DUST & DEBRIS BARRIERS SHALL BE PROVIDED &

INSTALLED BY THE CONTRACTOR AS NECESSARY.

K. DO NOT STORE MATERIALS IN A MANNER THAT WILL 

OVERSTRESS, OVERLOAD OR OTHERWISE IMPOSE 

UNSAFE LOADS ON THE EXISTING STRUCTURE

DURING CONSTRUCTION.

L. CONTRACTOR(S) MUST COORDINATE DELIVERIES,

STORAGE & STAGING OF MATERIALS & EQUIPMENT

WITH THE OWNER'S REPRESENTATIVE AT THE

FACILITY.

M. EACH CONTRACTOR SHALL COORDINATE THEIR

WORK WITH OTHER TRADES.

N. DO NOT SCALE DRAWINGS TO DETERMINE

DIMENSIONS.  IF REQUIRED DIMENSION IS NOT

INDICATED, CONTACT THE ARCHITECT FOR

DETERMINATION.

O. DETAILS ARE GENERALLY TYPICAL & ARE NOT TO BE

CONSTRUED AS EXACT AND/OR LIMITED TO THOSE

AREAS SPECIFICALLY INDICATED.  REVIEW ANY

QUESTION OF CONFLICTING INFORMATION WITH THE

ARCHITECT PRIOR TO INSTALLATION OR

CONSTRUCTION.

P. ALL MATERIALS TO BE REMOVED SHALL BECOME THE

PROPERTY OF THE CONTRACTOR & SHALL BE

REMOVED FROM THE SITE.  REF:  PROJECT MANUAL

FOR ANY EXCEPTIONS.

Q. CONTRACTOR SHALL REMOVE DEBRIS FROM

CONSTRUCTION PER REQUIREMENTS AS OUTLINED

UNDER THE GENERAL REQUIREMENTS IN THE

SPECIFICATION ON A DAILY BASIS.  THIS INCLUDES

ANY MATERIAL WHICH BLOWS OFF OF OR FALLS

FROM ROOFS.  CONTRACTOR SHALL NOT STORE OR

PERMIT DEBRIS TO ACCUMULATE ON SITE.  DEBRIS

SHALL NOT BE BURNED ON SITE.
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REFERENCE CODE: IBC-2018

CONSTRUCTION TYPE: II-B (NON-COMBUSTIBLE, NON-SPRINKLER)

OCCUPANCY/USE GROUP: MIXED-USE, SEPARATED.

S-1 REPAIR GARAGE

S-1 STORAGE, MODERATE-HAZARD

S-2 STORAGE, LOW-HAZARD

B BUSINESS (>10% EXIST. BLDG NSF; NOT ACCESSORY

BUSINESS IS SEPARATED BY RATED CONSTRUCTION)

A-3 ASSEMBLY (UNCONCENTRATED, T&C) <50 OCCP

CLASSIFY WITH BUSINESS.

IU INCIDENTAL USES (DOES NOT CONTRIBUTE TO LOAD)

OU OCCUPANT USE (DOES NOT CONTRIBUTE TO LOAD)

TOTAL BUILDING AREA w/ ADDITION = 9,985 NSF

BUILDING ADDITION = 3,045 NSF

REPAIR GARAGE AREA (SEPARATED)

EXISTING: 3,595 NSF

ADDITION: 3,045 NSF

MAXIMUM TABULAR AREAS:

S-1 At=17,500 NSF > 9,985 NSF

B At= 23,000 NSF > 1,099 NSF

(NO FRONTAGE INCREASE REQUIRED FOR AREA)

BUILDING HEIGHT: 1-STORY, 55' MAX. > 26.21' (SLOPING ROOF)

FIRE RESISTANCE OF BUILDING ELEMENTS (T601)

STRUCTURAL FRAME: 0-HR

EXTERIOR BEARING WALLS: 0-HR.

EXTERIOR NON-BEARING WALLS: (<5') 1-HR

EXTERIOR WALLS > 30': 0-HR

INTERIOR BEARING WALLS: 0-HR.

ROOF CONSTRUCTION: 0-HR.

FIRE BARRIER: THE EXISTING EXTERIOR WALL WILL BE RATED TO SUB-DIVIDE THE REPAIR

GARAGE INTO FIRE COMPARTMENTS: 3-HR. RATED WALL. EXTENSION OF THE WALL

ABOVE ROOF IS NOT REQ'D, SINCE THE FIRE BARRIER STOPS AT THE LOWER ROOF

DECK AND IS NOT A "FIRE WALL" TO FORM SEPARATE BUILDINGS. NOT BEING A 

"FIRE WALL" THE NON-COMBUSTIBLE CONCEALED SPACE IN THE OVERHANG IS NOT

REQUIRED TO BE SUB-DIVIDED, SINCE IT IS NOT CONTINUOUS WITH THE OVERHANG

OF THE LOWER ROOF.

SPRINKLER SYSTEM:

NOT REQUIRED, AS BUILDING IS SUBDIVIDED INTO FIRE AREAS < 12,000 SF. @ 9,985 NSF

REPAIR GARAGE (903.2.9.1) NOT REQUIRED <5,000 NSF AREA < 6,640 NSF AREA

SEPARATION OF REPAIR GARAGE ARE WITH RATED CONSTRUCTION

S-1/S-1 FIRE BARRIER RATING: 3-HR.

OPENING PROTECTION: 3-HOUR.

PORTABLE FIRE EXTINGUISHERS, ORDINARY HAZARD:

TYPE: 2-A

AREA/UNIT OF "A": 1,500 SF

MAX FLOOR AREA: 11,500 SF

MAX. TRAVEL TO EXTINGUISHER: 75'

FIRE PROTECTION SYSTEMS:

SPRINKLER: NOT REQUIRED.

FIRE ALARM: NOT REQUIRED; BUT WILL BE INSTALLED.

SMOKE DETECTION: NOT REQUIRED.

SMOKE CONTROL: NOT REQUIRED.

EMERGENCY ALARMS:

GAS DETECTION REQUIRED FOR REPAIR GARAGE (908.5)

CARBON DIOXIDE SYSTEMS: REQUIRED FOR REPAIR GARAGE (406.8.5)

MEANS OF EGRESS:

NUMBER OF EXITS (SPACE): 1 REQ'D FOR <29 OCCP. AND <75' TRAVEL; THEREFORE, 

TRAVEL (T1017.2): 200' WITHOUT SPRINKLER.

ILLUMINATION:

PROVIDE EXIT DISCHARGE LIGHTING (1008.2.2)

EMERGENCY POWER FOR ILLUMINATION (1008.3.5).

DOORS: 32" MINIMUM CLEAR; USED 36" (34.625" CLEAR)

EXIT SIGNS: NONE REQUIRED FOR ADDITION; EXITS ARE VISIBLE WITHIN 100'

EGRESS WIDTH FOR NON-SPRINKLERED BUILDING @  & 0.20"/OCCP.

CORRIDORS:

MINIMUM WIDTH (<50): 36"

CORRIDORS ARE NOT REQUIRED TO BE RATED FOR <30.

DEAD-END CORRIDORS LIMITED TO 20' WITHOUT SPRINKLER.

ACCESSIBILITY: NOT REQUIRED FOR REPAIR SHOP ADDITION USE & SIGNAGE NOT REQUIRED.

CODE DATA:

A. INFORMATION SHOWN ON THE FLOOR PLAN FOR THE EXISTING BUILDING HAS BEEN

REPRODUCED FROM THE ORIGINAL DRAWINGS AND FIELD MEASURING FOR

ARCHITECTURAL WORK ONLY.

B. NET AREA FOR ROOMS & BUILDING IS CALCULATED USING INSIDE FACE OF FINISHED

WALL; GROSS IS EXTERIOR WALL.

C. FIRESTOPPING AND DRAFTSTOPPING ARE NOT REQUIRED TO SUBDIVIDE CONCEALED

AREAS FOR NON-COMBUSTIBLE, UNSPRINKLERED BUILDINGS.

D. REFERENCE MECHANICAL, PLUMBING & ELECTRICAL DWGS TO BE COORDINATED &

CEILING & WALL PENETRATIONS TO BE FIRE SEALED IN RATED ASSEMBLIES.

GENERAL NOTES - CODE PLAN:

1. EXISTING SPRINKLER HEAD, WALL DISCHARGE TYPE, FOR LIMITED AREA SPRINKLER FOR

WASTE OIL TANK ROOM TO REMAIN.

2. EXISTING WALL BRACKET MOUNTED FIRE EXTINGUISHER BY OWNER.

3. NEW WALL BRACKET MOUNTED FIRE EXTINGUISHER AND WALL SIGNAGE FURNISHED AND

INSTALLED BY OWNER.

4. WINDOW OPENINGS REMODELED TO PROVIDE WALK-THRU AND PASSAGE OF EQUIPMENT.

PROVIDE OPENING PROTECTION WITH COILING FIRE DOOR RATED FOR 3-HR MOUNTED ON

FACE OF EXISTING SHOP SIDE OF WALL.

5. WINDOW OPENING REMODELED TO PROVIDE PASS-THRU. PROVIDE OPENING PROTECTION

WITH COILING FIRE DOOR RATED FOR 3-HR. MOUNTED ON FACE OF JAMBS, FACING

EXISTING SHOP.

6. EXTERIOR EGRESS DISCHARGE LIGHTING , SURFACE MOUNTED ON WALL, CTR. ABV. DOOR.

7. ALL PENETRATIONS THROUGH EXISTING WALL TO BE FIRE-SEALED.

KEYED NOTES - CODE PLAN:
1
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SITE PLAN

OVERALL 

REFERENCE

Plan North

1"=30'-0"

REFERENCE NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS

AND FIELD VISUAL SURVEYS. THE CONTRACTORS ARE ENCOURAGED TO VISIT

THE SITE AND VERIFY CONDITIONS FOR THE WORK PRIOR TO BIDDING.

B. THE SITE WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00

P.M.  COORDINATE ALL SITE WORK WITH THE OWNER PRIOR TO START OF

CONSTRUCTION FOR AREAS THAT WILL BE OCCUPIED AND OWNER'S

PREPARATION FOR THE WORK AREAS. PREPARE A RENOVATION PLAN /

SCHEDULE FOR THE OWNER'S APPROVAL PRIOR TO THE WORK.

C. MATERIAL STAGING AREA(S) ON SITE WILL BE DETERMINED BY THE OWNER @

PREBID OR PRE-CONSTRUCTION CONFERENCE.

D. CONTRACTORS MOBILE OFFICE, STORAGE TRAILERS AND VEHICLE PARKING ON

SITE WILL  BE DETERMINED BY THE OWNER @ PREBID OR PRE-CONSTRUCTION

CONFERENCE.
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FMS BUILDING

WASH STAND

WASH RACK

ADDITION

OUTLINE OF 

FFE:  332.53 @ SLAB PERIMETER FFE:  332.53 @ 

SLAB PERIMETER

1. REMOVE 6" RIGID CONCRETE PAVING REINFORCED WITH 6x6-W2.0xW2.0 WWF (FULL-DEPTH SAW

CUT). REFER TO SHEET C-201 FOR NEW CONCRETE APRON TRANSITION TO ADDITION.

2. REMOVE 6" CONCRETE PAVING REINFORCED WITH 6X6-W2.0XW2.0 WWF. REFER TO SHEET C-201

FOR NEW CONCRETE PATCH AT CLEANOUT CONSTRUCTION.

3. REMOVE TOPSOIL AND EARTH TO DEPTH OF NEW AGGREGATE DRAINAGE COURSE AND PAVING.

PROTECT UNDERGROUND UTILITIES TO REMAIN.

4. REMOVE TOPSOIL AND EARTH TO DEPTH OF NEW AGGREGATE SUB-BASE COURSE AND FLOOR

CONSTRUCTION. PROTECT UNDERGROUND UTILITIES TO REMAIN. REFER TO STRUCTURAL

DRAWINGS FOR EXCAVATION EXTENTS REQUIRED FOR BUILDING FOUNDATION.

5. REMOVE CONCRETE COLLAR AND CLEANOUT CAP. REFER TO SHEET C-201 FOR NEW WORK.

6. REMOVE CONCRETE COVER FOR 12" RCP TO INTERCEPTOR. REFER TO SHEET C-201 FOR NEW

WORK.

7. REINFORCED CONCRETE INTERCEPTOR TO REMAIN.

8. UNDERGROUND VENT PIPING TO REMAIN.

9. REMOVE PIPE BOLLARD.

10. REMOVE DOWNSPOUT BOOT; STORE FOR REINSTALLATION @ COMPLETION OF PAVING WORK.

11. REMOVE POLE LIGHTING FIXTURE AND CONCRETE BASE.  REFER TO ELECTRICAL DRAWINGS.

12. EXISTING PAVING TO REMAIN.  REF: SHEET C-201 FOR NEW CONCRETE.

KEYED NOTES:

GENERAL NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS AND FIELD

VISUAL SURVEYS. THE CONTRACTORS ARE REQUIRED TO VISIT THE SITE AND VERIFY

CONDITIONS FOR THE WORK PRIOR TO BIDDING.

B. THE SITE WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M.

COORDINATE ALL SITE WORK WITH THE OWNER PRIOR TO START OF CONSTRUCTION FOR

AREAS THAT WILL BE OCCUPIED AND OWNER'S PREPARATION FOR THE WORK AREAS.

PREPARE A RENOVATION PLAN / SCHEDULE FOR THE OWNER'S APPROVAL PRIOR TO THE

WORK.

C. ALL AGGREGATE AND CONCRETE SURFACES DISTURBED OR DAMAGED DURING

CONSTRUCTION SHALL BE RESTORED TO ORIGINAL CONDITION.

D. CONTRACTOR SHALL ERECT SILTRATION DEVICES NECESSARY TO PREVENT EROSION OF

PERIMETER LAWNS AND AGGREGATE (HARDSTAND) SURFACING. ERECT BARRIERS OR

DEVICES TO PREVENT DEBRIS OR SEDIMENTATION FROM ENTERING THE SANITARY PIPING

OR STORM PIPING SYSTEM OR SAND-OIL INTERCEPTOR.

E. MAINTAIN SILTRATION OR OTHER DEVICES AND BARRIERS DURING THE PROJECT AND

INSPECT DAILY AND MAKE REPAIRS IF DAMAGED. AFTER THE WORK IS COMPLETE, REMOVE

PROTECTIONS, INSPECT EXISTING AND NEW PIPING TO INSURE NO SEDIMENTS AND CLEAN

ALL PAVING SURFACES OF CONSTRUCTION AREA.

F. BURY ELEVATIONS OF UNDERGROUND PIPING AND CONDUITS ARE UNKNOWN.

CONTRACTOR TO LOCATE UTILITIES. UTILITIES CUT OR DAMAGED DURING CONSTRUCTION

ARE TO BE RESTORED TO ORIGINAL CONDITION.

G. LOCATION OF UNDERGROUND ELECTRIC FROM BUILDING TO WASHSTAND & WASHRACK IS

UNKNOWN POWER FEEDERS FOR CONVENIENCE RECEPTACLE & POWER WASHER.
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TOP OF SLAB
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FMS BUILDING

WASH STAND

WASH RACK

ADDITION

OUTLINE OF 

CJ CJ CJ CJ

E
J

E
J

CJ

C
J

C
J

C
J

C
J

1. NEW RIGID CONCRETE PAVEMENT, 6" THK. w/ 6x6-w2.0xW2.0 WWF @ MID-DEPTH OVER 4"

COMPACTED AGGREGATE BASE ON COMPACTED SUB-GRADE; NON-CURB EDGES.  REFER TO

DETAIL 3/C-401.

2. 6" STEEL BOLLARD, PAINTED. REFER TO DETAIL 1/C-401.

3. CONCRETE TRANSITION SLOPE LINE.

4. CONCRETE PATCH BACK FOR CLEAN-OUT INSTALLATION. REFER TO PLUMBING DRAWINGS.

5. SLOPED CONCRETE BETWEEN BUILDING FOUNDATION AND EXISTING PAVING. PROVIDE

EXPANSION JOINTS TO ALIGN WITH JOINTS IN EXISTING PAVING, ALONG NEW FOUNDATION

AND ALONG EXISTING PAVING. HOLD JOINT MATERIAL 

1

2

" BELOW SURFACE AND FINISH

EXPANSION JOINT WITH JOINT SEALANT.

6. NEW 12" RCP EXTENSION FOR SAND/OIL INTERCEPTOR TO EXTEND TO NEW PAVING. INSTALL

NEW MANHOLE RING AND COVER RATED FOR HEAVY TRUCK TRAFFIC.

7. NEW CLEANOUT AND CAP FOR SAND/OIL INTERCEPTOR RATED FOR TRUCK TRAFFIC. MATCH

FINISH ELEVATION OF CLEANOUT CAP WITH NEW PAVING.

8. NOT USED.

9. COMPACT SUBGRADE FOR NEW SLAB CONSTRUCTION.

10. FINISH FLOOR SLOPES TO TRENCH DRAINS.

11. TRENCH DRAIN CATCH BASIN WITH HEAVY-DUTY GRATE. REFER TO PLUMBING DRAWINGS.

12. TRENCH DRAIN SECTION WITH HEAVY-DUTY GRATE. REFER TO PLUMBING DRAWINGS.

13. NEW FLOOR TOPPING FOR PASSAGE OPENINGS BETWEEN BUILDINGS. REFER TO

STRUCTURAL DRAWINGS. FINISH ELEVATIONS VARY BETWEEN FLOORS; TRANSITION SLOPE

TO MATCH EXISTING FLOOR.

14. DOWELED EXPANSION JOINT:  NEW PAVING TO EXISTING PAVING @ PERIMETER.  REFER TO

DETAIL 6 / C401.

15. DOWELED EXPANSION JOINT:  NEW PAVING TO NEW PAVING.  REFER TO DETAIL 7 / C401.

16. TIED CONTRACTION JOINTS:  NEW PAVING TO NEW PAVING.  REFER TO DETAIL 8 / C401.

17. EXPANSION JOINT ALONG BUILDING:  NEW PAVING TO BUILDING CONSTRUCTION.  REFER

DETAIL S4.104 / S4.1.  HOLD JOINT MATERIAL 

1

2

" BELOW SURFACE AND FINISH EXPANSION JOINT

WITH JOINT SEALANT.

KEYED NOTES:

GENERAL NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS AND FIELD

VISUAL SURVEYS. THE CONTRACTORS ARE REQUIRED TO VISIT THE SITE AND VERIFY

CONDITIONS FOR THE WORK PRIOR TO BIDDING.

B. THE SITE WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M.

COORDINATE ALL SITE WORK WITH THE OWNER PRIOR TO START OF CONSTRUCTION FOR

AREAS THAT WILL BE OCCUPIED AND OWNER'S PREPARATION FOR THE WORK AREAS.

PREPARE A RENOVATION PLAN / SCHEDULE FOR THE OWNER'S APPROVAL PRIOR TO THE

WORK.

C. ALL AGGREGATE AND CONCRETE SURFACES DISTURBED OR DAMAGED DURING

CONSTRUCTION SHALL BE RESTORED TO ORIGINAL CONDITION.

D. ALL NEW PAVEMENTS WILL BE PLACED ON AGGREGATE BASE COURSE.

E. CONTRACTOR SHALL TAKE PRECAUTION PLACING EARTH AND AGGREGATE FILLS AT

EXISTING STRUCTURES AND PAVING TO PREVENT DAMAGE.

F. CONTRACTOR SHALL NOT USE CIVIL DRAWINGS TO LOCATE THE FOOTPRINT OF THE

BUILDING ADDITION. CONTRACTOR SHALL LAYOUT THE BUILDING LINES USING THE

ARCHITECTURAL AND STRUCTURAL DRAWINGS.

G. CONTRACTOR SHALL ERECT SILTRATION DEVICES NECESSARY TO PREVENT EROSION OF

PERIMETER LAWNS AND AGGREGATE (HARDSTAND) SURFACING. ERECT BARRIERS OR

DEVICES TO PREVENT DEBRIS OR SEDIMENTATION FROM ENTERING THE SANITARY PIPING

OR STORM PIPING SYSTEM OR SAND-OIL INTERCEPTOR.

H. MAINTAIN SILTRATION OR OTHER DEVICES AND BARRIERS DURING THE PROJECT AND

INSPECT DAILY AND MAKE REPAIRS IF DAMAGED. AFTER THE WORK IS COMPLETE, REMOVE

PROTECTIONS, INSPECT EXISTING AND NEW PIPING TO INSURE NO SEDIMENT AND CLEAN

ALL PAVING SURFACES OF CONSTRUCTION AREA.
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FINISH FLOOR ELEVATION
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FMS BUILDING

WASH STAND

WASH RACK

ADDITION

OUTLINE OF 

EXISTING FLOOR ELEVATION:  332.53

1. NEW FINISH FLOOR ELEVATION TO BE 332.53. PROTECT EXISTING UNDERGROUND UTILITIES TO

REMAIN WITHIN THE BUILDING ADDITION OUTLINE.

2. EXTEND PIPING TO NEW FLOOR ELEVATION AND PROVIDE NEW CLEANOUT HOUSING AND CAP

RATED FOR TRAFFIC.  REFER TO PLUMBING DRAWINGS.

3. EXISTING VENT RISER FROM SAND/OIL INTERCEPTOR TO REMAIN.

4. CONSTRUCT 4" CLEANOUT RISER, HOUSING AND HEAVY DUTY CAP. CONNECT TO EXISTING 6"

SANITARY SEWER USING LONG-SWEEP-WYE. CLEANOUT RISER EXTENDS TO PAVING PATCH

ELEVATION.  REFER TO PLUMBING SPECIFICATION FOR MATERIALS & INSTALLATION.

5. EXISTING CLEANOUT AND CAPS IN PAVING TO REMAIN.

6. CONSTRUCT CONNECTION TO NEW TRENCH DRAIN PIPING FROM BUILDING WITH 4" PVC

CLEANOUT RISER TO NEW PAVING ELEVATION AND CAP.  REFER TO PLUMBING DRAWINGS FOR

2-WAY CLEANOUT.

7. NEW 4" PVC SD PIPING WITH LONG-SWEEP-90 TURN DOWN TO EXISTING 6" SD. CONNECT TO

EXISTING WITH LONG-SWEEP-WYE.

8. EXTEND PIPING AND INSTALL NEW CLEANOUT HOUSING & CAP RATED FOR TRAFFIC AT FINISH

PAVING ELEVATION.

9. EXISTING 12" RCP RISER FROM SAND/OIL INTERCEPTOR. EXTEND TO NEW PAVING ELEVATION

AND INSTALL NEW FRAME AND HD COVER RATED FOR TRAFFIC.

10. REINFORCED CONCRETE, SAND/OIL INTERCEPTOR BELOW TO REMAIN.

11. REFERENCE ELECTRICAL DRAWINGS FOR ELECTRICAL AT DEMO'D LIGHT POLE.

KEYED NOTES:

GENERAL NOTES:

A. EXISTING CONDITIONS AND UNDERGROUND FACILITIES, PIPING AND CONDUITS HAVE BEEN

NOTED USING OWNER'S FACILITY DRAWINGS AND FIELD VISUAL SURVEYS. THE

CONTRACTORS ARE REQUIRED TO VISIT THE SITE AND VERIFY CONDITIONS FOR THE

WORK PRIOR TO BIDDING.

B. THE SITE WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M.

COORDINATE ALL SITE WORK WITH THE OWNER PRIOR TO START OF CONSTRUCTION FOR

AREAS THAT WILL BE OCCUPIED AND OWNER'S PREPARATION FOR THE WORK AREAS.

PREPARE A RENOVATION PLAN / SCHEDULE FOR THE OWNER'S APPROVAL PRIOR TO THE

WORK.

C. THE SITE SERVICES A LARGE AMOUNT OF VEHICLE AND PEDESTRIAN TRAFFIC.  ALL CARE

SHALL BE TAKEN BY THE CONTRACTORS TO ENSURE SAFETY AND PROTECTIONS. THE

CONTRACTOR SHALL ESTABLISH AND MAINTAIN PROJECT LIMITS AND BARRIERS FOR

AREAS OPEN FOR CONSTRUCTION. DO NOT CLOSE OPERATIONAL ACCESS TO THE

FACILITY.

D. THE OWNER IS TO APPROVE SHUT-DOWN OF ANY UTILITIES 10 WORKING DAYS PRIOR

THERETO.

E. CONTRACTOR SHALL PROTECT UTILITY SERVICES AND UNDERGROUND PIPING AND

CONDUIT TO REMAIN. ALL UTILITIES DISTURBED OR DAMAGED DURING CONSTRUCTION

SHALL BE RESTORED TO ORIGINAL CONDITION.

F. ALL NEW UTILITY LINES WITHIN BUILDING LINES OR UNDER SITE PAVING WILL BE PLACED IN

TRENCHES WITH COMPACTED EARTH BACKFILL TO 95% DENSITY  (STANDARD PROCTOR).

G. NEW STORM DRAIN PIPING CONNECTION TO BUILDING TO BE 4" PVC AND SLOPE A MIN. OF

2% TO DRAIN TO INTERCEPTOR.

H. EXISTING UTILITY PIPING TO REMAIN UNDISTURBED EXCEPT FOR NEW CONNECTIONS

SHOWN.
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PAINT PIPE BOLLARD.

 

SLOPE TOP OF FTG

TO PREVENT WATER

SETTLEMENT.

RADIUSED CONCRETE CAP.

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1/2"x1/2" SEALANT FINISH w/ 

1/2"x5-1/2" EXPANSION JOINT

MATERIAL (TYP @ PERIM).

 

6"thk CONCRETE

PAVING.

 

4"thk COMPACTED

GRANULAR BASE.
 

UNDISTURBED

EARTH.
 

 

POURED CONC FOOTING.

6"DIA EXTRA STRONG GAL-

VANIZED STEEL PIPE

BOLLARD.  CONC FILLED.

(TYPICAL)

HOLD PIPE @ 8"min 

ABOVE BTM OF FTG.

6" PORTLAND CEMENT CONCRETE

 

WWF 6"x6"-W2.0xW2.0. 

 

WIRE SUPPORTS.

 

4" AGGREGATE BASE (MODOT TYPE 1)

 

MIRAFI 600X WOVEN GEOTEXTILE

 

PREPARED SUBGRADE

 

UNDISTURBED EARTH (OR COMPACTED

FILL)

(BASIS-OF-DESIGN).  REF: SPEC.

PAVEMENT SURFACE

 

POURED JOINT SEALER

 

BACKER MATERIAL

 

JOINT FILLER

ALL EDGING

1/4" RADIUS

JOINT SPACING

(FEET)

WIDTH (INCHES)

MIN MAX

< 25

 

25-50

 

> 50

1/2

3/4

1.0

5/8

7/8

1-1/8

W = WIDTH OF SEALANT RESERVOIR (SEE TABLE)

D = DEPTH OF SEALANT (1.0 TO 1.5 X W)

T = DEPTH OF INITIAL SAWCUT OR INSERT TYPE

   = 1/4 SLAB THICKNESS FOR PAVEMENT LESS

   = 3" FOR PAVEMENTS 12-18"

   = 1/6 SLAB THICKNESS FOR PAVEMENTS MORE

 

NOTES:

1.  TOP OF SEALANT WILL BE 1/8" TO 1/4" BELOW

TOP OF PAVEMENT.

      THAN 12"

      THAN 18"

1/8" SAWED OR 

TROWELED JOINT.

NO. 5 DEFORMED STEEL TIE BARS 

2'-6" LONG & SPACED 2'-6" ON CENTER, 

USED ONLY IN JOINTS 15 FEET OR LESS 

FROM FREE EDGES OF PAVED AREAS 

GREATER THAN 100 FEET IN WIDTH.

NOTE:

1.  "T" DENOTES CONCRETE

THICKNESS (SEE PAVEMENT

SECTIONS)

EXPANSION JOINT

MATERIAL, DTL 4.

EITHER ONE PIECE OR THREADED

SPLIT-TYPE DOWEL 1/2" DIAMETER,

18" LONG & SPACED 18"oc.

EXISTING SLAB OR NEW.

NOTE:

1.  "T" DENOTES CONCRETE THICKNESS (SEE PAVEMENT SECTIONS)

 

 

SAWCUT EXISTING PAVEMENT. 

MATCH THICKNESS OF EXISTING

PAVEMENT WITH NEW PAVEMENT. 

 

 

 

 

 

 

 

 

 

UTILITY WARNING TAPE.

 

LINE OF EXCAVATION (SEE NOTE 2).

SELECT GRANULAR BACKFILL

(SEE NOTE 1).

 

OUTSIDE OF PIPE BELL.

 

FLOW LINE.

OUTSIDE OF PIPE BARREL.

 

NOTES:

 

1.  SELECT GRANULAR BACKFILL SHALL CONSIST 

OF CRUSHED LIMESTONE & SCREENINGS. COMPACT 

BACKFILL TO 95% MAXIMUM DENSITY AS DETERMINED 

BY THE MODIFIED PROCTOR COMPACTION TEST 

(ASTM D 1557).

2.  CONTRACTOR SHALL BE RESPONSIBLE FOR 

SHORING & BENCHING TRENCH EXCAVATIONS IN 

ACCORDANCE WITH ALL LOCAL, STATE, FEDERAL & 

OSHA REQUIREMENTS.

CAST IRON INSPECTION

FRAME & LID.

 

2'x2'x6" CONCRETE COLLAR

1/2"thk EXPANSION JOINT (EJ)

COMPACTED

GRANULAR 

MATERIAL.

 

PVC PIPE.

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

45deg PVC ELBOW.

 

PVC PIPE (SEE

PLANS FOR

SIZE).

FLOW

LONG SWEEP OR

& FILLER @ PERIM.

PAVING

6"thk CONC

1/2"thk EXPANSION JOINT (EJ)

(EJ) & FILLER @ PERIM.

PAVING

6"thk CONC

CORE DRILL EXISTING

CONC PAVING.

EITHER ONE PIECE OR THREADED

SPLIT-TYPE DOWEL 1/2" DIAMETER,

18" LONG & SPACED 18"oc.

EXISTING SLAB OR NEW.

NOTE:

1.  "T" DENOTES CONCRETE THICKNESS (SEE PAVEMENT SECTIONS)

FILL VOID w/ EPOXY

ADHESIVE.

EXPANSION JOINT

MATERIAL, DTL 4.

C-401

SITE DETAILS -

ALTERATIONS 

C-401.DWG

K.UHRHAN

-

3/4" = 1'-0"

1

TYPICAL PIPE BOLLARDS @ BUILDING

3/4" = 1'-0"

3

HEAVY DUTY CONCRETE PAVING

3" = 1'-0"

4

TYP EXPANSION JOINT (EJ) MATERIALS

3" = 1'-0"

7

DOWELED EXPANSION JOINT (EJ)

3" = 1'-0"

8

TIED CONTRACTION JOINT (CJ)

1-1/2" = 1'-0"

5

UTILITY TRENCH - UNDER PAVING

1-1/2" = 1'-0"

2

CLEANOUT

3" = 1'-0"

6

DOWELED EXPANSION JOINT (EJ)

AS NOTED
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OUTLINE OF BUILDING ADDITON

44

D-103

4

D
-
1

0
3

1

D
-
1

0
3

2

D-103

3

1. REMOVE EXISTING PIPE BOLLARD.  REF: CIVIL DWGS.

2. BUILDING SANITARY PIPING CLEANOUT TO BE REMOVED FOR PIPING EXTENSION TO NEW

FLOOR ELEVATIONS. REFER TO PLBG. DWGS.

3. REMOVE ALUMINUM WINDOWS, FRAME, HARDWARE AND SEALANT.

4. REMOVE 6'-0" LONG x 8" HIGH x 5" THK LIMESTONE SILL AND 6'-0" LONG x 8" HIGH x 4" THK.

LIMESTONE HEADER TRIM. REMOVE STEEL LINTELS (3-LOOSE, 4"x 3 

1

2

"x

5

16

", ANGLES w/ 8" BRG

EA. END) @ EAST & WEST OPENINGS; SALVAGE FOR REUSE.

5. REMOVE CMU SILL AND CMU WALL TO FLOOR. FULL WIDTH OF WINDOW TO CREATE  A

WALK-THRU OPENING. CUT AND REMOVE THE CMU AND FACE BRICK WINDOW HEAD TO

10'-8" AFF TO INSTALL A NEW LINTEL FOR CLEAR OPENING HEAD AT 9'-4" AFF. REFER TO

NEW WORK FOR OPENING DETAILS.

6. REFER TO ELEC. DWGS TO REMOVE 100A DISC SW & 100A, 3-PH-Y, 120/208V, 4P, 5W

SPECIAL VAN POWER RECEPTACLE. RETURN TO OWNER.

7. FLUSH DUPLEX POWER RECEPTACLE LOW AND SURFACE FIRE ALARM HIGH; TO REMAIN.

8. STEEL WORK BENCH AND BOOK SHELF TO BE MOVED BY OWNER FOR WINDOW OPENING

REMODELING.

9. FLUSH DUPLEX POWER RECEPTACLE TO REMAIN.

10. COMPRESSED-AIR PIPING ON WALL AND QUICK-DISCONNECT MTD. @ 36" AFF. TO REMAIN.

11. CO-2 & GAS LEAK DETECTORS WITH CONDUIT RACEWAY SURFACE MOUNTED ON WALL, TO

REMAIN.

12. 1" DOMESTIC COLD-WATER PIPING SURFACE MOUNTED ON WALL AND TO BELOW SLAB.

REFER TO CIVIL & PLUMBING DRAWINGS FOR EXTENSION TO WASH STAND.

13. WELDER OUTLET SURFACE MOUNTED ON WALL UNDER WALL MOUNTED DISCONNECT TO

REMAIN.

14. WELDING HOOD TO REMAIN. REFER TO MECHANICAL DWGS FOR ALTERATIONS TO

EXHAUST DUCT.

15. FLUSH, DUPLEX POWER RECEPTACLE LOW AND WALL SURFACE MTD EMERGENCY

LIGHTING HIGH TO REMAIN.

16. SAND/OIL INTERCEPTOR VENT PIPING FROM BELOW FLOOR TO THRU-ROOF AND

PROTECTIVE COVER TO REMAIN.

17. TRENCH DRAIN AND GRATE TO REMAIN.

18. STEEL PIPE BOLLARDS TO REMAIN.

19. LINE OF SOFFIT/FASCIA ABOVE.

A. INFORMATION SHOWN ON THE FLOOR PLAN FOR THE EXISTING BUILDING HAS BEEN

REPRODUCED FROM THE ORIGINAL DRAWINGS AND FIELD VISUAL SURVEYS. REFER TO

MPE/FP DRAWINGS FOR ADDITIONAL INFORMATION. NO FORENSIC INVESTIGATIONS HAVE

BEEN MADE FOR CONSTRUCTION ABOVE CEILINGS, UNDER FLOORS OR WITHIN WALLS.

THE CONTRACTORS ARE REQUIRED TO VISIT THE SITE AND VERIFY CONDITIONS FOR THE

WORK PRIOR TO BIDDING.

B. MOVABLE DESKS, TOOL CHESTS, WORK BENCHES AND ETC. ARE NOT SHOWN; BUT WILLBE

MOVED BY THE OWNER FOR CONSTRUCTION.

C. THE BUILDING WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M. .

COORDINATE ALL RENOVATION WORK WITH THE OWNER PRIOR TO START OF

CONSTRUCTION FOR AREAS OF THE BUILDING THAT WILL BE OCCUPIED AND OWNER'S

PREPARATION FOR THE WORK AREAS. PREPARE A RENOVATION PLAN / SCHEDULE FOR

THE OWNER'S APPROVAL PRIOR TO THE WORK.

D. THE CONTRACTOR WILL REPORT EXISTING DAMAGE TO MATERIALS THAT ARE TO REMAIN

PRIOR TO THE WORK AND REPAIR OR REPLACE MATERIALS THAT ARE DAMAGED BY THE

RENOVATION WORK.

E. PROTECT & KEEP CLEAR ALL BUILDING ACCESSES.

F. ALL EXISTING SERVICES & UTILITIES SHALL BE MAINTAINED TO ADJACENT AREAS THAT

ARE IN OPERATION & SERVED BY THESE UTILITIES & SERVICES.  COORDINATE ALL

DISRUPTIONS OR DISCONTINUATION OF UTILITIES & SERVICES WITH THE OWNER'S

REPRESENTATIVE AT THE FACILITY.

G. EXISTING ITEMS, STRUCTURE, EQUIPMENT, ETC. TO REMAIN IN PLACE SHALL BE

PROTECTED FROM DIRT & DAMAGE DURING DEMOLITION & CONSTRUCTION.

H. REMOVE ONLY WHAT IS NECESSARY TO COMPLETE DEMOLITION & ACCOMMODATE NEW

CONSTRUCTION.  PREPARE ALL DISTURBED AREAS FOR NEW CONSTRUCTION.

GENERAL NOTES:

X

KEYED NOTES:

D-101.DWG

FLOOR PLAN

DEMOLITION -

Plan North

1/8" = 1'-0"

D-101

9
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ROOF SYSTEM - XRA
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GENERAL NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS AND

FIELD VISUAL

B. INFORMATION ON THE ROOF PLAN HAS BEEN REPRODUCED FROM EXISTING

DRAWINGS & FIELD MEASURING.

C. THE CONTRACTOR SHALL VISIT THE SITE & VERIFY ALL CONDITIONS AFFECTING THE

WORK PRIOR TO SUBMITTING A BID.

D. ALL MATERIALS TO BE REMOVED SHALL BECOME THE PROPERTY OF THE

CONTRACTOR & SHALL BE REMOVED FROM THE SITE.  REF: PROJECT MANUAL FOR

ANY EXCEPTIONS.

E. PROTECT & KEEP CLEAR ALL BUILDING ACCESSES.

F. THE CONTRACTOR SHALL CONFIRM QUANTITY, SIZE & LOCATION OF ALL RTU'S, FLUES,

PLBG VENTS, ELEC, ECT.

G. FLASH ALL ROOF PENETRATIONS, EDGES & TRANSI- TIONS PER MFGR'S DETAILS.

KEYED NOTES:

1. REMOVE EXISTING ROOF RAKE.  REMOVE BLOCKING AS NEEDED FOR NEW

CONSTRUCTION.  REF:  NEW WORK DETAILS.

2. EXISTING GUTTER & FASCIA PANEL TO REMAIN.

3. REMOVE AND REINSTALL EXISTING RIDGE CAP AS REQUIRED FOR INSTALLATION OF

NEW FLASHING AND METAL COPING.

4. LINE OF FASCIA BELOW.

5. LINE OF BUILDING WALL BELOW.

6. NEW OPENING IN EXISTING STANDING-SEAM ROOF FOR NEW 10x10 EXHAUST DUCT.

REF: MECHANICAL DRAWINGS.

EXISTING ROOF SYSTEM XR-A:

1. 2" STANDING-SEAM, CRIMPED-RIB x 16" WIDE PANEL w/ FLOATING CLIP ATTACHMENT  & 

3

8

"

THK. THERMAL SEPARATION SPACERS.

2. 1-LA. 1 

1

2

" THK. RIGID BOARD INSULATION OVER 1-LA. 3" THK. RIGID BOARD INSULATION;

JOINTS STAGGERED.

3. 6-MIL. POLY-VAPOR BARRIER

4. WIDE-RIB STEEL ROOF DECK, SLOPED STRUCTURE.

5. STEELOX SYSTEMS, INC. INSTALLED 1996 BY PYRAMID ROOFING COMPANY, SIKESTON, MO.

6. WARRANTY: NO WARRANTY IN EFFECT.

ROOF SYSTEM SCHEDULE:

SHEET WHERE SHOWN

ELEVATON NUMBER

BUILDING SECTION NUMBER

SHEET WHERE SHOWN

SYMBOL LEGEND

SHEET

X

D-102

DEMOLITION-

ROOF PLAN

D-102.DWG

1/8"=1'-0"

ROOF PLAN - DEMOLITION

1

1/8" = 1'-0"
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GENERAL NOTES - DEMOLITION:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS AND

FIELD VISUAL SURVEYS. NO FORENSIC INVESTIGATIONS HAVE BEEN MADE FOR

CONSTRUCTION ABOVE CEILINGS, UNDER FLOORS OR WITHIN WALLS. THE

CONTRACTORS ARE REQUIRED TO VISIT THE SITE AND VERIFY CONDITIONS FOR THE

WORK PRIOR TO BIDDING.

B. THE BUILDING WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M. .

COORDINATE ALL RENOVATION WORK WITH THE OWNER PRIOR TO START OF

CONSTRUCTION FOR AREAS OF THE BUILDING THAT WILL BE OCCUPIED AND OWNER'S

PREPARATION FOR THE WORK AREAS. PREPARE A RENOVATION PLAN / SCHEDULE FOR

THE OWNER'S APPROVAL PRIOR TO THE WORK.

C. THE CONTRACTOR WILL REPORT EXISTING DAMAGE TO MATERIALS THAT ARE TO

REMAIN PRIOR TO THE WORK AND REPAIR OR REPLACE MATERIALS THAT ARE

DAMAGED BY THE RENOVATION WORK.

D. PROTECT & KEEP CLEAR ALL BUILDING ACCESSES.

KEYED NOTES:

1. REMOVE EXISTING PIPE BOLLARD AND ANY AND ALL ASSOCIATED MATERIALS.  REF:

CIVIL DWGS.

2. RELOCATE CLEANOUT.  REF: CIVIL DWGS.

3. REMOVE EXISTING CMU & BRICK MASONRY WALL AT  WINDOW OPENING INCLUDING

LIMESTONE HEAD TRIM.  COORDINATE WITH NEW WORK.  LIMESTONE HEAD TRIM TO BE

SALVAGED.

4. EXISTING LIMESTONE TRIM TO REMAIN.

5. EXISTING BRICK MASONRY & LIMESTONE TO BE CLEANED FOR PAINT FINISH.

6. REMOVE EXISTING ROOF RAKE EDGE FLASHING.  REMOVE BLOCKING AS NEEDED FOR

NEW CONSTRUCTION.

7. REMOVE AND SALVAGE EXISTING DOWNSPOUT SHOE FOR REINSTALLATION.

8. REMOVE ALUMINUM WINDOWS, FRAME, HARDWARE AND SEALANT.  CLEAN MASONRY &

PREP OPENING FOR NEW WORK.

9. REMOVE EXISTING HOOD EXHAUST LOUVER.  REF: MPE DWGS & NEW WORK FOR INFILL.

10. REMOVE EXISTING LIGHT FIXTURE(S) AND ANY AND ALL ASSOCIATED MATERIALS AND

DEVICES.  SALVAGE FIXTURE FOR REINSTALLATION.  REF: ELEC DRAWINGS.

11. REMOVE ELECTRICAL JUNCTION BOX AND CONDUIT, AND ANY AND ALL ASSOCIATED

MATERIALS AND DEVICES.  REF: MPE DWGS.

12. EXISTING LIMESTONE HEADER TO REMAIN.  (TYP @ 2)

13. REMOVE 8"x5"x6'-0" LONG LIMESTONE SILL & CORNER TRIM.

14. NEW OPENING IN EXISTING STANDING-SEAM ROOF FOR NEW 10x10 EXHAUST DUCT.

REF: MECHANICAL DRAWINGS.
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D-103

DEMOLITION-

BUILDING ELEVA-

TIONS & SECTIONS

D-103.DWG

K.UHRHAN

-

1/8"=1'-0"

WEST ELEVATION - DEMOLITION

1

1/8"=1'-0"

EAST ELEVATION - DEMOLITION

2

1/8"=1'-0"

LONGITUDINAL SECTION - DEMOLITION

3

1/8"=1'-0"

NORTH ELEVATION - DEMOLITION

4

1/8" = 1'-0"
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 PLAN DETAIL NUMBER

SHEET WHERE SHOWN

BUILDING SECTION NUMBER

SHEET WHERE SHOWN

1

A-4.2

BUILDING ELEVATION NUMBER

SHEET WHERE SHOWN

X

KEYED NOTES

KEYED NOTES:

GENERAL NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS AND

FIELD VISUAL SURVEYS. NO FORENSIC INVESTIGATIONS HAVE BEEN MADE FOR

CONSTRUCTION, UNDER FLOORS OR WITHIN WALLS. THE CONTRACTORS ARE

REQUIRED TO VISIT THE SITE AND VERIFY CONDITIONS FOR THE WORK PRIOR TO

BIDDING.

B. THE BUILDING WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M.

COORDINATE ALL RENOVATION WORK WITH THE OWNER PRIOR TO START OF

CONSTRUCTION FOR AREAS OF THE BUILDING THAT WILL BE OCCUPIED AND OWNER'S

PREPARATION FOR THE WORK AREAS. PREPARE A RENOVATION PLAN / SCHEDULE

FOR THE OWNER'S APPROVAL PRIOR TO THE WORK.

C. WALL MOUNTED FIRE ALARM SIGNALING DEVICES, EXIT SIGNS, SMOKE DETECTORS,

ETC. WILL BE CONSIDERED IN GOOD WORKING ORDER PRIOR TO BID. PROTECT

DURING RENOVATION WORK.

D. THE CONTRACTOR WILL REPORT EXISTING DAMAGE TO MATERIALS THAT ARE TO

REMAIN PRIOR TO THE WORK AND REPAIR OR REPLACE MATERIALS THAT ARE

DAMAGED BY THE RENOVATION WORK.

1. REMODEL WINDOW OPENING FOR WALK-THRU OPENING PER SCHEDULE, OPENING

ELEVATIONS AND DETAILS.  OPENING TO BE PROTECTED FOR 3-HOURS.

2. REMODEL WINDOW OPENING FOR PASS-THRU OPENING PER SCHEDULE, OPENING

ELEVATIONS AND DETAILS.  OPENING TO BE PROTECTED FOR 3-HOURS.

3. STRUCTURAL STEEL FRAMING COLUMN.  REFER TO STRUCTURAL DRAWINGS.

COLUMNS TO BE PAINTED "SAFETY YELLOW" TO 48" AFF AND PAINTED SAME COLOR AS

OTHER STRUCTURE ABOVE.

4. TRENCH DRAIN w/ CATCH BASIN.  REFER TO PLUMBING DRAWINGS.

5. FLOOR JOINT @ SLOPE TRANSITION.

6. FLOOR JOINT @ HIGH-POINT OF SLAB.  FLOOR SLOPES EACH WAY.  HOLD FLOOR LEVEL

@ PERIMETER WALLS.

7. PIPE BOLLARD.  REFER TO CIVIL DRAWINGS.  PAINT "SAFETY YELLOW".

8. 4"x5" SM DOWNSPOUT w/ STRAP ANCHORS TO WALL.  DOWNSPOUT TERMINATES INTO

CAST IRON SHOE.

9. ARTICULATING BOOM ARM MOUNTED TO WALL @ APPROXIMATELY 12'-0" AFF (FULL

EXTENSION = 15'-0").  MOUNT ARM TO CLEAR WINDOW, CRANE, COLUMNS, ETC. AND

ALLOW FOR ARM TO FOLD CLOSED TO WALL BETWEEN COLUMNS. REF: MECH DWGS.

10. CONTRACTOR TO INSTALL FILTER DRYER ON EXISTING AIR COMPRESSOR EQUIPMENT.

11. NEW 3-1/2" HIGH CONCRETE HOUSEKEEPING PAD FOR NEW TRANSFORMER.  REF:

ELECTRICAL DRAWINGS.

12. NEW PARTS WASHER BY OWNER.  REF: PROJECT MANUAL.

13. NEW LUBE REELS AND LIGHT REELS, WALL MOUNTED @  APPROXIMATELY 12'-0" AFF.

REF: MECHANICAL AND ELECTRICAL DRAWINGS.

SYMBOL LEGEND

A-101

FLOOR PLAN-

ADDITION & 

ALTERATIONS

A-101.DWG

K.UHRHAN

-

1/8"=1'-0"

FLOOR PLAN - ADDITION & ALTERATIONS

1

1/8" = 1'-0"
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GENERAL NOTES:

A. REFERENCE ROOM FINISH SCHEDULE, SHEET A-301 FOR

OTHER FINISHES NOT SHOWN.

B. ROOMS & SPACES WITH NO FLOORING TAGS OR

KEYNOTE WILL NOT RECEIVE WORK.

C. ALUMINUM THRESHOLD TO BE SET IN SEALANT @ ALL

EXTERIOR SWING DOORS.

KEYED NOTES:

1. GRIND TOP OF EXPOSED FOUNDATION SMOOTH & TO

SLOPE FOR TRANSITION BETWEEN FLOORS DUE TO

MINOR ELEVATION DIFFERENCE.  SEAL TOP OF

FOUNDATION w/ CSH AS NEW FLOOR.

2. CONTROL & EXPANSION JOINTS IN CONCRETE SLAB & AT

PERIMETER TO RECEIVE SEALANT FINISH.  REFER TO

STRUCTURAL DRAWINGS.

3. TRENCH DRAIN & GRATE.  REF: PLUMBING DRAWINGS.

4. EXPOSED FOUNDATION WALL w/ SMOOTH TROWEL

FINISH & CSH.

5. FLOOR SAFETY MARKINGS:  SELF-ADHERING TAPE, 2"

WIDE.

6. 3-1/2" HIGH CONCRETE HOUSEKEEPING PAD FOR NEW

TRANSFORMER.  REF: ELECTRICAL DRAWINGS.

ABBREVIATIONS:

CSH CONCRETE SEALER HARDNER

AL-1 ALUMINUM

KEYED NOTES:

1. NEW GALVANIZED EXHAUST DUCT FROM HOOD FAN

THRU-ROOF TO RECEIVE PAINT FINISH.

2. EXISTING VENT PIPE TO REMAIN.

3. EXPANSION JOINT @ STRUCTURE.

4. STEEL TUBE 8x4 HEAD WALL SUPPORT TO BE PAINTED.

BOTTOM @ 16'-0" AFF.

5. STRUCTURAL STEEL FRAMING.  REFER TO STRUCTURAL

DRAWINGS.

6. SECTIONAL DOOR TRACK.  INSTALLER TO PROVIDE

SUPPORTS & ATTACHMENT TO BUILDING STRUCTURE.

7. SECTION DOOR IN RAISED POSITION.

8. METAL SOFFIT PANELS, PRE-FINISHED.

9. CONTINUOUS GUTTER & VENTED EAVE ABOVE, PRE-

FINISHED.

10. CONTINUOUS STRIP VENT @ BUILDING WALL.

11. RECESSED SOFFIT LIGHTING FIXTURES.  LOCATED 

CENTER OF PANEL.  REF: ELEC DWGS.

12.  STEEL LINTEL PLATE w/ PAINT FINISH.

13.  STRATIFICATION FANS.  REF: ELECTRICAL DWGS.

14. MAKE-UP AIR (MUA), DUCTWORK & SUPPLY.  REF:

MECHANICAL  DWGS.

15. RADIANT HEATERS, HEAT EXCHANGER TUBES & VENTS

THRU ROOF.  REF: MECHANICAL DWGS.

16. PLUMBING VENT THRU ROOF.  REF: PLUMBING DWGS.

17. EXHAUST AIR UP THRU ROOF TO EXHAUST FAN.  REF:

MECHANICAL AND ELECTRICAL DWGS.

GENERAL NOTES:

A. REFERENCE ROOM FINISH SCHEDULE, SHEET A-301 FOR

OTHER FINISHES NOT SHOWN.

B. ROOMS & SPACES WITH NO FLOORING TAGS OR

KEYNOTE WILL NOT RECEIVE WORK.

C. STRUCTURE IS EXPOSED.  GALVANIZED STEEL DECK,

OPEN-WEB STEEL JOISTS, STEEL BEAMS, TUBE

FRAMING, ALL PLATES, BRACKETS, BRACES AND ETC TO

BE PAINTED.

D. ALL EXPOSED GALVANIZED DUCTWORK TO BE PAINTED.

E. ALL EXPOSED GALVANIZED CONDUIT TO BE PAINTED.

F. ALL EXPOSED PLUMBING PIPING TO BE PAINTED.

G. BRIDGE CRANE AND HOIST NOT SHOWN.  REFERENCE

SHEET A-601.  EQUIPMENT WILL BE PRE-FINISHED.

H. REF: MECHANICAL, PLUMBING & ELECTRICAL DWGS FOR

COORDINATION OF WORK.

A-201

FLOOR PLAN-

FLOOR FINISH &

REFLECTED 

A-201.DWG

K.UHRHAN

-

1/8"=1'-0"

FLOOR PLAN - FLOOR FINISH

1

1/8"=1'-0"

FLOOR PLAN - REFLECTED CEILING

2

1/8" = 1'-0"
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D-2

G-2

HM-HG

ENTRANCE DOOR

METAL

LITE-KIT

D-1

SECTIONAL

DOOR

D-3

COILING

FIRE DOOR

D-4

COILING

FIRE DOOR

G-1G-1G-1G-1

STEEL FABRICATED

FRAME.  (COILING DOOR

SIDE SHOWN.) REF:

DETAILS FOR FABRICATED

STEEL FABRI-

CATED FRAME. 

(COILING DOOR

SIDE SHOWN.) 

REF: DETAILS

FOR FABRICA-

ROLLING FIRE

DOOR & HOOD.

REF: DETAILS &

PROJECT MAN.

ROLLING FIRE

DOOR & HOOD.

REF: DETAILS &

PROJECT MAN.

FRAME EACH SIDE.

TED FRAME

EACH SIDE.

HM-1SD-1 CD-1 CD-2

A-302

4

A-302

6

A-302

5

A-302

7

A-302

8

A-302

9

A-303

4

A-303

5

A-303

6

A-303

2

A-303

1

A-303

3

TOP OF WDW OPNG

ALUMINUM SLIDING GLASS

WINDOWS TO MATCH 

EXISTING.

LIMESTONE HEADER

LIMESTONE LUG SILL.

@ +7'-4" AFF

(3) BRK

COURSES

(3) BRK

COURSES

A

HORIZONTAL SLIDE WINDOW

A-302

3

A-302

1

A-302

2

TOP OF LIMESTONE BAND

@ ELEV 103'-4" AFF

LIMESTONE BAND.  REF:

ELEVATIONS FOR JOINT

LOCATIONS.

NOTE:

REFERENCE SHT A-302

FOR WINDOW DETAIL.

A-302

7

A-302

9

A-302

8

NEW CMU INFILL &

CMU BOND BEAM @

REV/RAISED OPENING.

REF: STRUCT DWGS.

A-301

SCHEDULES, 

TYPES & DETAILS

A-301.DWG

K.UHRHAN

-

DOOR TYPES

3/8" = 1'-0"

1

FRAME TYPES

3/8" = 1'-0"

2

WINDOW TYPE

3/8" = 1'-0"

3

LIMESTONE BAND / LUG SILL @ WINDOW 

3" = 1'-0"

4

CMU INFILL ELEVATION

3/8" = 1'-0"

5

3/8" = 1'-0" UON
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BTM OF STEEL LINTEL

@ 7'-4" AFF

GALVANIZED STEEL LINTEL.

REF: STRUCT DWGS & PROVIDE

BRICK JAMB BEYOND.

COMP FLASHING TO EXTEND

UP INTO CMU.  TUBE WEEPS

@ 24"oc @ OPENINGS.  CNTR

FORMED FLASHING DAM @

EACH END OF OPENING.

WEEPS ABOVE OPENING

(2-MIN).

PAINT FINISH WHERE EXPOSED.

LIMESTONE HEADER.  EXTEND 

PAST OPNG 8" EACH SIDE.

CONT 12" CMU BOND BEAMS,

GROUTED SOLID.  REF: STRUCT

DWGS FOR BOND BEAM, STEEL

EMBED & REINFORCEMENT. 

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

ANCHOR SUB-FRAME TO CMU.

ALUM TRIM BY ALUM WDW MFGR.

CMU JAMB BEYOND.

1 1/2"thk RIGID CAVITY INSULATION

ADHERED TO CMU.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

CAULK FRAME TO CMU & BRICK

EACH SIDE.

PROVIDE WOOD SHIMS AS REQ'D

& CAULK EACH SIDE @ PERIM.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

STEEL COLUMN WEB BEYOND.

TOP OF CMU/LIMESTONE SILL

@ 3'-4" AFF

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

1 1/2"thk RIGID CAVITY INSULATION

ADHERED TO CMU.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

12" CMU BULLNOSE SILL @ 

WINDOW OPENING.  REF: STRUCT

DWGS FOR GROUTING, STEEL

EMBED & REINFORCEMENT. 

SEAL PERIMETER OF WINDOW 

FRAME, TYPICAL BOTH SIDES.

PAINTED CMU JAMB BEYOND.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

BRICK JAMB BEYOND.

ALUMINUM FRAMING & INSUL

GLASS.

ALUM SUB-SILL FLASHING BY

WDW MFGR.  SET IN BED OF

SEALANT.

LIMESTONE SILL.  REF: DETAIL,

4 / SHEET A-301.

COMP FLASHING TO EXTEND UP

& UNDER ALUM SILL.  2 TUBE

WEEPS/OPENING @ 1/4 POINTS.

STEEL COLUMN WEB BEYOND.

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

1 1/2"thk RIGID CAVITY INSULATION

ADHERED TO CMU.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

12" CMU JAMB BLOCK @ WINDOW

OPENING.  REF: STRUCT DWGS

FOR GROUTING, STEEL EMBED 

& REINFORCEMENT. 

SEAL PERIMETER OF WINDOW 

FRAME, TYPICAL BOTH SIDES.

PAINTED CMU SILL BELOW.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

RETURN BRICK @ SILL EACH

SIDE.

ALUM FRAMING & RECEIVER

BY WINDOW MFGR.  SEAL @ 

PERIMETER.

LIMESTONE SILL BELOW @

WINDOW.

LIMESTONE BAND BELOW.

NEW BENT PLATE 1/4"x

3"x8" (LLH) @ JAMB. 

(INSTALL SECOND).

PROVIDE PAINT FINISH.

NEW STEEL PLATE SILL

BELOW.

CAULK PLATE CONT.

ALUMINUM WINDOW &

FRAME TO BE TOTALLY

REMOVED.

DEMO NOTE:

EXISTING BRICK FACE

TO RECEIVE NEW PAINT

FINISH.

CMU w/ 3/8" EXPANSION

ANCHOR @ 4" FROM EACH

END & 16"oc.

CHAMFER HORIZ LEG OF

SILL PLATE BELOW 1-1/2".

ANCHOR PLATE TO EXST'G

NEW BENT PLATE 1/4"x

5"x8" (LLH) @ JAMB. (IN-

STALL FIRST). OVERLAP 

& WELD TO OPP PLATE.  

PROVIDE PAINT FINISH.

RECEIVE NEW PAINT FINISH.

EXISTING CMU WALL TO

NEW ROLLING FIRE DOOR 

@ EXST'G OPNG. ANCHOR

TO NEW PLATE & EXST'G

CMU. REF: PROJ MAN.

CONT FINISH WELD.

EXISTING LIMESTONE SILL

BELOW TO REMAIN.

TOP OF EXISTING SILL

@ 3'-4" AFF

EXISTING FACE BRICK TO

REMAIN.  PROVIDE PAINT

FINISH.  REF: PROJ MAN.

LIMESTONE SILL TO REMAIN.

PROVIDE PAINT  FINISH.

REF: PROJ MAN.

STEEL PLATE 10-1/2"x1/4"

w/ 1/4" EXPANSION ANCHOR

@ 4" FROM EACH END & 

ALUMINUM WINDOW &

FRAME TO BE TOTALLY

REMOVED.

DEMO NOTE:

16"oc. CAULK TO SILL.

NEW ROLLING FIRE 

DOOR @ EXST'G OPNG.

REF: PROJ MAN.

BENT PLATE SILL CONT

@ OPNG.  4"x5-1/2"x1/4"

(LLH).  ANCHOR PLATE 

TO EXST'G CMU SILL w/

3/8" EXPANSION ANCHOR

@ 4" FROM EACH END &

16"oc.  WELD TO FLAT 

PLATE & CAULK TO CMU.

ALL STEEL PLATES TO 

RECEIVE PAINT FINISH.

STEEL PLATE NOTE:

EXISTING CMU SILL & WALL 

TO REMAIN.  PROVIDE NEW 

PAINT FINISH. REF: PROJ MAN.

CONT FINISH WELD.

w/ COUNTER-SINK HEAD

BTM OF EXST'G HEADER

@ 7'-4" AFF

NEW BENT PLATE 1/4"x

2-1/2"x8" (LLH) @ HEAD.

EXISTING FACE BRICK TO

REMAIN.  PROVIDE PAINT

LIMESTONE HEADER TO

REMAIN.  PROVIDE PAINT 

NEW STEEL PLATE BEYOND

@ EXISTING JAMB.

EXISTING STEEL LINTELS 

NEW ROLLING FIRE DOOR &

HOOD MTD TO EXISTING CMU 

CONT FINISH WELD.

WALL.  REF: PROJ MAN.

(INSTALL SECOND). PRO-

FINISH.  REF: PROJ MAN.

TO REMAIN.  

CAULK PLATE CONT.

FINISH.  REF: PROJ MAN.

CMU w/ 3/8" EXPANSION

ANCHOR @ 4" FROM EACH

END & 16"oc.

NEW BENT PLATE 1/4"x

2-1/2"x8" (LLH) @ HEAD.

LAP & WELD TO OPPOSITE

PLATE.  PROVIDE PAINT

FINISH.

ANCHOR PLATE TO EXST'G

ALUMINUM WINDOW &

FRAME TO BE TOTALLY

REMOVED.

DEMO NOTE:

STEEL PLATE JAMB

(INSTALL FIRST) OVER-

VIDE PAINT FINISH.

OVER CMU BEYOND.

NEW BENT PLATE 1/4"x

3"x8" (LLH) @ JAMB.

(INSTALL SECOND).

PROVIDE PAINT FINISH.

CAULK PLATE CONT.

ALUMINUM WINDOW &

FRAME TO BE TOTALLY

REMOVED.

DEMO NOTE:

EXISTING LIMESTONE SILL.

CUT BACK TO EXTENTS

SHOWN FOR NEW OPENING

CMU w/ 3/8" EXPANSION

ANCHOR @ 4" FROM EACH

END & 16"oc.

ANCHOR PLATE TO EXST'G

NEW BENT PLATE 1/4"x

5"x8" (LLH) @ JAMB. (IN-

STALL FIRST). OVERLAP 

& WELD TO OPP PLATE.  

PROVIDE PAINT FINISH.

RECEIVE NEW PAINT FINISH.

EXISTING CMU WALL TO

NEW ROLLING FIRE DOOR 

@ EXST'G OPNG. ANCHOR

TO NEW PLATE & EXST'G

CMU. REF: PROJ MAN.

CONT FINISH WELD.

EXISTING BRICK FACE

TO RECEIVE NEW PAINT

FINISH.

& BENT PLATE.

FINISHED FLOOR

VARIES w/ SLOPE

VAPOR BARRIER & SLAB

BASE.

CONC FLOOR SLAB, REINF,

REF: STRUCT DWGS FOR

1/2"thk EXP JOINT w/

SEALANT CONT.

BE REMOVED TO EXTENTS

EXST'G MASONRY WALL TO

DEMO NOTE:

INDICATED FOR NEW OPNG.

REF: STRUCT DWGS.

GRIND TOP OF EXPOSED

FOUNDATION WALL TO

TRANSITION TO FLOOR ELEV.

EACH SIDE OF OPENING.

NEW ROLLING FIRE

DOOR @ OPENING.  

JAMB BEYOND.

NEW BENT PLATES @

REF: PROJ MAN.

BTM OF HEADER/OPNG

@ 9'-4" AFF

IN RAISED OPENING.

REMOVED & REINSTALLED

EXISTING STEEL LINTELS

TO REMAIN & RECEIVE

EXISTING FACE BRICK

PAINT FINISH.

HEAD REMOVED & RE-

EXISTING LIMESTONE 

INSTALLED @ RAISED

OPENING.

2-1/2"x8" (LLH) @ HEAD.

NEW BENT PLATE 1/4"x

INFILL TOOTHED-IN. PRO-

NEW FACE BRICK VENEER

VIDE PAINT FIN.  REF:

STRUCT DWGS.

EXST'G STEEL LINTEL TO BE

REMOVED & REUSED. WALL

TO BE REMOVED FOR NEW

DEMO NOTE:

CAULK PLATE CONT.

(INSTALL SECOND)  PRO-

VIDE PAINT FINISH.

NEW ROLLING FIRE DOOR &

HOOD MTD TO EXISTING CMU 

WALL.  REF: PROJ MAN.

CMU w/ 3/8" EXPANSION

ANCHOR @ 4" FROM EACH

END & 16"oc.

ANCHOR PLATE TO EXST'G

NEW CMU LINTEL @ RAISED 

OPENING. REF: STRUCT DWGS 

FOR BOND BEAM, GROUTING, 

STEEL EMBED & REINF.

CONT FINISH WELD.

NEW BENT PLATE 1/4"x

2-1/2"x8" (LLH) @ HEAD.

LAP & WELD TO OPPOSITE

PLATE.  PROVIDE PAINT

FINISH.

(INSTALL FIRST) OVER-

NEW BENT PLATES @ 

JAMB BEYOND.

OPENING.  ALUM WINDOW &

& FRAME TO BE REMOVED.

BTM OF STEEL LINTEL

@ 12'-0" AFF

GALVANIZED STEEL LINTEL.

REF: STRUCT DWGS & PROVIDE

BRICK JAMB BEYOND.

COMP FLASHING TO EXTEND

UP INTO CMU.  TUBE WEEPS

@ 24"oc @ OPENINGS.  CNTR

FORMED FLASHING DAM @

EACH END OF OPENING.

WEEPS ABOVE OPENING

(2-MIN).

PAINT FINISH WHERE EXPOSED.

CONT 12" CMU BOND BEAMS,

GROUTED SOLID.  REF: STRUCT

DWGS FOR BOND BEAM, STEEL

EMBED & REINFORCEMENT. 

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

1 1/2"thk RIGID CAVITY INSULATION

ADHERED TO CMU.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

REF: MECHANICAL DWGS FOR

SHEET METAL DUCT SLEEVE &

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

LOUVER BY GENERAL CONTR

w/ SEALANT @ PERIMETER.

STEEL COLUMN WEB BEYOND.

& DAMPER NOT SHOWN.  SLEEVE

TO EXTEND TO FACE OF LOUVER.

MECHANICAL CONTRACTOR TO

MOUNT DAMPER IN SLEEVE FOR

MOTOR OPERATOR.

SEAL SLEEVE TO CMU @ PERIM.

TOP OF CMU/BRICK SILL

@ 8'-0" AFF

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

1 1/2"thk RIGID CAVITY INSULATION

ADHERED TO CMU.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

12" CMU SILL @ LOUVER 

OPENING.  REF: STRUCT DWGS

FOR GROUTING, STEEL EMBED,

& REINFORCEMENT. 

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

BRICK JAMB BEYOND.

ALUM SUB-SILL FLASHING BY

LOUVER MFGR.  SET IN BED OF

SEALANT.

CUT FACE BRICK VENEER AS

REQUIRED @ OPENING FOR 

NEW LOUVER & DAMPER.

COMP FLASHING TO EXTEND UP

& UNDER ALUM SILL.  2 TUBE 

WEEPS / OPENING @ 1/4 POINTS.

LOUVER BY GENERAL CONTR

w/ SEALANT @ PERIMETER.

REF: MECHANICAL DWGS FOR

SHEET METAL DUCT SLEEVE &

& DAMPER NOT SHOWN.  SLEEVE

TO EXTEND TO FACE OF LOUVER.

MECHANICAL CONTRACTOR TO

MOUNT DAMPER IN SLEEVE FOR

MOTOR OPERATOR.

SEAL SLEEVE @ CMU @ PERIM.

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

1 1/2"thk RIGID CAVITY INSULATION

ADHERED TO CMU.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

12" CMU JAMB BLOCK @ LOUVER/

DAMPER OPENING.  REF: STRUCT

DRAWINGS FOR GROUTING, 

STEEL EMBED & REINFORCEMENT. 

SEAL PERIMETER OF SLEEVE

@ CMU.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

RETURN BRICK @ SILL EACH

SIDE.

SHEET METAL SILL FLASHING 

BELOW w/ SEALANT @ PERIM.

LIMESTONE BAND BELOW.

REF: MECHANICAL DWGS FOR

SHEET METAL DUCT SLEEVE &

& DAMPER NOT SHOWN.  SLEEVE

TO EXTEND TO FACE OF LOUVER.

MECHANICAL CONTRACTOR TO

MOUNT DAMPER IN SLEEVE FOR

MOTOR OPERATOR.

A-302

OPENING

DETAILS

A-302.DWG

K.UHRHAN

-

WINDOW HEAD DETAIL

1-1/2" = 1'-0"

1

WINDOW SILL DETAIL

1-1/2" = 1'-0"

3

WINDOW JAMB DETAIL

1-1/2" = 1'-0"

2

OPENING HEAD DTL @ PASS-THRU

1-1/2" = 1'-0"

4

OPENING SILL DTL @ PASS-THRU

1-1/2" = 1'-0"

6

OPENING JAMB DTL @ PASS-THRU

1-1/2" = 1'-0"

5

OPENING HEAD DETAIL

1-1/2" = 1'-0"

7

OPENING SILL DETAIL

1-1/2" = 1'-0"

9

OPENING JAMB DETAIL

1-1/2" = 1'-0"

8

LOUVER HEAD DETAIL

1-1/2" = 1'-0"

10

LOUVER SILL DETAIL

1-1/2" = 1'-0"

12

LOUVER JAMB DETAIL

1-1/2" = 1'-0"

11

15
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REF: STRUCT DWGS FOR CONC

FLOOR SLAB, REINF, VAPOR BARRIER

& SLAB BASE.

REF: STRUCT DWGS FOR CONC

FOUNDATION & REINFF.

CAST-IN TRENCH

DRAIN.  REF: PLBG

DWGS.

BRICK JAMB BEYOND.

JAMB BEYOND.

GALV STEEL PLATE @

2"thk X 24" FOUNDATION INSULATION

@ PERIMETER OF ADDITION.

1/2"x1/2" SEALANT FINISH.

EJ SNAP CAP OVER 1/2"x2-1/2"

2" PERIM INSULATION BD.

CHAMFER TOP.

EXPANSION JOINT MATERIAL (EJ).

CONC PAVING. REF: CIVIL.

1/2" DOWEL x 18"lg

PER C-501.

OVERHEAD DOOR TRACK

BEYOND.  REF: DOOR,

FRAME & OPNG SCHEDULE.

BTM OF STEEL LINTEL

@ +14'-0" AFF

GALVANIZED STEEL LINTEL.

REF: STRUCT DWGS & PROVIDE

BRICK JAMB BEYOND.

COMP FLASHING TO EXTEND

UP INTO CMU.  WEEP VENTS

@ 24"oc @ OPENINGS.  CNTR

FORMED FLASHING DAM @

EACH END OF OPENING.

WEEPS ABOVE OPENING.

PAINT FINISH WHERE EXPOSED.

HOLD BACK 1/2" FROM BRICK FACE.

CONT 4" CMU INFILL, GROUTED

SOLID.  REF: STRUCT DWGS FOR

REINFORCEMENT.

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

STEEL PLATE @ JAMB BEYOND.

STEEL LINTEL & STIFFENER.  REF:

STRUCT DWGS.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

1-1/2"thk RIGID CAVITY INSUL

ADHERED TO CMU.

SECTIONAL DOOR TRACK.  

BTM OF LINTEL / TOP OF FRAME

@ +7'-4" AFF

CAULK STEEL FRAME TO LINTEL

BRICK JAMB BEYOND.

COMP FLASHING TO EXTEND

UP INTO CMU.  TUBE WEEPS

@ 24"oc @ OPENINGS.  CNTR

LIMESTONE HEADER.  EXTEND

PAST OPNG 8" EACH SIDE.

WEEPS ABOVE OPENING (2-MIN).

CONT @ PERIM EACH SIDE.

CONT 12" CMU BOND BEAMS,

GROUTED SOLID.  REF: STRUCT

DWGS FOR BOND BEAM, STEEL

EMBED & REINFORCEMENT. 

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

CMU JAMB BEYOND.

STEEL LINTEL.  REF: STRUCT DWGS.

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

1-1/2"thk RIGID CAVITY INSUL

ADHERED TO CMU.

STEEL DOOR & STEEL FRAME w/ 

GROUT FILL.  REF: DOOR SCHEDULE.

FORMED FLASHING DAM @

EACH END OF OPENING.

PAINT EXPOSED SURFACES.

CONT 12" JAMB BLOCK GROUTED

SOLID.  REF: STRUCT DWGS FOR

GROUTING, STEEL EMBED & REINF.

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

CAULK FRAME TO MASONRY EACH

SIDE OF OPENING.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

1-1/2"thk RIGID CAVITY INSUL

ADHERED TO CMU.

STEEL FRAME w/ GROUT FILL.

REF: DOOR SCHEDULE.

LIMESTONE BAND BELOW.

ANCHOR FRAME TO JAMB w/

MASONRY "T" ANCHORS.  (3/

JAMB EACH SIDE OF OPENING).

STEEL COLUMN.  REF:

STRUCT DWGS.

CONT 12" JAMB BLOCK GROUTED

SOLID.  REF: STRUCT DWGS FOR

GROUTING, STEEL EMBED & REINF.

12" CMU PAINTED.  REF: STRUCT

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU

CORES.  

FLUID-APPLIED, VAPOR PERMEABLE

MEMBRANE AIR BARRIER.

SECTIONAL DOOR TRACK.  HOLD

TRACK TIGHT.

1/4" BENT GALV STEEL PLATE JAMB.

ANCHOR TO CMU PER STRUCT &

PROVIDE PAINT FINISH.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

1-1/2"thk RIGID CAVITY INSUL

ADHERED TO CMU.

BACKER ROD & SEAL AT PERIM

OF JAMB.

LIMESTONE BAND BELOW.

REF: STRUCT DWGS FOR CONC

FLOOR SLAB, REINF, VAPOR BARRIER

& SLAB BASE.

2thk x 24" FOUNDATION INSULATION

@ PERIMETER OF ADDITION.

FINISH FLOOR 

@ 100'-0" (=332.53)

8"thk CONCRETE PAVING w/

1/2" DWL x 18" LONG PER C-501.

1/2"thk x 2-1/2" EXPANSION 

JOINT FILLER.

1/2"x1/2" SEALANT FINISH.

STEEL JAMB BEYOND.

FACE BRICK JAMB BEYOND.

2"thk RIGID BOARD PERIM INSUL.

CHAMFER TOP OF INSUL.

COMPACT SOIL.

CONT 4" CMU.

GROUT SOLID.

REF: STRUCT DWGS

FOR REINF.

GROUT FILL BED, HEAD

& COLLAR JOINTS BE-

LOW FLOOR.

6" GRANULAR FILL.

CMU JAMB BEYOND.

CONT 12" CMU GROUT

SOLID.  REF: STRUCT

DWGS FOR REINF.

REF: STRUCT DWGS

FOR CONC FOUNDA-

TION & REINF.

A-303

DOOR DETAILS

A-303.DWG

K.UHRHAN

-

OH DOOR OPENING HEAD DETAIL

1-1/2" = 1'-0"

4

OH DOOR OPENING SILL DETAIL

1-1/2" = 1'-0"

6

1-1/2" = 1'-0"

1

OH DOOR OPENING JAMB DETAIL

1-1/2" = 1'-0"

5

1-1/2" = 1'-0"

2

OPENING HEAD DETAIL

OPENING JAMB DETAIL

1-1/2" = 1'-0"

3

OPENING SILL DETAIL
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ROOF SYSTEM NR-1

ROOF SYSTEM XR-A 
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GENERAL NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING FIELD MEASUREMENTS AND VISUAL

SURVEYS. EXISTING BUILDING CONSTRUCTION  WAS TAKEN FROM ORIGINAL DRAWINGS

FURNISHED BY THE STATE OF MISSOURI AND ROOFING SUBMITTAL DRAWINGS.

B. THE CONTRACTOR WILL REPORT EXISTING DAMAGE TO MATERIALS THAT ARE TO REMAIN.

DAMAGE NOT REPORTED WILL BE CONSIDERED AS DAMAGED DURING THIS WORK AND

WILL REQUIRE REPAIR OR REPLACEMENT.

C. THE EXISTING BUILDING WILL BE OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M.

COORDINATE ALL WORK WITH THE OWNER PRIOR TO START OF CONSTRUCTION FOR

AREAS OF THE BUILDING THAT WILL BE OCCUPIED AND OWNER'S PREPARATION FOR THE

WORK AREAS. PREPARE A WORK PLAN / SCHEDULE FOR THE OWNER'S APPROVAL PRIOR

TO THE WORK  FOR THE EXISTING BUILDING.

D. THE CONTRACTOR SHALL VISIT THE SITE & VERIFY ALL CONDITIONS AFFECTING THE WORK,

PRIOR TO SUBMITTING A BID.

E. FLASH ALL ROOF PENETRATIONS, EDGES & TRANSITION FLASHING PER MFG. DETAILS FOR

WARRANTY.

F. REFER TO MECHANICAL, PLUMBING & ELECTRICAL DRAWINGS FOR ADDITIONAL PIPING OR

CONDUIT PENETRATIONS OR EQUIPMENT THAT MAY NOT BE SHOWN ON THIS PLAN; BUT

REQUIRED FOR THE WORK.

G. REFER TO WALL DETAILS AND BUILDING ELEVATIONS FOR NEW ROOF EDGES.

EXISTING ROOF SYSTEM XR-A:

1. 2" STANDING-SEAM, CRIMPED-RIB x 16" WIDE PANEL w/ FLOATING CLIP ATTACHMENT  & 

3

8

"

THK. THERMAL SEPARATION SPACERS.

2. 1-LA. 1 

1

2

" THK. RIGID BOARD INSULATION OVER 1-LA. 3" THK. RIGID BOARD INSULATION;

JOINTS STAGGERED.

3. 6-MIL. POLY-VAPOR BARRIER

4. WIDE-RIB STEEL ROOF DECK, SLOPED STRUCTURE.

5. STEELOX SYSTEMS, INC. INSTALLED 1996 BY PYRAMID ROOFING COMPANY, SIKESTON, MO.

6. WARRANTY: NO WARRANTY IN EFFECT.

NEW SYSTEM NR-1:

1. 2" STANDING-SEAM, CRIMPED-RIB x 16" WIDE PANEL w/ FLOATING CLIP ATTACHMENT & 

3

8

"

THERMAL SEPARATION SPACERS.

2.

1

2

" THK. HIGH-DENSITY COVER BOARD

3. 2-LAYERS, 2" THK. RIGID BOARD INSULATION w/ JOINTS STAGGERED.

4. AIR & VAPOR BARRIER MEMBRANE

5.

1

2

" THK. UNDERLAYMENT BOARD.

6. WIDE-RIB STEEL DECK, SLOPED STRUCTURE.

7. WARRANTY: PANEL FINISHES & WEATHER-TIGHTHNESS, 20-YEARS.

8. WARRANTY: INSTALLATION, 5-YEARS.

ROOF SYSTEM SCHEDULE:

 PLAN DETAIL NUMBER

SHEET WHERE SHOWN

BUILDING SECTION NUMBER

SHEET WHERE SHOWN

SYMBOL LEGEND - ROOF PLAN:

ROOF SLOPE

STRUCTURAL  GRID 

BUILDING ELEVATION NUMBER

SHEET WHERE SHOWN

1-1/2

12

1

A-402

1. WOOD BLOCKING, CURB & EXPANSION JOINT FOR EXTENT OF EXISTING MASONRY

EXTERIOR WALL.

2. ROOF PANEL AND CAP FLASHING TRANSITION TO THE EXPANSION JOINT.

3. SHEET METAL EDGE TRIM AND TRANSITION FLASHING TO ROOF PANELS BY ROOF PANEL

MFGR.

4. RIDGE CAP, FLOATING WITH VENT BY ROOF PANEL MFGR.

5. LINE OF BUILDING WALL BELOW.

6. FASCIA PANELS & TRIM BELOW.

7. CONTINUOUS SNOW & ICE GUARD. ATTACHED TO PANEL RIBS.

8. END OF ROOF PANEL AND GUTTER HANGER ATTACHED TO PANEL RIBS.

9. SHEET METAL GUTTER BY ROOF PANEL MFGR. w/ DESIGN & PROFILE TO MATCH EXISTING

GUTTER.

10. 4x5 SHEET METAL OUTLET & DOWNSPOUT BY ROOF PANEL MFGR.

11. SHEET METAL RAKE TRIM END CLOSURE  TERMINATES AT GUTTER.

12. SHEET METAL FASCIA TRIM BY ROOF PANEL MFGR. DESIGN TO MATCH EXISTING TRIM

PROFILE.

13. PLUMBING VENT THROUGH ROOF. PROVIDE FLASHING AS DETAILED BY ROOF PANEL

MFGR.

14. VEHICLE EXHAUST PIPING  THROUGH ROOF. PROVIDE FLASHING AS DETAILED BY ROOF

PANEL MFGR.

15. RADIANT HEATER GAS VENT PIPING. PROVIDE FLASHING AS DETAILED BY ROOF PANEL

MFGR.

16. MAU GAS VENT THROUGH ROOF. PROVIDE FLASHING AS DETAILED BY ROOF PANEL MFGR.

17. OUTSIDE-AIR INTAKE DUCT THROUGH ROOF. CONSTRUCT TREATED WOOD BLOCKING

UNDER PERIMETER OF OPENING FOR SUPPORT OF ROOFING PANELS & CURB. PROVIDE

ROOF PANEL SHEETS FOR RIB MODIFICATIONS AS REQUIRED BY MFGR. ROOF CURB AND

BASE FLASHING TO BE MADE FOR INTEGRAL CRIMP-SEAMING WITH ROOF PANELS.

PROVIDE WATER DIVERTER ON HIGH SIDE OF CURB. ALL MATERIALS TO BE FURNISHED BY,

OR APPROVED BY, THE ROOFING PANEL MFGR FOR WARRANTY. FINISH OF CURB AND

RELATED SHEET METAL TO MATCH ROOF PANELS.

18. WELDING HOOD EXHAUST TO BE REMODELED BY HVAC CONTRACTOR TO EXTEND

THROUGH EXISTING ROOF PANELS. CONSTRUCT TREATED WOOD BLOCKING UNDER

PERIMETER OF OPENING FOR SUPPORT OF ROOFING PANELS & CURB. PROVIDE ROOF

PANEL RIB MODIFICATIONS AS REQUIRED BY MFGR. ROOF CURB AND BASE FLASHING TO

BE MADE FOR INTEGRAL CRIMP-SEAMING WITH ROOF PANELS. ALL MATERIALS TO BE

FURNISHED BY, OR APPROVED BY, THE ROOFING PANEL MFGR FOR WARRANTY.

19. EXHAUST AIR DUCT DOWN THROUGH ROOF FOR NEW ROOF MOUNTED EXHAUST FAN.

CONSTRUCT TREATED WOOD BLOCKING UNDER PERIMETER OF OPENING FOR SUPPORT

OF ROOFING PANELS & CURB. PROVIDE ROOF PANEL SHEETS FOR RIB MODIFICATIONS AS

REQUIRED BY MFGR. ROOF CURB AND BASE FLASHING TO BE MADE FOR INTEGRAL

CRIMP-SEAMING WITH ROOF PANELS. PROVIDE WATER DIVERTER ON HIGH SIDE OF CURB.

ALL MATERIALS TO BE FURNISHED BY, OR APPROVED BY, THE ROOFING PANEL MFGR FOR

WARRANTY. FINISH OF CURB AND RELATED SHEET METAL TO MATCH ROOF PANELS.

20. SOLAR ARRAY GRID

KEYED NOTES:

A-401

ROOF PLAN-

ADDITION & 

ALTERATIONS

A-401.DWG

K.UHRHAN

-

1/8"=1'-0"

ROOF PLAN - ADDITION & ALTERATIONS

1

17
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A-402

6

A-402

4

FINISHED FLOOR 

@ 100'-0" (= 332.53)

TOP OF OH DOOR OPNG

@ 114'-0" AFF

BTM OF SOFFIT

@ 120'-9 3/8" AFF

TOP OF LIMESTONE BAND

@ 103'-4" AFF

SM FASCIA TRIM.

STANDING SEAM METAL

FASCIA PANELS.

PFN SM GUTTER & DOWN-

SPOUTS (DS).

FACE BRICK VENEER.

SECTIONAL OVERHEAD

(OH) DOOR. REF: SCHED.

LIMESTONE BANDING @

PERIMETER OF ADDITION.

6"dia PIPE BOLLARDS.  

FINISHED GRADE.

STANDING SEAM 

MTL ROOFING w/ 

16" SEAMS. SM RIDGE CAP.

SNOW GUARD.

SM FASCIA TRIM.

EXPANSION JOINT.

EXPANSION JOINT.

CAST DS SHOE

(TYPICAL).

CJ CJ

CJ

LIMESTONE HEAD TRIM.

STEEL DOOR & FRAME.

GENERAL NOTES:

A. EXISTING CONDITIONS HAVE BEEN NOTED USING OWNER'S FACILITY DRAWINGS AND

FIELD VISUAL SURVEYS. NO FORENSIC INVESTIGATIONS HAVE BEEN MADE FOR

CONSTRUCTION ABOVE CEILINGS, UNDER FLOORS OR WITHIN WALLS. THE

CONTRACTORS ARE REQUIRED TO VISIT THE SITE AND VERIFY CONDITIONS FOR THE

WORK PRIOR TO BIDDING.

B. THE BUILDING WILL BE FULLY OCCUPIED DURING THE HOURS OF 8:00 A.M. TO 5:00 P.M.

COORDINATE ALL RENOVATION WORK WITH THE OWNER PRIOR TO START OF

CONSTRUCTION FOR AREAS OF THE BUILDING THAT WILL BE OCCUPIED AND OWNER'S

PREPARATION FOR THE WORK AREAS. PREPARE A RENOVATION PLAN / SCHEDULE FOR

THE OWNER'S APPROVAL PRIOR TO THE WORK.

C. THE CONTRACTOR WILL REPORT EXISTING DAMAGE TO MATERIALS THAT ARE TO

REMAIN PRIOR TO THE WORK AND REPAIR OR REPLACE MATERIALS THAT ARE

DAMAGED BY THE RENOVATION WORK.

D. PROTECT & KEEP CLEAR ALL BUILDING ACCESSES.

 PLAN DETAIL NUMBER

SHEET WHERE SHOWN

BUILDING SECTION NUMBER

SHEET WHERE SHOWN

SYMBOL LEGEND

A-402

5

1-1/2

12

FINISHED FLOOR 

@ 100'-0" (= 332.53)

BTM OF SOFFIT

@ 120'-9 3/8" AFF

SM FASCIA TRIM.

STANDING SEAM METAL

FASCIA PANELS.

PFN SM GUTTER.

RIDGE CAP.

CONT SM 

CONT SM FLASHING

& EXPANSION JOINT.

A-502

5

WINDOWS TO BE 

REMOVED. BENT 

STEEL PLATE @ 

RECEIVE NEW PAINT FIN.

REF: PROJECT MANUAL.

EXISTING CMU WALL TO

CMU INFILL @ RAISED OPNG.

BENT STEEL PLATE @ TOP

WINDOWS TO BE REMOVED.

& SIDES OF OPNG (TYP @ 2).

TOP  & SIDES OF 

OPNG (TYP @ 2).

INFILL LOUVER OPENING

w/ CMU TO MATCH COURSING

& JOINT WORK.

1-1/2

12

A-402

5

FINISHED FLOOR 

@ 100'-0" (= 332.53)

BTM OF SOFFIT

@ 120'-9 3/8" AFF

TOP OF WDW OPNG

@ 107'-4" AFF

TOP OF LIMESTONE BAND

@ 103'-4" AFF

SM FASCIA TRIM.

STANDING SEAM METAL

FASCIA PANELS.

PFN SM GUTTER.

FACE BRICK VENEER.

LIMESTONE BANDING @ 

PERIMETER OF ADDITION.

FINISHED GRADE.

SOLDIER COURSE.

DOUBLE BRICKRIDGE CAP.

CONT SM 

HORIZONTAL SLIDE ALUM WDW

w/ LIMESTONE HEADER. (TYP)

CJCJCJCJ

A-502

7

A-502

4

/ LOUVER

@ 112'-0" AFF

TOP OF LINTEL 

CJ

REF: MECH 

DRAWINGS.

MECH LOUVER.

LIMESTONE TO MATCH

EXISTING NORTH WALL.

JOINT PATTERN FOR

A-402

6

A-402

4

FINISHED FLOOR 

@ 100'-0" (= 332.53)

TOP OF OH DOOR OPNG

@ 114'-0" AFF

BTM OF SOFFIT

@ 120'-9 3/8" AFF

TOP OF LIMESTONE BAND

@ 103'-4" AFF

SM FASCIA TRIM.

STANDING SEAM METAL

FASCIA PANEL.

PFN SM GUTTER & DOWN-

SPOUTS (DS).

FACE BRICK VENEER.

LIMESTONE HEAD TRIM.

LIMESTONE BANDING @

PERIMETER OF ADDITION.

6"dia PIPE BOLLARDS.  

SM RIDGE CAP.

SNOW GUARD.

CJ CJ

FINISHED GRADE.

STANDING SEAM 

MTL ROOFING w/ 

16" SEAMS. 

SM FASCIA TRIM.

EXPANSION JOINT.

EXPANSION JOINT.

CAST DS SHOE

(TYPICAL).

CJ

SECTIONAL OVERHEAD

(OH) DOOR. REF: SCHED.

STEEL DOOR & FRAME.

A-501

3

A-501

1

A-302

7

FINISHED FLOOR 

@ 100'-0" (= 332.53)

TOP OF OH DOOR OPNG

@ 114'-0" AFF

TOP OF WDW OPNG

@ 107'-4" AFF

TOP OF LIMESTONE BAND

@ 103'-4" AFF

MAINTENANCE SHOP

100

ORGANIZATIONAL MAINTENANCE

101

A-302

1

A-302

9

A-501

4

A-302

3

A-501

6

BEYOND

@ COL

A-502

6

BEYOND

@ COL

A-503

5

A-502

1

A-303

4

A-303

6

A-502

2

A-502

1

FINISHED FLOOR 

@ 100'-0" (= 332.53)

BTM OF SOFFIT

@ 120'-9 3/8" AFF

1-1/2

12

MAINTENANCE SHOP

100

OPP

BTM OF REEL MOUNTING

@ 112'-0" AFF

TOP OF OH DOOR OPNG

@ 114'-0" AFF

FNISHED FLOOR

@ 100'-0" (=332.53)

DASHED LINE INDICATES CLEARANCE

SPACE FOR HVAC EQUIPMENT.

STEEL TUBE WALL SUPPORT.

METAL WALL LINER PANELS

& SHEET METAL TRIM @ PERIM.

INFILL LOUVER OPENING w/

BRICK TO MATCH COURSING

FACE BRICK RE-CONSTRUCTION

@ OPENING ALTERATIONS.

& JOINT WORK.

(TYPICAL @ 2).

A-402

ADDITION & ALT -

EXTERIOR ELEVS

& SECTIONS

A-402.DWG

K.UHRHAN

-

1/8"=1'-0"

EAST ELEVATION - NEW WORK

1

1/8"=1'-0"

NORTH ELEVATION - NEW WORK

3

1/8"=1'-0"

SOUTH ELEVATION / SECTION - NEW WORK

4

1/8"=1'-0"

SOUTH ELEVATION / SECTION - NEW WORK

6

1/8"=1'-0"

WEST ELEVATION - NEW WORK

2

1/8"=1'-0"

EAST ELEVATION / SECTION - NEW WORK

5
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BOARD ROOF INSULATION OVER

AIR & VAPOR BARRIER OVER 1/2"thk 

6" STEEL STUD FRAMING

@ 16"oc.  REF: STRUCT 

STEEL COLUMN 

ROOF). REF: STRUCT DWGS.

BEAM & TUBE (SLOPES w/

TOP OF WOOD PLATES

SLOPES

ROOFING MFGR.

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

6"thk BATT INSULATION FULL

HEIGHT OF STUD WALL PANEL.

FOR ATTACHMENT TO 

METAL ROOF DECK, ANGLES

STRUCT.

UNDERLAYMENT BOARD.

METAL ROOF PANELS OVER 1/2"thk

COVER BOARD OVER 4"thk RIGID 

TO END PANEL BY METAL 

ATTACH METAL FASCIA 

BOX TO METAL WALL 

PANELS PER METAL

ROOFING MFGR.

1-1/2"thk RIGID BOARD 

WALL INSULATION.

METAL WALL PANEL BY

METAL ROOFING MFGR.

BEYOND.

A-501

5

BTM OF WALL PANEL BY 

METAL ROOF MFGR.

INTEGRAL FLASHING &

CLEAT BY METAL ROOF

CONT DRIP FLASHING @ 

MFGR.

CONT SM FLASHING @

ROOF CURB & EXISTING

ROOF PARAPET.  REMOVE

& REPLACE EXT GRADE

PLYWOOD & CONT 2x TO

REMOVE EXISTING MTL CONT ROOF TO

WALL FLASHING

EQUAL TO JOHN

MANSVILLE "EX-

PANDO FLASH".

FILL VOID w/ BATT

INSULATION. REF:

PROJECT MAN.

ROOF FLASHING. ANCHOR

NEW SM FLASHING TO

EXISTING ROOF PANEL.

EXISTING ROOF & WALL

CONSTRUCTION TO RE-

MAIN UNLESS OTHER-

WISE NOTED.

METAL WALL 

LINER PANEL ON

ON 1-1/2"thk HAT

CHANNELS @ 

TOP, BTM & 1/4

POINTS OF STUD 

TREATED 2x8 TOP PLATE

ATTACHED TO CONT 6" STEEL

TRACK PER STRUCT DWGS.

BOX @ RAKE ATTACHED 

CONT METAL FASCIA 

BTM OF WALL PANEL.  ATTACH

TO STUD PER STRUCT.

TREATED 2x4 NAILER, CONT @

WALL.

CONT PANEL EDGE FLASHING.

CONT CLOSURE STRIP.

CON CLOSURE STRIP.

FINISHED FLOOR

@ 100'-0" (= 332.53)

ENLARGED DRIP

FLASHING DETAIL

NTS

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

PROVIDE MORTAR NET. ATOP 

FLASHING. REF: PROJECT MANUAL.

1-1/2" CAVITY INSULATION.

COMPOSITE THRU WALL FLASHING.

EMBED IN CMU JOINT 1" MIN & EX-

TEND DOWN CMU BEHIND INSUL TO

BRICK JOINT.  HOLD BACK EDGE OF

COMP FLASHING  1/2" FROM BRK FACE.

CONT SS FULL DEPTH DRIP 

FLASHING w/ HEMMED EDGE.

PAVING @ NORTH WALL.

GROUT FULL BED, HEAD & 

COLLAR JOINTS BELOW FLOOR.

FLUID-APPLIED, VAPOR-PERMEABLE

MEMBRANE AIR BARRIER.

STEEL COLUMN BEYOND.

CONT 12" CMU.  REF: STRUCT 

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU CORES.

1/2"x1/2" SEALANT FINISH.

REF: STRUCT DWGS FOR CONC

FLOOR SLAB, REINF, VAPOR BARRIER

& SLAB BASE.

2"thk PERIMETER INSUL

BOARD 24" WIDE.

REF: STRUCT DWGS 

FOR CONC FOUNDA-

TOP OF FOOTING

@ ELEV 98'-8" (1'-4" BFF)

TION & REINF.

REF: DTL BELOW.

1/2"thk EXPANSION JOINT w/

SEALANT CONT.

REF: CIVIL DWGS FOR CONC 

6" GRANULAR FILL.

COMPACT SOIL.

1/2"x2-1/2" EXPANSION JOINT (EJ)

MATERIAL w/ EJ SNAP CAP.

CONT SS FULL DEPTH DRIP 

TOP OF COVERBOARD

SLOPES

BRICK FILLER ABOVE DOUBLE

BRICK SOLDIER COURSE.

CONT METAL FASCIA BOX @

RAKE ATTACHED TO END PANEL

CONT 2x6 & 2x12 TREATED WD

CONT DOUBLE BRICK SOLDIER

COURSE PERPENDICULAR TO

SLOPE.

CUT BRICK BELOW SOLIDER

COURSE AS REQ'D TO MATCH 

SLOPE OF ROOF.

FACE BRICK VENEER w/ SEISMIC

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

BLKG.  ANCHOR TO MASONRY 

PER STRUCT DWGS.

FLUID-APPLIED MEMBRANE AIR

BARRIER.

CUT CMU AS REQUIRED TO

MATCH SLOPE OF ROOF.

STEEL BEAM & ANGLES.

REF: STRUCT DWGS.

STEEL COLUMN BEYOND.

CONT 12" CMU BOND BEAMS,

GROUTED SOLID.  REF: STRUCT

DWGS FOR BOND BEAM, STEEL

EMBED & REINFORCEMENT. 

(SLOPES w/ ROOF).  REF:

STRUCT DWGS.

METAL ROOF DECK & ANGLE

BY METAL ROOFING MFGR.

BOARD ROOF INSULATION OVER

AIR & VAPOR BARRIER OVER 1/2"thk

UNDERLAYMENT BOARD.  EXTEND

METAL ROOF PANELS OVER 1/2"thk

COVER BOARD OVER 4"thk RIGID

UNDERLAYMENT BOARD OVER TOP

OF TREATED WOOD PLATES.

1-1/2"thk CAVITY INSULATION.

FINISHED FLOOR

@ 100'-0" (= 332.53)

ENLARGED DRIP

FLASHING DETAIL

NTS

STEEL COLUMN BEYOND.

CONT 12" CMU.  REF: STRUCT 

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU CORES.

REF: STRUCT DWGS FOR CONCRETE 

INFILL @ COLUMN, CONC FLOOR SLAB,

 REINF, VAPOR BARRIER, SLAB BASE &

1/2"x2-1/2" EXPANSION

JOINT (EJ) MATERIAL w/

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

PROVIDE  MORTAR NET. ATOP

FLASHING. REF: PROJECT MANUAL.

1-1/2" CAVITY INSULATION.

COMPOSITE THRU WALL FLASHING.

EMBED IN CMU JOINT 1" MIN & EX-

TEND DOWN CMU BEHIND INSUL TO

BRICK JOINT.  HOLD BACK EDGE OF

COMP FLASHING  1/2" FROM BRK FACE.

CONT SS FULL DEPTH DRIP 

FLASHING w/ HEMMED EDGE.

FOR FINISHED GRADE.

GROUT FULL BED, HEAD & 

COLLAR JOINTS BELOW FLOOR.

FLUID-APPLIED, VAPOR-PERMEABLE

MEMBRANE AIR BARRIER.

TOP OF FOOTING

@ ELEV 98'-8" (1'-4" BFF)

REF: DTL BELOW.

1/2"thk EXPANSION JOINT w/

SEALANT CONT.

REF: CIVIL DWGS FOR CONC 

STEEL PLATE & GROUT @ COL BASE.

REF: STRUCT DWGS 

FOR CONC FOUNDA-

TION & REINF.

2"thk PERIMETER INSUL

BOARD 24" WIDE.

6" GRANULAR FILL.

COMPACT SOIL.

1/2"x1/2" SEALANT FINISH.

EJ SNAP CAP.

WEEP VENTS @ 16"oc.

METAL WALL PANEL BY METAL

ROOFING MANUFACTURER.

1-1/2"thk RIGID BOARD WALL 

INSULATION ON WEATHER 

BARRIER OVER 5/8"thk EXTERIOR

GRADE PLYWOOD SHEATHING.

SHEET METAL FLASHING & 

DRIP EDGE @ BASE OF WALL

PANEL & COUNTER FLASHING.

EXPANSION JOINT COVER w/

FACTORY FABRICATED BELLOWS.

2x10 TREATED WOOD BLOCKING.

COORDINATE w/ EXPANSION

JOINT MANUFACTURER.

TRANSITION FLASHING OVER NEW 3/8"thk

NEW 3/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING & NEW 

2x6 TREATED WOOD BLKG.

REFER TO METAL ROOFING

MFGR'S RECOMMENDATIONS.

1-1/2"thk HAT CHANNELS

CONT BEHIND METAL WALL

PANELS.  LOCATE HAT

CHANNELS @ BTM, TOP &

1/4 POINTS OF WALL PANELS.

METAL WALL LINER PANELS.

FILL VOID AT ROOF CURB w/

BATT INSULATION (TYP).

EXTEND WEATHER BARRIER

DOWN PLYWOOD SHEATHING,

AROUND BATT INSULATION &

UP 2x10.

TREATED 2x4 NAILER CONT @

BTM OF METAL WALL PANEL.

6"thk BATT INSULATION FULL

HEIGHT OF STUD WALL.

EXISTING ROOF & WALL

CONSTRUCTION TO RE-

MAIN UNLESS OTHER-

WISE NOTED.

EXISTING BRICK TO

RECEIVE PAINT FINISH.

6" STEEL STUD FRAMING

@ 16"oc.  REF: STRUCT 

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

6"thk BATT INSULATION FULL

HEIGHT OF STUD WALL PANEL.

FOR ATTACHMENT TO 

STRUCT.

METAL WALL LINER PANELS

ON 1-1/2"thk HAT CHANNELS

@ TOP, BTM & 1/4 POINTS

OF STUD WALL.

CONT DRIP FLASHING BY

METAL ROOFING MFGR

REF: STRUCT DWGS FOR

CONT STEEL TUBE, BEAM

& CHANNEL.

COLUMNS, PLATES, HAUNCH &

TUBE BEYOND. REF: STRUCT.

CRANE RAIL - ALTERNATE.

REF: PROJECT MANUAL.

TOP OF NEW STEEL TUBE

@ +16'-8" AFF

BEYOND @ EXISTING EAVE / 

TOP OF EXISTING CMU

TO CLOSE VOID TO STUD.

DRIP FLASHING BY METAL

PANEL MFGR.  PROVIDE

CONT CLEAT @ STEEL

STUD WALL.

CONT STEEL TUBE.  REF:

STRUCT DWGS.

ATTACH DRIP FLASHING TO

CONT 1-1/2"thk HAT CHANNEL.

METAL WALL LINER PANELS.

A-501

WALL SECTIONS 

& ROOF SECTIONS

A-501.DWG

K.UHRHAN

-

WALL SECTION @ EXISTING BUILDING

1-1/2" = 1'-0"

1

WALL SECTION @ NORTH WALL

1-1/2" = 1'-0"

3

WALL SECTION @ NORTH WALL

1-1/2" = 1'-0"

4

WALL SECTION @ NORTH WALL COLUMN

1-1/2" = 1'-0"

6

FLASHING & ROOF CURB @ NEW WALL & EXISTING ROOF

3" = 1'-0"

5

WALL SECTION @ EXISTING BUILDING

1-1/2" = 1'-0"

2

AS_NOTED
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TOP OF COVERBOARD

SLOPES

CONT METAL FASCIA BOX @

RAKE ATTACHED TO END PANEL

BY METAL ROOFING MFGR.

BOARD ROOF INSULATION OVER

AIR & VAPOR BARRIER OVER 1/2"thk

UNDERLAYMENT BOARD.  EXTEND

METAL ROOF PANELS OVER 1/2"thk

COVER BOARD OVER 4"thk RIGID

UNDERLAYMENT BOARD OVER TOP

OF TREATED 2x4 WOOD PLATE.

TREATED 2x12 & 2x8 WOOD

TOP PLATES CONT @ SOFFIT

RAKE.  ANCHOR TO STEEL

RUNNER TRACKS PER STRUCT.

BTM OF SOFFIT

@ +20'-9 3/8" AFF

ATTACH METAL FASCIA BOX

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

3-5/8"thk STEEL STUD FRAMING 

@ 16"oc.  PROVIDE 3-5/8"thk 

TO METAL WALL PANELS PER

METAL ROOFING MFGR.

METAL WALL PANELS BY METAL

ROOFING MFGR. w/ CLIPS TO

OF WALL PANEL BY METAL

ROOF MFGR.

CONT DRIP FLASHING @ BTM

STEEL STUD BRACING. REF:

STRUCT DWGS FOR ATTACH-

MENT.

3-5/8"thk STEEL STUD SOFFIT

FRAMING @ 16"oc.

REF: STRUCT

DWGS FOR 

STEEL BEAM

& ANGLES.

1-1/2"thk HAT CHANNELS @

20" oc ATTCH'D TO 3-5/8"thk

METAL SOFFIT PANELS.

REF: METAL ROOFING MFGR'S

DETAILS FOR SOFFIT CLOSURE.

STEEL STUD FRAMING

STUD FRAMING.

FINISHED FLOOR

@ 100'-0" (= 332.53)

ENLARGED DRIP

FLASHING DETAIL

NTS

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

PROVIDE MORTAR NET ATOP FLASHING..

REF: PROJECT MANUAL.

1-1/2"thk RIGID BOARD WALL CAVITY

COMPOSITE THRU WALL FLASHING.

EMBED IN CMU JOINT 1" MIN &

EXTEND DOWN CMU BEHIND INSUL

TO BRICK JOINT.  HOLD BACK EDGE

OF COMPOSITE FLASHING  1/2"

WEEP VENTS @ 16" TYP.

FROM BRICK FACE.

FLUID-APPLIED MEMBRANE AIR

BARRIER ON FACE OF CMU.

CONT 12" CMU.  REF: 

STRUCT DWGS FOR BOND 

BEAMS, WALL REINFF & 

JOINT (EJ) MATERIAL w/

REF: STRUCT DWGS FOR 

CONC FLOOR SLAB, REINF, 

VAPOR BARRIER & SLAB BASE.

GROUT FILLED CMU CORES.                 

EJ SNAP CAP.  

TOP OF LIMESTONE BAND

@ ELEV 103'-4" AFF

LIMESTONE BANDING @ PERIM

OF ADDITION TO MATCH EXST'G.

REF: DETAIL "4", THIS SHEET.

CONT SS FULL DEPTH DRIP FLASHING

w/ HEMMED EDGE.  REF: DTL BELOW.

REF: CIVIL DWGS FOR FIN GRADE.

PROVIDE CONT EDGE SEALANT

@ DRIP FLASHING.

GROUT FILL BED, HEAD & COLLAR

JOINTS BELOW FLOOR.

TOP OF FOOTING

@ ELEV 98'-8" (1'-4" BFF)

INSULATION.

2"thk PERIMETER INSUL

BOARD 24" WIDE.

6" GRANULAR FILL.

COMPACT SOIL.

REF: STRUCT DWGS 

FOR CONC FOUNDA-

TION & REINF.

1/2"X1/2" SEALANT FINISH.

1/2"x2-1/2" EXPANSION

CONT 12" CMU BOND BEAMS,

GROUTED SOLID.  REF: STRUCT

DWGS FOR BOND BEAM, STEEL

EMBED & REINFORCEMENT. 

STRUCT DWGS.

BENT PLATE.  REF: 

BTM OF SOFFIT 

@ +20'-9 3/8" AFF

A-502

3

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES. REF: PROJ MAN & 

STRUCT DWGS FOR SIZE & SPACING.

1-1/2"thk RIGID BOARD WALL 

FLUID-APPLIED MEMBRANE AIR

BARRIER ON FACE OF CMU - FULL HT.

ROOF CLIP BY ROOFING 

MFGR. ANCHOR THRU

BLOCKING TO ROOF DECK

BELOW.

2-PIECE VENTED EAVE

FLASHING BY METAL ROOF 

PFN SM GUTTER & HANGER

BY MTL ROOF MFGR.

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

METAL FASCIA PANEL BY

METAL ROOF MFGR.

COVER BOARD OVER 4"thk RIGID 

2x8 TREATED WOOD BLKG

BENT PLATES. REF: STRUCT.

METAL ROOF PANELS OVER 1/2"thk

CONT @ ROOF EDGE.

METAL DECK & STEEL JOISTS.

REF: STRUCT DWGS.

3-5/8" CONT STEEL TRACK. REF: 

STRUCT FOR ATTACHMENT.

3-5/8" STEEL BRACING REF: 

STRUCT DWGS FOR ATTCHMNT.

CONT SOFFIT TRIM BY

ROOFING MFGR.

1"x1-1/2" CONT STRIP VENT.  REF:

PROJECT MANUAL.

CONT 3-5/8" GALV STEEL TRACK

ANCR'D TO CMU PER STRUCT.

BENT PLATE.  REF:

STRUCT DWGS.

STEEL BEAM & ANGLES. REF: 

STRUCT DWGS FOR ATTCHMNT.

CONT 12" CMU.  REF: 

STRUCT DWGS FOR BOND 

BEAMS, WALL REINFF & 

GROUT FILLED CMU CORES.                 

PROVIDE BENT CLOSURE PANEL @ FACE OF CMU

FILL VOID ABOVE CMU w/ BATT INSULATION.

BOARD ROOF INSULATION OVER

METAL SOFFIT PANEL.

CAVITY INSULATION.

3-5/8" STEEL SOFFIT FRAMING

@ 16"oc.

1-1/2"thk HAT CHANNELS

@ 20"oc.

& BTM OF METAL DECK. (GALVANIZED 4x4x16 GA)

AIR & VAPOR BARRIER OVER 1/2"thk

UNDERLAYMENT BOARD.

PANEL CLIPS @ TOP & BTM.

PFN SM DOWNPOUT BEYOND.

MFGR.

PLYWOOD SPACER.

CONT DRIP FLASHING @

SOFFIT EDGE BY METAL

ROOF MFGR. REF: DETAIL.

1/2"thk EXTERIOR GRADE

CONT VENT.

1-1/2" thk HAT CHANNELS

METAL SOFFIT PANEL.

@ 20" oc.  

3-5/8"thk STEEL SOFFIT

FRAMING @ 16"oc.

METAL FASCIA PANEL BY

METAL ROOF MFGR.

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

CONT DRIP FLASHING BY

METAL ROOF MFGR.  

3-5/8"thk STEEL BRACING.

REF: STRUCT DWGS FOR

ATTACHMENT.

3-5/8"thk STEEL SOFFIT

FRAMING @16"oc.  

BTM OF SOFFIT FRAMING

@ +20'-9 3/8" AFF

REF: PROJ MANUAL.

REF: DETAIL "1" THIS SHEET

FOR INFO NOT NOTED.

CONT TRACKS.

CLOSURE STRIP CONT.

TOP OF LIMESTONE BAND

@ ELEV 103'-4" AFF

LIMESTONE BAND.  REF:

ELEVATIONS FOR JOINT

LOCATIONS.

REF: STRUCT DWGS FOR CONC 

FLOOR SLAB, REINF, VAPOR 

BARRIER & SLAB BASE.

REF: STRUCT DWGS 

FOR CONC FOUNDA-

TION & REINFF.

COLUMN BASE PLATE

& GROUT BED.  REF:

STRUCT DWGS.

EXISTING WALL.

NEW STEEL COLUMN.  REF:

STRUCT DWGS.

1/2"x1/2" SEALANT

FINISH.

1/2"thk EXP JOINT 

MATERIAL.

EXISTING FOUNDATION

TO REMAIN.

1/2"x5-1/2" EXPANSION

JOINT (EJ) MATERIAL w/

EJ SNAP CAP.

1-1/2"thk HAT CHANNELS

@ 20" oc ATTACHED TO 3-5/8"thk

METAL SOFFIT PANELS.

STEEL STUD FRAMING @ 16"oc.

TOP OF WOOD PLATE

SLOPES

CONT METAL FASCIA BOX @

RAKE ATTACHED TO END PANEL

BY METAL ROOFING MFGR.

BOARD ROOF INSULATION OVER

AIR & VAPOR BARRIER OVER 1/2"thk

UNDERLAYMENT BOARD.  EXTEND

METAL ROOF PANELS OVER 1/2"thk

COVER BOARD OVER 4"thk RIGID

UNDERLAYMENT BOARD OVER TOP

OF TREATED 2x4 WOOD PLATE.

TREATED 2x8 WOOD TOP PLATE CONT

@ SOFFIT RAKE.  ANCHOR TO STEEL 

RUNNER TRACKS PER STRUCT.

BTM OF SOFFIT

@ +20'-9 3/8" AFF

BOX TO METAL WALL

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

6"thk STEEL STUD FRAMING @

16"oc.  PROVIDE 3-5/8"thk 

PANELS PER METAL 

ROOFING MFGR.

METAL ROOFING MFGR ON

1-1/2"thk HAT CHANNELS

OF WALL PANEL BY METAL

ROOF MFGR.

CONT DRIP FLASHING @ BTM

STEEL STUD BRACING. REF:

STRUCT DWGS FOR ATTACH-

MENT.

3-5/8"thk STEEL STUD SOFFIT

FRAMING @ 16"oc.

REF: STRUCT DWGS

FOR STEEL DECK,

BEAM, TUBE

& ANGLES.

REF: METAL ROOFING MFGR'S

DETAILS FOR SOFFIT CLOSURE.

ATTACH METAL FASCIA 

METAL WALL PANELS BY

& WALL PANEL  CLIPS.

A-502

WALL SECTIONS

& ROOF SECTIONS

A-502.DWG

K.UHRHAN

-

SOUTH SOFFIT SECTION

1-1/2" = 1'-0"

5

WALL SECTION & SOFFIT DETAIL

1-1/2" = 1'-0"

1

WALL SECTION

1-1/2" = 1'-0"

2

WALL SECTION

1-1/2" = 1'-0"

6

FASCIA/SOFFIT DETAIL

3" = 1'-0"

3

WALL SECTION

3" = 1'-0"

4

NORTH SOFFIT SECTION

1-1/2" = 1'-0"

7
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FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

STEEL COLUMN.  REF: STRUCT.

CONT 12" CMU.  REF: STRUCT 

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU CORES.

DOWNSPOUT:  EXTEND INTO BOOT

MIN 3".  

LIMESTONE BAND BELOW.

C

L
FLUID-APPLIED, AIR-VAPOR

BARRIER ON FACE OF CMU.  

ALL JOINTS IN CAVITY MUST BE

STRUCK FLUSH FOR FA-AVB.

LIMESTONE BAND BELOW.

1-1/2"thk CAVITY INSULATION.

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

1-1/2" CAVITY INSULATION.

BACKER ROD & SEAL AT CONTROL

JOINT.

CUT REINF AT CONTROL JOINT.

BACKER ROD & SEAL.

CONT 12" CMU.  REF: STRUCT 

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU CORES.

GASKET.  REF: PROJECT MANUAL.

LIMESTONE BAND BELOW.

C

L

NOTE:

REFERENCE STRUCT DWGS FOR

CONTROL JOINT LOCATIONS.

FLUID-APPLIED, AIR-VAPOR

BARRIER ON FACE OF CMU.

ALL JOINTS IN CAVITY MUST

BE STRUCK FLUSH FOR FA-

AVB.

STEEL COLUMN.  REF: STRUCT.

CONT 12" CMU.  REF: STRUCT 

DWGS FOR REINFORCEMENT

& GROUT FILLED CMU CORES.

1-1/2" CAVITY INSULATION.

DOWNSPOUT:  EXTEND INTO BOOT

MIN 3".  

LIMESTONE BAND BELOW.

EXISTING MASONRY WALL.

C

L

FACE BRICK VENEER w/ SEISMIC 

VENEER TIES.  REF: PROJECT

MANUAL & STRUCT DWGS FOR

SIZE & SPACING.

FLUID-APPLIED, AIR-VAPOR

BARRIER ON FACE OF CMU.  

GRIND FACE TO SMOOTH FIN.

 

CUT LIMESTONE BAND RE-

MOVED FOR NEW TERMINATION.

 

COMPRESSIBLE EXPANSION

JOINT FULL HEIGHT.

AVB TRANSITION FLASHING

TO PROTECT CAVITY.  

SECURE PER MFGR.

REMOVE LIMESTONE BAND.

TEMPORARILY SUPPORT 

BRICK ABOVE.  REMOVE

8" & RE-INSTALL.

COMPRESSIBLE EXPAN-

SION JOINT - FULL HEIGHT.

ALL JOINTS IN CAVITY MUST BE

STRUCK FLUSH FOR FA-AVB.

 

 

 

 

 

 

 

 

C

L

CONT 12" CMU.  REF: STRUCT 

DWGS FOR BOND BEAMS, WALL

REINF & GROUT FILLED CMU CORES.

1-1/2" CAVITY INSULATION.

STEEL COLUMN.  REF: STRUCT.

6" STEEL STUD

FRM'G @ 16"oc.

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

METAL PANEL BY ROOF MFGR.

TRIM CMU ENDS ABOVE

EXISTING ROOF.

DOUBLE 6" STEEL TRACK. REF: 

STRUCT DWGS FOR ATTCHMNT.

FACE BRICK VENEER BELOW.

1-1/2"thk RIGID BOARD WALL 

FLUID-APPLIED, AIR-VAPOR

BARRIER ON FACE OF CMU.

CAVITY INSULATION.

DOUBLE 6" STEEL TRACK. REF: 

STRUCT DWGS FOR ATTCHMNT.

METAL ROOFING MFGR ON

1-1/2"thk HAT CHANNELS

METAL WALL PANELS BY

@ WALL PANEL  CLIPS.

WEATHER BARRIER OVER

5/8"thk EXTERIOR GRADE

PLYWOOD SHEATHING.

6" STEEL STUD FRAMING

@ SOFFIT END @ 16"oc.

ALL JOINTS IN CAVITY MUST

BE STRUCK FLUSH FOR FA-

AVB.

 

 

 

 

 

 

 

 

TOP OF RIDGE BEAM

ELEV 360'-9 1/2" 

BENT STEEL PLATES.  

REF: STRUCT.

STEEL BEAM.  REF: STRUCT.

STEEL JOISTS. REF: STRUCT.

RIDGE CAP BY METAL ROOF MFGR.

FIXED PLATE BY METAL ROOF MFGR.

ROOF MFGR w/ FILTER STRIP..

METAL ROOF PANELS OVER 1/2"thk

COVER BOARD OVER 4"thk RIGID

BOARD ROOF INSULATION  OVER

PERFORATED VENT DRIP BY METAL

STEEL ANGLES. REF:  STRUCT.

AIR & VAPOR BARRIER OVER 1/2"thk

UNDERLAYMENT BOARD OVER

METAL DECK.

A-503

WALL & ROOF

SECTIONS,

DETAIL PLANS

A-503.DWG

K.UHRHAN

-

1-1/2" = 1'-0"

3

1-1/2" = 1'-0"

4

DETAIL PLAN - HIGH (ABOVE EXISTING ROOF)

1-1/2" = 1'-0"

1

1-1/2" = 1'-0"

2

DETAIL PLAN - EXPANSION JOINT

DETAIL PLAN - CONTROL JOINT

DETAIL PLAN - BUILDING CORNER

3" = 1'-0"

5

DETAIL SECTION @ RIDGE
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MAINTENANCE SHOP

100

ORGANIZATIONAL MAINTENANCE

101

WASTE OIL STOR

102

BATTERY ROOM

103

UNHEATED STORAGE

104

SUPPLY & TOOL ROOM

105

TECH OFFICE

106

MECH ROOM

107

MEN

108

WOMEN

109

CORR

110

FOREMAN OFFICE

111

BREAK/LOCKER RM

112

CRANE RAIL.

CRANE RUNWAY.  

REFERENCE STRUCTURAL 

DRAWINGS.

OVERHEAD CRANE SYSTEM,

CRANE RAIL.

CRANE RUNWAY.  

REFERENCE STRUCTURAL 

DRAWINGS.

1

1

2

OVERHEAD CRANE

SYSTEM - ALTERNATE.

CRANE RAIL - ALTER-

NATE.

STEEL COLUMNS, 

RUNWAY BEAM & 

CHANNEL - BASE BID.

REF: STRUCT DWGS.

KEYED NOTES:

GENERAL NOTES:

A. OVERHEAD BRIDGE CRANE, HOIST AND ALL RELATED COMPONENTS AND

INSTALLATION WILL BE BID AS BASE BID.  REFER TO SECTION 4122000 - CRANES AND

HOISTS.

B. DRAWING INFORMATION WAS TAKEN FROM BASIS OF DESIGN MANUFACTURER.

OTHER MANUFACTURERS ARE RESPONSIBLE TO MEET EQUAL CRITERIA OF DESIGN

AND PERFORMANCE FOR DIMENSIONS (PLAN, STRUCTURAL, VERTICAL AND

CLEARANCE), STRUCTURAL LOADING AND ELECTRICAL REQUIREMENTS.  REFER TO

SPECIFICATIONS, STRUCTURAL AND ELECTRICAL DRAWINGS.

C. TOTAL BUILDING CLEAR HEIGHT PROVIDED FOR CRANE = 21'-4".

1. BRACED BAY.  REFER TO STRUCTURAL DRAWINGS.

2. CRANE RAIL TO BE FURNISHED AND INSTALLED WITH BRIDGE CRANE.  PROVIDE LAZER

ALIGNMENT (HORIZONTAL AND VERTICAL) FULL LENGTH OF CRANE TRAVEL.  RAILS TO

BE SAME LENGTH OF STRUCTURAL RUNWAY FOR CRANE.

A-601

CRANE :

FLOOR PLAN 

& SECTION

A-601.DWG

K.UHRHAN

-

1/8"=1'-0"

FLOOR PLAN - CRANE

1

1/2"=1'-0"

CRANE SECTION 

2

1/8" = 1'-0"
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