Addendum No. 01

TO: PLANS AND SPECIFICATIONS FOR:

REBID - Renovation Int/Ext & Install Generator —
Multi Assets-General Headquarters Complex
MO State Highway Patrol

1510 E. Elm, Jefferson City, MO

PROJECT NO. R2502-01

Bid Opening Date: 1:30 PM, Tuesday, May 19, 2026 (Not Changed)

Bidders are hereby informed that the construction plans and/or specifications are
modified as follows:

SPECIFICATION CHANGES:

1. Section 096566 RESILIENT ATHLETIC FLOORING
ADD: 2.1 B. DynaCourt 6.7mm to approved Equivalents

2. Section 087000 DOOR HARDWARE
ADD: to 3.05 DOOR HARDWARE SCHEDULE
Hardware Group No. 01.01a

For use on Door #(s):

130A
Provide each SGL door(s) with the following:

QTY DESCRIPTION CATALOG NUMBER FINISH

3 EA HINGES 5BB1HW 4.5 X 4.5

1 EA FIRE EXIT HARDWARE F-24-R-NL-OP 626

1 EA RIM CYL HOUSING AS REQ'D 626

1 EA BEST SFIC CONST. CORE AS REQ'D

1 EA BEST SFIC PERMANENT AS REQ'D

CORE

1 EA ELECTRIC STRIKE 6211AL FSE CON 12/16/24/28 630
VAC/VDC

1 EA 90 DEG OFFSET PULL 8190EZHD 12" O 630-316

1 EA SURFACE CLOSER SC71A SS 689

1 EA RAIN DRIP 142AA AA

1 EA GASKETING 328AA-S AA

1 EA DOOR SWEEP 39A A

1 EA THRESHOLD 655A-223 A

1 EA WIRE HARNESS CON-6W

1 EA DOOR CONTACT 679-05 628

1 EA POWER SUPPLY PS902 900-2RS LGR

EA CARD READER BY GC
1 EA CLOSER TEMPLATING, AS REQUIRED

BRACKETS, SHOES,
SPACERS, ETC
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OPERATIONAL DESCRIPTION
RIM EXIT DEVICE. FREE EGRESS AT ALL TIMES BY PRESSING PUSHBAR. ENTRY BY PULL
AFTER RETRACTING LATCHBOLT WITH KEY.

ACCESS CONTROL SOFTWARE OR PRESENTING AUTHORIZED CREDENTIAL SHALL
RELEASE ELECT STRIKE ALLOWING DOOR TO BE PULLED OPENED.

SELF-CLOSING. SPRING LOADED STOP INCLUDED. PUSH SIDE MOUNTED.

DOOR POSITION SWITCH(S) MONITOR WHETHER THE DOOR IS OPEN OR CLOSED.

DRAWING CHANGES:
1. A-601 DORM DOOR SCHEDULE
DORM AND FRAME SCHEDULE FLOOR 1
DELETE: 130A, HARDWARE SETS - 01.01
ADD: 130A, HARDWARE SETS - 01.01a
2. A-112 ADMIN., RESTROOM PLANS AND DETAILS ALTERNATE 1
DOOR AND FRAME SCHEDULE
DELETE: hardware group 06.02
ADD: hardware group 04.03

ATTACHEMENTS:
1. Substitution Request - DynaCourt 6.7mm Athletic Flooring (approved)
2. Prebid Sign-In Sheet

GENERAL COMMENTS:
¢ A non-mandatory Pre-Bid meeting will be held January 29, 2026 at 10:30 am, at the Missouri State
Highway Patrol, General Headquarters, 1510 E. Elm Street, Jefferson City, MO.

e Please contact April Howser, Contract Specialist, at 573-5751-0053, april.howser@oa.mo.gov
e  Bid due date remains May 19, 2026 by 1:30 p.m. via Missouri Buys. NO CHANGE

e The deadline for questions and substitution requests by contractor is Tuesday May 12, 2026 at
12:00 p.m.

e Changes to, or clarification of, the bid documents are only made as issued in the addenda.

e All correspondence with respect to this project must include the State of Missouri project number
as indicated above.

e For bidders interested in viewing the matterport walk-through of the work area, use the following
link (note that conditions may vary from the pre-bid walk-through as the survey was conducted
several months prior):

o Dorm Building - https://my.matterport.com/show/?m=NGWKHyrBy 1k
o Admin Building - https://my.matterport.com/show/?m=LJuN4W1MW55
o Physical Training Building (PT) - https://my.matterport.com/show/?m=2WQopAKcmAz

o  Prospective Bidders contact American Document Solutions, 1400 Forum Blvd Suite 71, Columbia,


https://my.matterport.com/show/?m=NGWKHyrBy1k
https://my.matterport.com/show/?m=LJuN4W1MW55
https://my.matterport.com/show/?m=2WQopAKcmAz

MO 65203, 573-446-7768 to order official plans and specifications.

All bids shall be submitted on the bid form without additional terms and conditions, modifications,
or stipulations. Each space on the bid form shall be properly filled including a bid amount for the
alternates. Failure to do so will result in rejection of the bid.

MBE/WBE/SDVE participation requirement can be found in DIVISION 00. The MBE/WBE/SDVE
participation goas are 10%/10%/3%, respectively. Only certified firms as of the bid opening date
can be used to satisfy the MBE/WBE/SDVE PARTICIPATION GOALS FOR THE PROJECT. IF A
BIDDER IS UNABLE TO MEET A PARTICIPATION GOAL, A Good Faith Effort Determination
Form must be completed. Failure to complete this process will result in rejection of the bid.

By the Order of:

Andy Carroll, R.A.

Office of Administration

Division of Facilities Management, Design and
Construction

301 W High Street, Ste. 730

Jefferson City, Missouri, 65101

Telephone: 573-751-8913

Email: andy.carroll@oa.mo.gov

END OF ADDENDUM 01
May 12, 2026


mailto:andy.carroll@oa.mo.gov

STATE OF MISSOURI

OFFICE OF ADMINISTRATION
DIVISION OF FACILITIES MANAGEMENT, DESIGN AND CONSTRUCTION

PRODUCT SUBSTITUTION REQUEST R2502-01

PROJECT NUMBER

PROJECT TITLE AND LOCATION
Rebid Renovations to Interior/ Exterior & Intstall Emergency Generator, General Headquarters Complex, Jefferson City, MO

CHECK APPROPRIATE BOX

M SUBSTITUTION PRIOR TO BID OPENING

(Minimum of (5) working days prior to receipt of Bids as per Article 4 — Instructions to Bidders)

[ ] SUBSTITUTION FOLLOWING AWARD

(Maximum of (20) working days from Notice to Proceed as per Article 3 — General Conditions)

FROM: BIDDER/CONTRACTOR (PRINT COMPANY NAME)
Dynamic Sports Construction, Inc.

TO: ARCHITECT/ENGINEER (PRINT COMPANY NAME)
Casco Diversified Corp.

Bidder/Contractor hereby requests acceptance of the following product or systems as a substitution in accordance with
provisions of Division One of the Bidding Documents:

SPECIFIED PRODUCT OR SYSTE

Tarkett Omnlspgrts Multi-Use 6.2mm

SPECIFICATION SECTION NO.

096566 - Resilient Athletic Flooring

SUPPORTING DATA

M Product data for proposed substitution is attached (include description of product, standards, performance, and test data)

|:| Sample Sample will be sent, if requested
QUALITY COMPARISON
SPECIFIED PRODUCT SUBSTITUTION REQUEST
NAME, BRAND Tarkett Omnisports Multi-Use DynaCourt® 6.7mm
CATALOG NO. 6.7mm
MANUFACTURER Tarkett Sports Dynamic Sports Construction, Inc.
VENDOR Dynamic Sports Construction, Inc.
PREVIOUS INSTALLATIONS
PROJECT ARCHITECT/ENGINEER
Great Falls Recreation Center LPW Architecture
LOCATION DATE INSTALLED
900 29th Street South, Great Falls, MT 59405 2024

SIGNIFICANT VARIATIONS FROM SPECIFIED PRODUCT
No significant variations. See attached product comparison.

SECTION 006325 — SUBSTITUTION REQUEST
07/16 Page 1 of 2



REASON FOR SUBSTITUTION
Specified is a product that has equals one of which is our DynaCourt.

DOES PROPOSED SUBSTITUTION AFFECT OTHER PARTS OF WORK?

[] YEs 4 No

IF YES, EXPLAIN

SUBSTITUTION REQUIRES DIMENSIONAL REVISION OR REDESIGN OF STRUCTURE OR A/E WORK

[] YES ] NO

BIDDER’S/CONTRACTOR’S STATEMENT OF CONFORMANCE OF PROPOSED SUBSTITUTION TO CONTRACT
REQUIREMENT:

We have investigated the proposed substitution. We believe that it is equal or superior in all respects to specified product,
except as stated above; that it will provide the same Warranty as specified product; that we have included complete
implications of the substitution; that we will pay redesign and other costs caused by the substitution which subsequently
become apparent; and that we will pay costs to modify other parts of the Work as may be needed, to make all parts of
the Work complete and functioning as a result of the substitution.

BIDDER/CONTRACTOR DATE

Dynamic Sports Construction, Inc. 5/8/2026

REVIEW AND ACTION

[] Resubmit Substitution Request with the following additional information:

[X Substitution is accepted.

[] Substitution is accepted with the following comments:

[] Substitution is not accepted.

ARCHITECT/ENGINEER DATE

Regina Raineri 05.11.2026

SECTION 006325 — SUBSTITUTION REQUEST
07/16 Page 2 of 2
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DYNACOURT® INDOOR FLOORING SYSTEM
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COMNBTRUCTION, ING.

EXPERIENCE THE ENERGY. THE POWER.
THE DYNAMIC.

Dynamic we provide
multipurpose surfaces for a variety
of  activities.  Versatilty and
durability are key forces in
determining the surface that fits our
customer needs.

In this fast paced culture, facilities
are often required to host multiple
events and do so consistently and
efficiently. Dynamic Sports floors
can withstand changes. After all,
that is what makes our systems
Dynamic.

When you need a system designed
for floors where shock absorption,
elasticity and other demanding
requirements are the standard,
DynaCourt® is the solution.

DynaCourt® is a cushioned vinyl
flooring perfect for church family life
centers, elementary schools,
private schools and recreation
centers that need a real
multipurpose floor.

DynaCourt® offers  dimensional
stability which delivers a stable

playing surface for your athlete’s
protection. The closed cell structure
offers superior noise level reduction
for elementary schools and worship
facilities.

The flexibility that DynaCourt®
provides makes it a great
alternative  for  athletic  and
multipurpose use and helps it reach
an expanding synthetic market
across  the United States.
DynaCourt® is also available in
multiple colors including the popular
“woodgrain” look.

Maple

When you need a sport floor, dance
floor, worship area or a playing
surface, turn to Dynamic Sports
Construction, Inc. and our
DynaCourt® system for your floor
solutions.

Dynamic: Pertaining to energy or power in motion; involving or causing energy, motion, action or change: opposite to static.

4338 W Hwy 82, Gainesville, Texas 76240 ¢ Tel: (512) 260-6722 « Toll Free: (800) 517-0015 » www.dynamicsportsconstruction.com




DYNACOURT® INDOOR FLOORING SYSTEM
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DYNACOURT®

A dynamic solution for your multipurpose needs...
When your floor requires a premium surface for an always changing schedule of events, you can rely on DynaCourt® and
Dynamic Sports Construction, Inc.

Our systems are specifically designed for high use, multipurpose areas in facilities such as schools, churches, and recreation
centers. DynaCour‘t® is an affordable and proficient surface that provides energy and durability for athletic and leisure activity.

DynaCourt® is a cushioned vinyl floor consisting of a 100% vinyl wear layer that offers extra durability. The lower layers of
calendared PVC and non-woven fiberglass provide dimensional stability and an unmatched constant playing surface.

The closed cell PVC foam bottom layer, provides superior noise reduction as well as industry leading resistance to heavy loads.
DynaCourt® is available in wider rolls which minimize the visible seams across the installed surface.

The design flexibility that DynaCourt® provides makes the finished product an impressive multipurpose option. DynaCour‘[®
available in a variety of solid colors as well as the in-demand “wood grain” look providing a floor that looks like wood at synthetic

costs.

The choice is simple. DynaCourt® - a floor that takes performance to another level.

Experience renewed energy and power with
Dynamic Sports Construction, Inc.

The Dynamic Story:
We are a premiere, full-service contractor specializing only in high performance and multipurpose flooring solutions. An American company, we take pride in delivering
products made entirely in the USA in an ISO 9001-2000 certified facility.

We also take pride in our team. We employ the most experienced installation technicians in the industry to install 100+ indoor sports floors and running tracks annually.
No subcontractors. And we manufacture, sell and install directly to you, the customer. We believe this is the best way to deliver a better product, plus it allows us to
deliver unmatched value pricing! We're led by people who've been champions of this business for 15+ years.

=t H IEEE

Beech Camaru Maple Silver Oak Navy Orange Teal Blue Green

Environmental stewardship is at the core of the
Dynamic philosophy. We create recyclable * DynaCourt® 5mm is only available in maple

products from locally sourced materials, re-

using existing and rapidly renewable resources.

Our VOC compliant sustainable systems are

eligible for LEED points, installed with zero- Gray
mercury product formulations and are less

. " *Colors are representative only. For actual color selections, contact your Dynamic Sports Construction sales representative.
chemically demanding.

**Additional colors may be available if needed.

Dynamic: Pertaining to energy or power in motion; involving or causing energy, motion, action or change: opposite to static.

4338 W Hwy 82 « Gainesville, Texas 76240 * Tel: (512) 260-6722 « Toll Free: (800) 517-0015 » www.dynamicsportsconstruction.com
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DynaCourt® - Great Falls Recreation Center, Great Falls, MT



DynaCourt® - Forest Ridge School, Gruver, IA

DynaCourt® - Commerce Public Schools, Commerce, OK

DynaCourt® - Chase County Schools, Imperial, NE



L ]
namic,

-
SPORTS CONSTRUCTION, INC.

DYNAMIC SPORTS CONSTRUCTION, INC. LINE BY LINE PRODUCT COMPARISON

Standards Tarkett Omnisports Multi-Use DynaCourt®
Thickness 6.2mm 6.7mm
Colors - Designs Maple/Solids Maple/Solids

Interlayer Material

Foamed Plastic

Foamed Plastic

Anti-fungal Treatment

Integrated into flooring product

Integrated into flooring product

Wearing Surface

Embossed

Embossed

Seaming Method

Heat Welded

Heat Welded

Fire Rating ASTM E648

Class 1 - Pass

Class 1 - Pass

Ball Rebound ASTM F2772

> 90%

99% - Pass

Vertical Deformation ASTM F2772

Pass

0.1mm - Pass

Backing Class

Class C (Closed Cell PVC Foam)

Class C (Closed Cell PVC Foam)

Shock Absorption ASTM F2772

Class 2 - Pass

23% Class 2 - Pass

Foam Backing Type Closed Cell Closed Cell
Chemical Resistance ASTM F925 No Change No Change
Rolling Load Passed Passed
1ISO-9001 Certified Yes Yes

Heavy Metals No No
Phthalate-Free Technology Yes Yes
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Dynamic Sports Construction, Inc.
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DynaCourt™ 6.7mm & 8mm

Technical Data

Description

Realistic wood look with benefits of a synthetic multipurpose gym floor; hygienic, antibacterial properties. The UV-cured
PUR reinforced Tech Surface with embedded micronized aluminum oxide is not a finish, so it won't wear down. Low
maintenance costs as it never needs sanding or refinishing. Suitable for Church/Assembly Hall, Health/Fitness Facility,
Hotel/Resort, Sports/Recreational Facility Basketball Court, Gymnasium.

General Information

This product must be used for interior applications only and be installed by professional installers that have sufficient
professional liability insurance coverage (aka Errors and Omissions Insurance) for the project.

Dynamic recommends installing and maintaining entrance matting at all outdoor entrances; this will improve air quality,
reduce maintenance costs, and lengthen the life of your floors.

Proper glides must be used on all furniture that may slide directly across the floor. Heavy objects must not be moved
directly across the floor; use protective boards.

Direct sunlight can cause UV damage (fading or bleaching) to most interior finishes, so Low E glass should be selected
that will reduce the UV transmission to less than 1%. If not, applying 3M™ protection film (or similar) on the windows is
recommended.

: MI 1000 Adhesive, coverage is approximately 150 - 175 sq. ft. / gal, or
Adhesive & Coverage

Spray-Lock 6500 Adhesive, coverage is approximately ~ 150 - 185 sq. ft. / can.

Apply using a 1/32 inch x 1/16 inch x 1/32 inch U-notched trowel (FFA).

For heavy rolling or static loads like hospital beds, use Spray-Lock 6500 Adhesive following the installation instructions.

MI 1000 Adhesive, 90% RH used Wet-set over porous substrates only.

. o MI 1000 Adhesive, 90% RH used Semi-dry over non-porous substrates.
Concrete Moisture Limits _ _
MI 1000 Adhesive, 95% RH used Semi-dry over a porous concrete subfloor only.

Spray-Lock 6500 Adhesive, 95% RH, 11pH.

Note: It may not be the flooring contractor’s responsibility to conduct moisture testing. It is, however, the floor
contractor’s responsibility to make sure these tests have been conducted and that the results are acceptable prior to
installation.

Test following the protocol of ASTM F2170 Standard Test Method for Determining Relative Humidity in Concrete Floor
Slabs Using in situ Probes, the results must not exceed the published limits.

All on or below grade concrete subfloors must have a confirmed effective vapor retarder pre-installed underneath that
meets the requirements of ASTM E1745 Standard Specification for Water Vapor Retarders Used in Contact with Soil or
Granular Fill under Concrete Slabs. If not, then use a moisture mitigation system that conforms to ASTM F3010
Standard Practice for Two-Component Resin Based Membrane-Forming Moisture Mitigation Systems for Use Under
Resilient Floor Coverings. This system must be applied following the manufacturer's written instructions.

Note: All ASTM documents are available from astm.org.

DynaCourt 6.7mm & 8mm  Page 1 of 10



Dynamic Sports Construction, Inc.

ASTM Specifications ASTM F1303.
Meets the requirements of ASTM F1303 Standard Specification for Sheet Vinyl Floor Covering with Backing.
Wear Layer 2 mm (~78.7).

Polyurethane reinforced wear layer with aluminum oxide and permanent anti-microbial treatment.

Thickness: 6.7mm (~ 0.26-inch) and 8mm. (~ 0.31-inch)

Sizes & Weights Rolls: 6-ft. 7-inch x 49-ft 2-inch.
Weight: 6.7mm ~ 0.78 Ibs. / sq. ft. and 8mm ~ 0.86 Ibs. / sq. ft.
Ball Rebound 6.7mm is 99% while 8mm is 99%, both pass.

Meets ASTM F2772.

Force Reduction 6.7mm is a minimum of 23% and 8mm a minimum of 38%

Tested according to ASTM F2772 and DIN V18 032-2

Burning Characteristics Meets Class 1.

Meets Class 1 per ASTM E648 Standard Test Method for Critical Radiant Flux of Floor Covering Systems Using a
Radiant Heat Energy Source, which requires > 0.45 w/cm? or higher.

Meets the requirement of ASTM F2772.

Staining

Certain chemicals may cause staining of vinyl flooring. Traffic stains may be caused by asphalt and rubber products, like
rubber mats. Please conduct a stain test before installation.

Indenting 6.7mm and 8mm both meet the requirements.

Tested according to ASTM F970 Standard Test Method for Measuring Recovery Properties of Floor Coverings after
Static Loading, requiring a residual indentation of < 0.005-inch.

Vertical Deformation 6.7mm is 0.1mm while 8mm is 1.1mm, both pass.

Tested according to ASTM F2772.

Color & Light Stability 6.7mm and 8mm both meet the requirements.

When tested according to ASTM F1515 and 1514 for Heat and Light Stability of Resilient Flooring by Color Change, the
requirement is < 8.0 AE.

Warranty 25 years.

DynCourt™ 6.7mm & 8mm have a limited warranty of 25 years when installed and maintained according to the
product instructions.

LEED v4

Information

Many finishing products have the potential to contribute points to LEED v4. However, the credits can only be gained when
calculating the combined performance of all the products used on a particular LEED project; therefore no single product
can guarantee you will obtain LEED v4 credits.

DynaCourt™ 6.7mm & 8mm  Page 2 of 10
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Dynamic Sports Construction, Inc.

DynaCourt™ 6.7mm & 8mm may contribute to the following LEED credits (points), the following is based on LEED NCv4:

v4 MRp2: Material and Resources — Construction & demolition waste management planning:

e Made from recyclable material and / or is a reusable product, reducing waste in landfills.

v4 MRc3: Material and Resources — Building product disclosure and optimization, sourcing of
raw materials:

e Option 2. Sourcing of raw materials.
o Recycled content. Recycled content is 4.7% pre-consumer.

v4 EQc2: Indoor Environmental Quality — Low emitting materials:

e Option 1 (Flooring). General emissions evaluation. The verified third-party FloorScore® certificate is available.

e Option 1 (Adhesives). Verified third-party FloorScore® certificate for Ml 1000 and Spray-Lock 6500 Adhesive is
available.

Conditions & Storage

Conditions

Areas must be enclosed weather tight and properly conditioned at a constant (£ 5°F) service temperature that is between
65°F and 80°F with ambient relative humidity between 35% - 65%. In addition, the substrate surface must be at least 5°F
above dew point for 72 hours prior to, during, and for 24 hours after the installation.

Note: Dew point calculators are available on the web. Windows etc. must also be covered for 2 hours prior, during, and
for 24 hours after installation.

Storage

Rolls must be stored vertically and secured on a level floor on site for 72 hours to acclimate.

Preparation

Warnings

All Safety Data Sheets (SDS) and Warranty requirements must be read, understood and followed. The Occupational
Safety and Health Administration (OSHA) has exposure limits for people exposed to respirable crystalline silica; these
limits must be followed. All local, state and federal regulations must be followed, this includes but is not limited to the
removal of in-place asbestos containing material.

Wooden Subfloors

Unless stated otherwise all wooden subfloors must be prepared in accordance with ASTM F1482 Standard Practice for
Installation and Preparation of Panel Type Underlayments to Receive Resilient Flooring. The substrate must be clean
(without contaminates), dry (£ 8% moisture content) and structurally sound and smooth enough for the project.

Wood floors must be double layer construction with a minimum total thickness of 1 inch. The subfloor must be rigid, free
from movement, and have at least 18 inches of well-ventilated air space below. Sleepers must not be directly in contact
with concrete or earth, and the ground beneath the subfloor must be covered by a suitable vapor retarder. Do not install
directly over Masonite ™, Lauan, fire retardant products, particle or chipboard. Then proceed to “Smooth & Flat”.

Note: Joints in plywood may show (mirror) through to the finished flooring as wood will expand and contract with
changes in ambient humidity levels.

Gypsum Subfloors

DynaCourt™ 6.7mm & 8mm  Page 3 of 10




Dynamic Sports Construction, Inc.

Unless stated otherwise all Gypsum subfloors must be prepared in accordance with ASTM F2678 Standard Practice for
Preparing Panel Underlayments, Thick Poured Gypsum Concrete Underlayments, Thick Poured Lightweight Cellular
Concrete Underlayments, and Concrete Subfloors with Underlayment Patching Compounds to Receive Resilient Flooring.
Then proceed to “Smooth & Flat”.

Concrete Moisture

Vapor Retarder & Mitigation:

All on and below grade concrete slabs must have a confirmed and effective vapor retarder installed directly underneath
the slab that meets the requirements of ASTM E1745 Standard Specification for Water Vapor Retarders Used in Contact
with Soil or Granular Fill under Concrete Slabs. If this cannot be confirmed then use a moisture mitigation system that
conforms to ASTM F3010 Standard Practice for Two-Component Resin Based Membrane-Forming Moisture Mitigation
Systems for Use Under Resilient Floor Coverings. This system must be applied following the manufacturer's written
instructions.

Moisture Limit:

Testing must be performed in accordance with the current ASTM F2170 Standard Test Method for Determining Relative
Humidity in Concrete Floor Slabs Using in situ Probes. The results must not exceed the following:

MI 1000 Adhesive, 90% RH used Wet-set over porous substrates only.

MI 1000 Adhesive, 90% RH used Semi-dry over non-porous substrates.

MI 1000 Adhesive, 95% RH used Semi-dry over a porous concrete subfloor only.
Spray-Lock 6500 Adhesive, 95% RH, pH11.

Concrete Porosity

Test for porosity according to ASTM F3191 - Standard Practice for Field Determination of Substrate Water Absorption
(Porosity) for Substrates to Receive Resilient Flooring.

Note: The water droplet must be absorbed within 5 minutes to be considered porous. Diamond grinding (or similar) the
concrete surface open to make it porous is acceptable.

Concrete Subfloors

Unless stated otherwise, all concrete subfloors must be prepared in accordance with ASTM F710 Standard Practice for
Preparing Concrete Floors to Receive Resilient Flooring. The substrate must be clean (without contaminates), structurally
sound and smooth enough for the flooring and end user. When required, use only commercial grade leveling or patching
compounds with = 3000 psi that also meet the moisture requirements of the subfloor. If the subfloor has standing water,
hydrostatic pressure, ASR, or if chemical adhesive removers have been used, do not install; contact the Mats Inc. Technical
Department.

Underfloor Heating:

This is suitable providing the adhesive line does not exceed 85°F, and the system is not used for 72 hours after the
installation. When it is used, the temperature must not be increased by more than 5°F per day, or thermal shock may
cause bond failure.

Joints & Cracks:

No expansion joint or moving joint should be covered over or filled as subfloor movement may cause installation failure.
Use a suitable industry standard expansion joint assembly system as required.

Leveling & Patching Compounds:

If required, meet the “Smooth & Flat” requirements (below), using a commercial grade (= 3000 psi) suitable leveling
underlayment or suitable patching compound, following the manufacturers written instructions and limitations. These must
also meet the given moisture level and allow it to cure/dry before proceeding.

Other Subfloors

DynaCourt 6.7mm & 8mm  Page 4 of 10




Dynamic Sports Construction, Inc.

Do not install over any rubber floor; for all other subfloor/substrates contact DSC Technical Department. Dynamic Sports
accepts no liability for any failure due to other manufacturers flooring products or the possible breakdown of that flooring
bond from the subfloor for any reason.

Smooth & Flat

All substrates must be both smooth (ridge-free) and with a minimum flatness and gradient tolerance of < 3/16-inch over
10-ft.

Installation Instructions

Tools

Personal protective equipment (PPE) — 3M™ Easy Trap Duster — tape measure — straight edge — pencil — string line —
utility knife with blades — scribing tool — thermo-hygrometer — 100-Ib. three section roller — Infrared thermometer — trowel
handle with FFA blades — seam cutter — camera phone. Welding: Hot air welding gun with 4mm speed nozzle —
automatic grooving machine / manual groover — Mozart trimming tool (and X-ACTO for flash coved welding).

Layout

Follow the detailed layout drawings provided, or agreed upon by the designer, architect or end user. Calculate and mark
out your start lines using a string line, straight edge, and pencil.

Cut the rolls to the required lengths, allowing two extra inches, and allow the cuts to relax for at least ten (10) minutes. It
is essential to ensure that rolls used in any one area are from the same manufacturing batch and laid side by side and not
at 90 degrees.

Check the shade matches between each of the cuts or drops; it may be necessary to reverse direction to obtain a side
shade match. If this is not possible, or if the flooring has any visible defects, do not install any flooring; contact Mats Inc.
Technical Department immediately.

Installation

First, ensure the area is clean using a Hepa filtered vacuum. Dry-lay (without adhesive) the flooring in the correct
numeric sequence and position following you start lines while lapping up the wall at each end. Scribe or cut-in the sides
to a snug-fit and overlap all seams by at least 1 inch. Trim off the top edge at each seam (about %2 inch) using an edge
trimmer like the “Crain 340 Selvage Trimmer” or similar.

Trace cut the bottom sheet using a suitable trace cutter, vertical knife or use the under-scribed method and remove the
excess by pulling it downwards (to remove any burr). The result must be that the sheets are fitted and laid precisely next
to each other, without any gaps. Once the sheets are in position and trimmed, remove all trash (offcuts) and carefully pull
back approximately half of each sheet (onto itself) to expose the substrate.

Adhesive Application

DynaCourt™ 6.7mm & 8mm  Page 5 of 10




Dynamic Sports Construction, Inc.

MI 1000 Adhesive: This can be used either as a wet-set or semi-dry adhesive, depending upon the porosity of the
substrate. Apply using a 1/32 inch x 1/16 inch x 1/32 inch U-notched trowel (FFA). The adhesive must be applied at an
angle of approximately 60° to the prepared substrate without voids or puddles. Do not make any sharp turns with the
trowel to avoid an uneven application of the adhesive. Do not re-notch trowels; replace them as required.

Wet-set: Providing the substrate is porous, and humidity levels are correct, the flooring may be correctly placed
into the adhesive after approximately ten minutes of open time, depending on site conditions.

Semi-Wet: When the substrate is non-porous, allow the adhesive to become dry to the touch, then immediately
and correctly place the flooring into the adhesive. The timing will depend on the humidity levels and porosity of
the substrate. Important: Install the flooring into the exposed adhesive within two (2) hours after it has become
“Semi-dry” or “Dry-to-the-touch” and do not allow the adhesive to become contaminated with dust or anything
else; if it does, remove the adhesive and apply fresh adhesive.

Carefully re-lay the flooring (without trapping air) into its correct position, making sure all seams have a knife blade gap
(for heat welding), without pressure fitting. Roll the floor slowly using a three-section 100-Ib roller in both directions (width
then length) to remove any air pockets and ensure adhesive transfer. Remove any adhesive from the surface using a
clean damp cloth; if fully cured then use 70% Isopropyl alcohol. Repeat these steps for the remainder of the floor. Once
finished, roll the entire floor again, until no longer required.

Spray-Lock 6500 Adhesive: Mark out the floor (pencil) into ~ 150 -185 sq. ft. sections. Clean the substrate again
using a flat mop and “3M™ Easy Trap Duster sheets”, or similar. Wipe your hand across the substrate, if dust is
transferred then repeat or wash the floor until it is clean.

Apply the adhesive following the instructions on the can. However, all sheet flooring requires twice as much adhesive to
both the perimeter and underneath all seams.

Shake the aerosol cans well before use. Protect from overspray using a spray shield, cardboard or similar. Spray the
adhesive 20-30 inches from the substrate while walking from right to left. The adhesive should spray out in a white mist
and fall like snow, following spray pattern on the label.

Wait 10-20 minutes for adhesive to dry before installing the flooring. There should be no transfer of adhesive to finger.
The flooring must be installed within 2 hours. Do not allow the adhesive to over-dry, become contaminated with dust or
similar.

Carefully re-lay the flooring (without trapping air) into its correct position, making sure all seams have a knife blade gap
(for heat welding), without pressure fitting. Roll the floor slowly using a three-section 100-Ib roller in both directions (width
then length) to remove any air pockets and ensure adhesive transfer. Remove any adhesive from the surface using a
clean damp cloth; if fully cured then use 70% Isopropyl alcohol. Repeat these steps for the remainder of the floor. Once
finished, roll the entire floor again, until no longer required.

Heat Welding

Process

The seams must be welded using the heat weld method as defined in ASTM F1516 Standard Practice for Sealing Seams
of Resilient Flooring Products by the Heat Weld Method. Practice on scrap material before welding the actual floor to
become familiar with the products. Test seam strength by tugging at a length of welding rod. Weld rod should break
before pulling away from the flooring.

Note: Heat welding must not be performed for 12 hours.

Groove all of the seams manually or with a grooving machine approximately 1/16-inch deep by 1/8-inch wide. Weld using
a hot air welding gun set between 482°F (250°C) and 662°F (350°C), using a 4mm weld rod speed nozzle. The
temperature will vary depending on conditions and length of electrical cord.

Flash Coving

When Flash Coving, the “Boot” and “Butterfly” methods are both acceptable. All vertical seams must be heat welded.
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Maintenance Instructions

Precautions

Do not perform any wet maintenance procedures for 72 hours after the installation to allow the adhesive to cure.

Always post “wet floor” signs and/or “caution tape” when wet maintenance is going to be performed. Prohibit foot traffic
until the floor is completely dry. Remove all metal objects prior to wetting the flooring. Follow facilities Standard
Operating Procedures (SOP). All Safety Data Sheets and product label instructions must be read understood and
followed prior to using the product.

Initial Cleaning (after installation)

Dust mop or vacuum the floor to remove dirt or grit.

Note: This is the single most important maintenance activity for preserving the appearance and performance of the floor
and is typically the most overlooked and omitted.

Wet mop the entire floor using a suitable neutral cleaning solution like Diversey Profi or similar. Allow the solution a dwell
time of approximately 5 minutes. Scrub the flooring using a suitable auto-scrubbing machine or floor scrubber (~ 175
RPM) with a red pad. For small areas, a soft nylon broom and wet vacuum may also be used. Wet vacuum up the soiled
solution. Rinse with clean water. Remove using a wet vacuum, and allow the floor to dry.

Daily Cleaning

Dust mop or vacuum the floor to remove dirt or grit and follow one of the following options:

1. Damp mop using a flat microfiber mop and a suitable neutral cleaning solution like Diversey Profi or similar. Change
the microfiber head often as required (after each patient room), and allow the floor to dry prior to use.

2. Large or heavily trafficked areas should use a suitable auto-scrubbing machine or floor scrubber (~ 175 RPM) with a
red pad and a suitable neutral cleaning solution like Diversey Profi or similar. Scrub and wet vacuum up the soiled
solution. Rinse with clean water. Remove using a wet vacuum, and allow the floor to dry prior to use.

Deep Cleaning

This may be required when your routine cleaning is not meeting your expectations. Dust mop or vacuum the floor to
remove dirt or grit.

Wet mop the entire floor using a suitable neutral cleaning solution like Diversey Profi or similar. Allow the solution a dwell
time of approximately 5 minutes. Scrub the flooring using a suitable auto-scrubbing machine or floor scrubber (~ 175
RPM) with a green pad. Wet vacuum up the soiled solution. Rinse with clean water. Remove using a wet vacuum, and
allow the floor to dry.

Additional Information

Do not use dust mops treated with oils or silicones, acetone, strong alkaline cleaning agents, scouring powder, strong
solvents, or abrasive cleaning pads, as these can damage the product.

Some materials are known to cause staining on vinyl floors. Typical examples include: asphalt and bitumen materials,
cardboard/hardboard (wet), fire treatment and maintenance materials used on carpets could transfer to vinyl flooring and
cause staining, dyes from printed literature or packaging, rubber-backed carpets and rubber mats, rubber furniture rests
and wheels, shoe soles not made from non-staining materials, heat degradation, some chemicals used in cleaners e.g.
pine oil.

Note: These instructions supersede any verbal or written instructions from Mats Inc. representatives, and must be
followed in order for the DynaCourt™ 6.7mm warranty to be in effect.
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Limited Warranty

Dynamic Sports Construction, Inc. (“SELLER”) warrants that DynaCourt™ (the “Product”) sold to the first end user (‘END
USER”) will be free of manufacturing defects in materials provided that Product is stored, installed, and maintained strictly
in accordance with the SELLER’s instructions for a period as provided in Section IV of this Limited Warranty.

Receipt and installation of the Product constitutes acceptance of this Limited Warranty and all of its terms,
conditions, limitations, and disclaimers.

This Limited Warranty applies only to installations sold to the first END USER of the Product and becomes void on the
transfer or sale of the Product or the use of the Product by any party other than END USER.

I. Installation and Maintenance Requirements

This Limited Warranty applies only if:

(A) The Product is installed on a properly prepared subfloor as detailed within the product installation instructions and
ASTM F710 Standard Practice for Preparing Concrete Subfloors to Receive Resilient Flooring; and

(B) The Product must be installed properly following the installation instructions by professional flooring installers
experienced at installing resilient commercial floor covering products and having sufficient professional liability
insurance coverage (aka Errors and Omissions Insurance) for the project; and

(C) The product is maintained according to the SELLER's instructions furnished to END USER at the time of purchase;
and

(D) The Product is not misused or abused, and there is no evidence of mishandling, neglect, modification or repair
without the approval of SELLER or damage done to the product by anyone other than SELLER.

II. Method for Obtaining Warranty Service

To obtain a replacement product under this Limited Warranty, END USER must:

(A) Provide SELLER with a written notice of any alleged defect within the warranty period stated in Section IV and ten
(10) days of its discovery; and

(B) Ship the photographs of the defective product(s) to SELLER at 179 Campanelli Pkwy., Stoughton, MA 02072 with
mailing or shipping charges prepaid (“Warranty Claim Procedures”).

Ill.  Warranty Service Provided

(A) If the Product is proved to SELLER’s satisfaction to be defective, within the applicable warranty period described
below, SELLER’s obligations under this Limited Warranty shall be limited to either repairing or replacing the Product,
at SELLER’s sole discretion, if such defect was caused solely by defective materials. Such repair or replacement
shall be the SELLER’s sole obligation and END USER’s exclusive remedy hereunder and shall be conditioned upon
END USER fulfilling its obligations under SELLER’s Warranty Claim Procedures.

(B) Pursuant to Subsection (A), SELLER’s warranty services will specifically include providing END USER with
alternative floor covering of comparable quality and/or carry out necessary repairs of the Product to cover the
remainder of the warranty period. This includes material cost only and does not include labor.

IV. Warranty Period

This Limited Warranty of the Product, and any implied warranties provided to END USER by state law not otherwise
excluded or disclaimed in this Limited Warranty, apply for fifteen (15) years, starting from the date of shipment of the
Product from SELLER’s manufacturing or distribution facilities, including motor drive or other means of transportation.

V. Exclusions from Warranty

(A) This Limited Warranty does not apply to Product which has been discontinued or to a particular color or design which
has been discontinued at the time of sale or to Product sold as seconds or B- grade.
(B) The following is not included under this Limited Warranty:
1. Color deviations as compared to physical, printed, and/or electronic representations;
2. Damage including scratches, splinters or marks on the Product from shipping, unless the SELLER is notified as
soon as the Product is received by the END USER,
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3. Damage caused by improper storage and handling prior to installation;

4. Damage or indentation due to spiked heels, pallet jacks, sharp objects or to point loading in excess of the static

load limit for the Product as tested by ASTM F970;

Damage due to inadequate protective matting at entryways and landings;

Excessive wear from the presence of sand and/or grit on the installed material;

Damage or injury caused by improper installation or maintenance including; Adhesives, sealers or other

accessories;

8. Damage caused by exposure to petroleum distillants (solvents, chlorine, acidic chemicals), car tires, alcohol,
keystones, Sharpies, markers or paints etc., asphalt and bitumen materials, wet cardboard or hardboard, fire
treatment and maintenance materials transferred from carpets that may cause staining, dyes or printing from
packaging, prolonged contact with rubber mats or rubber backed carpets, rubber furniture rests or wheels
and shoe soles not made from non-staining materials or industrial and pine oils;

9. Damage caused by excessive moisture or alkali in the concrete slab;

10. Misuse or abuse of the Product by the END USER;

11. Damage caused by unreasonable use and/or negligence;

12. Damage caused by furniture, appliances, fixtures, and equipment that is not properly leveled with appropriate
protective glides, casters and/or floor protectors;

i. Glides must be a minimum of 1 inch in diameter.
ii. Glides must be flat, smooth and slightly rounded.

13. Damage caused by extended direct exposure to UV sunlight or heat degradation (over 140°F);

14. Labor costs for removing and/or re-installing replacement and associated freight costs are not covered under
this warranty.

No g

VI. Limitations on Warranty

This Limited Warranty is provided by the SELLER, and it contains the only express warranty provided to END USER by
SELLER. SELLER does not authorize any other person to give any other warranties on SELLER's behalf.

SELLER disclaims any express warranty not provided herein and any implied warranty, guarantee or
representation as to performance, quality and absence of hidden defects, and any remedy for breach of contract,
which but for this provision, might arise by implication, operation of law, custom of trade or course of dealing,
including implied warranties of merchantability and fitness for a particular purpose. SELLER further disclaims
any responsibility for losses, expenses, and inconveniences, special, indirect, secondary or consequential,
incidental, and contingent damages whatsoever, including damages arising from ownership or use of the
product.

Implied warranties in jurisdictions where they may not be disclaimed shall be in effect only for the duration of the express
warranty set forth herein. If END USER has a claim under this Limited Warranty or under any implied warranties provided
to END USER by state law, END USER may not file a court action based on that claim any later than one (1) year after
END USER's right to file a court action accrues. In those states which do not allow this limitation on the time period for
filing a court action, this provision is inapplicable.

VIl.  Sellers Liability

SELLER'’s liability with respect to the Product sold to END USER shall be limited to the warranty provided herein.
SELLER shall not be subject to any other obligations or liabilities, whether arising out of breach of contract, warranty, tort
(including negligence and strict liability) or other theories of law, with respect to products sold or services rendered by
SELLER, or any undertaking, acts or omissions relating thereto.

Without limiting the foregoing, SELLER specifically disclaims any liability for property or personal injury damages,
penalties, special or punitive damages, damages for lost profits or revenues, services, downtime, shut down or slow down
costs, or for any other types of economic loss, and for claims of END USER’s customers or any third party for any such
damages. SELLER shall not be liable for and disclaims all consequential, incidental and contingent damages
whatsoever.

VIII. Miscellaneous

Any description of the Product, whether in writing or made orally by SELLER or SELLER'’s agents, specifications,
samples, models, bulletins, drawings, diagrams or similar materials used in connection with END USER'’s order, are for
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the sole purpose of identifying the Product and shall not be construed as an express warranty. Any suggestions by
SELLER or SELLER’s agents regarding use, application, or suitability of the Product shall not be construed as an express
warranty unless confirmed in writing by SELLER to be such.

Dynamic Sports Construction, Inc.
4338 W Highway 82, Gainesville, TX 76240
512-260-6722
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